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program implementation The study results die documented in four volumes 

1 l x ecu live Summary 


2 Space Industrialization Background, Needs, and Opportunities 


3 Space Industrialization Implementation Concepts 


4 Appendixes 
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INTRODUCTION 

0 


This volume of the Spaas Indue t.rigli nation study deals mostly with the 
methods for selecting the most viable program optiors and the techniques 
whereby the hardware is developed and Integrated into a series of functioning 
systems in a reasonable time frame and in accordance with realistic eost 
estimates. -» 

In, the Initial sections of this volume, we will define six separate program 
options and then we will set up a common sense selection process to narrow down 
tne list to the best candidates, as seen from the viewpoint of the Rockwell 
analysis team. Next, we will mesh these selections with similar results that 
were developed by Science Applications, Inc. (SAI) — which flowed from a 
parallel study using roughly parallel methods. The final result is a set of 
three plans for future exploitation of the space frontier. Each separate plan 
hingas largely on the decision and timing for go-ahead on the SPS project. 

Hardware elements in various otclors or space are then discussed in 
sufficient depth to provide a definition of the major functional elements and' 
the major operations. These element a include; 

a. Shuttle-Tended and Space-Base Facilities 

o. Space Processing Facilities 

c. Geosynchronous Orbit Facilities 

d. High Inclination Orbit Facilities 

e. SPS Development Activities 

f. Data Relay Satellites 

g. Lunar Facilities and Operations 

h. Transportation Hardware 

Once these elements have been defined to a reasonable level of detail, we will 
present cost estimates for the various hardware' elements and programmatic plans 
for the installation and operation of the principal units in the three separate 
plans , Finally, all necessary supporting research and technology plans will 
be advanced with emphasis on the neer-tern developments that will lead in the 
direction of the envisioned plans. 


INITIAL PROGRAM OPTIONS AND EVALUATION 


Our approach to developing an encompassing range of program options was to 
formulate a set of varying philosophies stemming from general future trends. • 
Three futures were evaluated: 


1 
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1. Near-term orientation decision-making 

2. Long-term orientation decision-making 

3. Basic environmental change (35-year cold period, 
e.g., a littla ice age) 

Each of these futures results in one or more possible decision options for 
future generations. In keeping with the goals of the study, we developed a 
total of sir program options (as sketched in Figure ). As can be seen, the 
Foresight future results in two program options; one oriented around inter- 
national cooperation and the other oriented around leadership at the geosyn- 
chronous oroit. in addition, the future co’rmonaltvg option results from an 
extraction of those elements that are common to all three of the other futures. 

The six program options shown in Figure 1 are discussed in the next six 
paragraphs . 

1. IMHi'DIATl £ CPISIS-0R1LNTED PROGRAM — In accordance wirh this option, 
the Dubli', views our country as having so many pressing problems 
that they do not feel they can justify sacrificing today for a 
better tomorrow. In general, the space program and other long-lead 
time opoortuni ties will be postponed continually unless they have 
a crisis aura. Business will do what shows near-term payoff, and 
government will support what seems to be a near-term solution to a 
recognized immediate crisis. As the future evolves, new crimes 
will precipitate .various space program solutions, but in each case 
- only those opportunities that can be accomplished quickly will be 
included. 



4 . BASIC PROGRAM - TUTURIS COMMONALITY 


Figure I. Space Industrialization Program Options 
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y- 2. FORESIGHT PROGRAM — I£ this philosophy is followed, the United 

States Government is willing to look ahead for two or more decades 
and support those investments chut are clearly shown to be directly 
beneficial to national and international interests. The national 
reel is one of basic confidence in the future, but the necessity to 
cope with energy, productivity, and balance-of-payment needs are 
understood. In this future we seek also to develop a strong syner- 
gistic interrelationship between developed and developing countries 
for both humanitarian and business reasons. We are dedicated to 
help worldwide industrialization on a progress curve that outpaces 
population growth, and to develop customers with buying power for 
our higher technology products and services. 

3. Rt'.ACTIO ■' l‘ROGRA'1 (LITTLE ICc AGE ) — This future assumes that data 
are available which clearly convince our population that a 30-year 
cooling-off period lias begun such that a World War II-like national 
motivation becomes real. As a result, approximately 10 percent of 
our CNP wouJ-j be dedicated to terrestrial and space investments 
that are clearly beneficial in mitigating the bad effects upon the 
United States. 

4. BASIC i'C' : GRA!' (FJ'i'JR-S CO'L'tO'lALLT).' ) — Tills philosophy calls for a 
play-il-safe approach that wairants a reasonable - investment in 
space activities common to the basic futures identified. It is 
not strictly nationalis tic, but international assistance is 
secondary in priority since the crisis influences of Futures 1 and 
3 are strong. 

3. IRTEtCiATlOGMj SPACE PROCCSVt — The driving philosophy in this program 
option is that full world participation in space activities will 
tend to ease friction and foster world peace. A press to have all 
countries participate and siiarc the benefits tends to override purely 
technical and business considerations. 

6. GLOsr.'CHROROU:; MARKET LEAD! RSI! IP — The fundamental driver in this 
program is to recognize the value of world market leadership in 
the information business. A key to this market is the utilization 
of space, particularly geosynchronous orbit, for an ever-changing 
variety of services. We would aim to keep ahead of the competition 
in the space segment, the multiplicity of corresponding ground 
equipment, and c!ie number and quality of benefits provided. 

RANKING OF TUU PROCRAM OPTIONS 

During the course of the Space Indue trializatiori study, parallel efforts 
were conducted to extrapolate both mankind’s needs and technical opportunities 
into the future. The needs were than used to trigger new ideas for space 
opportunities that might have been previously overlooked and as a background 
for evaluation of these opportunities, both relative to each other and relative 
to competitive terrestrial options. This process yielded some 300 specific 
needs (there could be many more depending on how they are broken down) and 
some 200 space opportunities. By evaluation 3nd combination, the 200 opportuniti 
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were pared Co about 100, each of which was then wrlcten uj. to a specific 
12-polnt format for more detailed evaluation. It was intended to reduce the 
list to some 25 outstanding opportunities upon which an evolutionary space 
program could be firmly anchored. As the evaluation proceeded, however, we 
found it surprisingly difficult to throw out very many of th. opportunities. 

The list still numbers about 50, each of which seems worthwhile and cost- 
effective to do sometime before the year 2025. 

As we looked at the options and the opportuniti-js , we talked to .many space 
experts and other interested people, both within the company and outside, and 
in and out of the aerospace industry. About 100 evaluators, young and old md 
of various ethnic and technical backgrounds, helped us come to the following 
conclusions: 

1. Option 1 should surely be done. It is the least we snould 
Jo and its implementation sho”ld be simply a matter of 
getting the farts understood to the Congress, 0MB. and 

tne American people. 

2. We in the aerospace community have a definite obligation 
to pursue the foresight options at least in our own plans. 
Moreover, we have an obligation to get as much support as 
we can. Unfortunately, ve know chat Congress and the 
public, as a whole, are not future-oriented, so chis 
program option has little chance cf full implementation. 

The best that ve can hope is that it can be partially 
brought about. 

3. The two oblique foresight options — one seeking the 
primary emphasis to be on international funding and 
participation (No. 5) and the other seeking to deliber- 
ately nourish a potential information systems market 
for the United States (Mo. 6) — are now as viable as 
the middle route. True international coo, elation is 
extremely difficult to turn into reality, but on the 
other hand, too self-serving an approach implemented by 
any country is opt to meet strong resistance b> most of 
the other countries. We do feel that a reasonable 
market leadership in this area is a natural for the 
United States and should be supported by Government action. 

4. Program Option 3 (Reaction Program - Little Ice Age) is 
actually a spvJ fic kind of foresight (No. 2) that predicts 
an immediate crisis (No. 1) at a future time. This parti- 
cular crisis, if it should appear to be coming (as the 
climate patterns are studied and experienced), has such an 

\ overriding influence that it is prudent foresignt at least 

to develop long- lead precursors to the accelerated space 
activities indicated. 


♦ 
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5. The Futures Commorality Program Option (No. 4) does not 
make as much sense as a commonality of opport mi ties as 
y it does as a commonality of haiavare and technology 

use in the systems that implement these opportunities. 

These hardware commonalities will be determined' at a later 
date when Che characteristics of the system hardware items 
9 are better defined. 

TIME PHASING FOR THE SIX PROGRAM OPTIONS 

As has been mentioned, the process of studying and integrating world 
future needs and space program opportunities into options for a Spaas Indus tri- 
alizaiio'-. program resulted in the selection of three futures, against which the 
seme 200 opportunities were measured. After much study, these were narrowed 
down to seme 50 ancnoi' sprat** unities. Each of these anchor opportunities 
applies scljdly to at leait one of the futures cited and to several of the many 
important world needs that have been identified in the previous analysis. 

In essence, the first future (Immediate Crisis Orientation) assumes con- 
tinued preoccupation with short-term, more or less immediate results and implies 
less than desirable preparedness to counteract longer-term trends building up 
toward crises (i.e., a dificiency in investing m future options). 

The second future (Foresight) places greater emphasis on long-term 
orientation. The approach Is one of more active future-shaping by counter- 
acting negative trends earlier and by building up options to aeal with future 
problems. 

The third future (Little Ice Age) assumes £- major change not under human 
control. The change postulated a 35ryear cold period, causes the future situa- 
tion to be dominated by tne need to rescond to a series of p&otracted and, for 
some time worsening, emergencies. 

In Figures 1 through 7, inoividual definitions of the six program options 
are presented (one-by-one) , each option is deieloped in a standard format, and 
the report is printed so that the program options can be studied individually 
in a convenient way without back-and- forth turning of pages. Hie top part of 
each figure names all six options and shows how they stem from the futures, but 
still interrelate. The driving philosophy of eacn one is shown below the 
interrelationship chart. The resultant effect of applying that philosophy to 
the anchor opportunities is shown or. each right-hand page. 'The most important 
information on each set of pages is crowded into the center region of each 
right-hand page; note that in these sections are six options, 54 anchor oppor- 
tunities, five time-frames, three importance gradients, five level-of -effort 
gradients — a total of almost 5,000 pieces of information for each option. 

The re. 'fits are summarized in narrative form in the boxes on the right. It is 
in realization of the complexity of understanding these options (without benefit 
of. spoken words or color) that the sheets were developed to put each option on 
just r>ne page. 

The dynamics of changes in eac’- program option take the non-linearity of 
the futures into account; chat is to say, each accomplishment, or even commits 
ment, changes the subsequent frame of reference. Postponement of problem 
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solutions leads to a convergence of problems or crises later on, multiplying 
the number of new starts. Conversely, earlier option-generating vigor red ces 
the proliferation of new starts in the latter part of the reference period 
(1980-2010) and makes it possible to biild deliberately on earlier accomplishment 
Also, advances change the perspective. What requires much foresight or a big 
step in 1980 is less demanding on both counts in 1995. Finallv, the combine ion:, 
shown are the first layout. Adjustments may be made in the ccurse of further 
analysis. 

There are two of the opportunities (Oil Spill Detection and Offshore Limit 
Monitoring) that have been marked out and one was deleted before the sheet was 
made up. Thsse^are ones that initially seemed to be winners, but on detailed 
investigation of possible terrestrial alternatives did not show an economic 
advantage. 'Therefore, these opportunities were dropped out of all programs, 
but could be reinstated if the space systems that are designed primarily for 
other missions can accomplish these additional tasks at ver” little additional 
cost. 
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SPACE INDUSTRIALIZATION PROGRAM OPTIONS (DRIVING PHILOSOPHY) 



IN ACCORDANT WITH THIS OPTION THF PUBLIC VIFWS OUR COUNTRY AS HAVING SO 

MANY PRESSING PROBLEMS THAT THEY 00 NOT FEEL THEY CAN JUSTIFY SACRIFICING TODAY 

FOR A BETTER TOMORROW IN GENERAL. THE SPACE PROGRAM AND OTHiR LONG-LEAO TIME 

OPPORTUNITIES WILL GET CONTINUALLY POSTPONED UNLESS THEY HAVE A CRISIS AURA. 

BUSINESS WILL DO WHAT SHOWS NEAR-TERM PAYOFF. AND GOVERNMENT WILL SUPPuRT 

WHAT SEEMS TO BE A NEAR-TERM SOLUTION TO A RECOGNIZED IMMEDIATE CRISIS: AS THE 
i I 

FUTURE EVOLVES. NEW CRISES WILL OEVELOP THAT PRECIPITATE VARIOUS SPACE PROGRAM 

SOLUTIONS, BUT IN EACH CASE ONLY THOSE OPPORTUNITIES THAT CAN BE DONE REASONABLY 

QUICKLY WILL BE INCLUDED. 


I »*vY*nh a»-d de-* suoyv.rtad *t <a> Irv* l» 

in qa»n tas»c urJe* \*«nd«n<) 

I, rVidefately e»pu u*»»q funds for e«lvfin«j piojrcts 
H->vl problems <uJrruftf Sf^jr n t • a J I y 

) I i#nd*n>j but liriita accelerated level 

acc •»<» ng to need* I problems 

idCin'cJ co*«cur'e«l »» 


* Availability of fond* it rot 0 Hailing factor 
He* proq»a**\ «-tar*ed according to needv end 
tarr i*d concurrent tv l 

^ Hiqh national priority to all program* 

Trchnulog t Imitations are tha only paceteitar* 

P • Private the private vector ha* taken r«er 
the t f fort 


the c»rtlec indicate mr^rr lance .**el » a »t should definitely be'dri^c If The nta*>er \% not circled. It 

it H»lt •** t'o pfixjram. Oat •* gee (• unable or mure subject to covt and schedule t<s\>'o*>\e Blent space* 
across the diul« T 1 "v* span irdicate that It wuld be &**e only if it tt/*** wry cheaply at ao 7 a dd - rx« to a 
r^ire important »len V»>'d the lav* n.pvber in |h» sequence the activity n continuing at* a routine teve 
(1»k* •v*«h«r pictures space) the »'*» qSln are iioictlrit «.|h start either- 4 cc**)inal o 

</f I-Vortenca and rate or o* «ajvf tnportance m that particular proqran c?t>o* 


Figure 2 . Immediate Crisis-Oriented Program 
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Anchor Opportunitm 


1. IMMEDIATE CRISIS - ORIENTED PROGRAM 


Time Frame CO-85 85-90 90 35 95 tO 



9 ® 9 

! I $ 8 

t I 2 

I 2 (5) 

1 (D © 

_ 1 (3) (5) 


(D \<h 


iron 



Oil/Minerel Location 
Crop fc'tav-itemept 
0 »F S p iR- Oateetron- 

Ocaen Resource) and Dynamic Sytttm 
Water Retourt* Map and RunoH Forecast 

r* ti. w».. 4 

tyrrl r”i/TvW. s VTv~ J r X,. nni rrru'«tVI 1 1 ^ 
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High Ratolution Thermal Mapping 



Direct BrodrtcAtt Educe lion from tpeco opens up * 
lynerqatn between each Individual’s imnethdie 
cducetlon >tatus end (ha job or skill within hit 
reach, regardless of hit location This, «<*jeth* 
with electronic telecommunicating end improved 
nodical care via space conwunlcat ions links drlv« 
the program The current NASA needs of job expat 
sim coupled with energy costs and shortages are 
sgbstantleMy elded v«a space The soaring costs 
of medical care ere reduced by getting people out 
of the hospital and back to homo or paw^'dii. tyf 
tare nych more quick*/ The stress, time loss, 
oatoline, and pollution of travel to and from wor 
Is reduced using both space and ground telrcunmut 
* r<; techniques 


nerds fur iwprovrd food product inn end 
wjrld'Mida distribution fwilh Bitinm of • 

tnp'o««»P| for USA) arc Irlprd with C r op «ersu'r'«n( 
and «|U rianaveawnf yvir^ Su|»* 1 JdmjlJf systems tra 
sdittion, M|Of steps a»c t*ien tuward lull* untmtent* 
mg our ueather and climate -- ctusv s/c t tec ts trends, 
and eyintve My Ion j «*rujo and detailed predi t t » an « f 
spec* Hr local weather *nd cMnatt cundltluns later 
on, tne intarnat I'usal tr 4 i«s« related to nr*. 700 •• lr 
of» shore rights ul the world ccwumiy Is rased by 
*a»* «g the activities in such areas relatively 
fran sarent *<rne?i|ln) countries would pay the U c 
far s .vh service via ft*/neU.ry or other means 



O 

2 I 
»• s 


Uoenryma* (Medical Oiagncrfic Tool) 
U'Okmtw (Antcoagulant) 

Intulin (From Human Sourcra) 


Large Crystal) (Sira and Perfection) 
Super Large Scale Integrated C rcuiti 
New Glssses (Including Fiber Optica) 
High Temperature Turbine Blades 
5 High Strath Permanent Magnet) 
SjThrn Film Electronic Dawn 
Contmubua ftifcbon Cryrtat Growth 


1 



Products, particularly yrowlnq out ol 
SiMtl le/Spacalao research part I'ular I * m 
Medical field causa a full aviienata of »>» 
direct and «ery persona! ralationsnlp u f «,p, 
s'liytllct to current needs Other prod « t 
M Uulsfly those that relate to enrtt). 
erei e and cjrce* stead * n s'gnll it tner, 
do not Vive the pr<*jrj« In the Bw’s «nd «a 
90 S to '•ere f a 1 products will inarge that 

aeoard large specialised f 4 MitUs m inr 
late 90 s and heyond (A unglr s-par tin 
fee*' • I • * v such «> a la d» crysta l*<jtiJwrnrj 
factory way &• very earl,, out it would he 
snail )n»*pe*»sive Vsutt** landed facility 
rather tha'i a Major space tndus r t • a 1 1 sat *on 
step 



Night Illumination (or Urban Areal 
Night lllummotionfor Agrtc and (ndutt. Op) 


Night Froit Osmaga Protection 
Local Climate Manipulation 
Stimulation ot Phntotynthesn Precats 
Raflectsi Lnht for Ground-Elect Cony. 


3 BBIBI 8 



isi»wi:lwi«,Ma.MBBiMWMa«llOMO]ll 


fnytyr is one d the tut er>I crisis con.irn, and . ulil 
bw tse «a joe pfo*j*4m driver^ If any spars solutions can 
br*n>) wajar res r-Hhm a l year period after 
1>.ttU iDt *nat panacea dorsn t see* to exist u«t 
tne energy proble* * II coMinui to influence b >u»l tot 
lo*9 ter* Space program* in three ajur areas fusion 
ereaktnrougns n Hv space snylr mr«nl irlliUri! »\*!a* 
• wrgr and ihiiKWIv* beaswd elactrital enenjv <*P>) 

1n« teedharh effect o* s'tor* sighted national polite 
coaled - • h »h« nonsl pro- ress nl space i.pahl'iiy 
util eeenieally King he spa t/tnoi <gr projremy Into 
focus end they w«tl begin to be ugaiouyi) pursued 
arot* (hit turn of the ctftlwCy 



Medicel Research Facility (Bloutallite) 

Spaca Vacat-on Cruitet (Shuttle Mod) 
Medical Lab and Facility (or Spaca Personnel 
Orbits' Tcumt Facility 
Orbital Hospital (Special Low-g Tramport) 
Lunar Tourun , 



3 P 

(f) 3 



Lunar Unmarried Explo'ation 
Lunar Spaca Station (Manned) 

Lunar Ground Beta (Text. Tram Oevsl.ate.l 
Luna' Oxygen Induitry Ejtabhshment 
Lunar Matal Industry Facilitm* 

Lunar Orbiting Factory 

Lunar Ecosohare (Lunar Agricultural 

Large Lunar Industrial Zona 



The lunar Indu'lry basically coroes along 
in, support of very large things in GSt, 
first in oxygen supplies for orb*t*to* 
orbit transfer and later with other 
ratenalv needed f or the construction 
ard oseraiion of such things as Sotctta's 
and SPS's 


Figure 2. Immediate Crisis Oriented Program (Cont.) 

8 


ORIGINAL 
OP POOR QUALITY 











































Rockwell Intemattcnel 

Space Division 


SPACE INDUSUtAltZATtON PROCRAM OPTIONS (DRIVING PHILOSOPHY) 



IF THIS PHILOSOPHY IS FOLLOWED, THE IJN'TED STATES-GOVERNMENT IS WILLING TO 
LOOK AHEAD FOR TWO OR MORE DECADES AND SUPPORT THOSE INVESTMENTS THAT ARE CLEARLY 
SHOWN TO BE OIRECTLY BENEFICIAL TO NATIONAL AND INTERNATIONAL INTERESTS THE 
NATIONAL FEEL IS ONE OF 8ASIC CONFIDENCE IN THE FUTUR 1 , BUT THE NECESSITY TO COPE 
WITH ENLRCY, PRODUCTIVITY, 8ALANCE-OF-PAYMENTS, AND NEEDS ARE UNDERSTOOD IN 
THIS FUTURE WE SEEK ALSO TO DEVELOP A STRONG SYNERGISTIC INTERRELATIONSHIP BETWEEN 
DEVELOPED AND DEVELOPING COUNTRIES FOR BOTH HUMANITARIAN AND BUSINESS REASONS. 

WE ARE DEDICATED TO HELPING WORLD-WIDE INDUSTRIALIZATION ON A PROGRESS CURVE 
THAT OUTPACES POPULATION CROWTH. AND TO OEVELOP CUS T OVfRS WITH BUYING POWER FOR 
OUP HIGHER TECHNOLOGY PRODUCTS AND SERVICES 


ua»o 

1 fte*eerc n end devel op— *1 tupparted el Jon level* 
to gel* bev*< under* tend irq 

2 HsjJertte 1 y expending fu"d* fof ««i*Cing project* 

Ho* i problem* M ddrc«*ed *equcnt ie * I » 

) Fading level* ample, but below accelerated level 
I apen* ion* laordmq to need* P*o> ( problem* 

•ddre*\e«J toncurrcmly 

fh# circle* indicate iwoortence level, I • , (i Spwld definitely be done If t*» nu*vber •* not circled. It 
I* will •« the program. but I* qveitluneble or -«»re *ubject to co*t end *crwdul* <cv*(i. o«l *• file^k *pec«* 
icrut* the -male lime *pen e I Yet (t vovld be d>n» on | f It «t to— » v*>y ..'.eeply .** cn add on to e 

*k>re iwpurtent Hem 6v,o-d the le>( flu«6er In the tequence the 0 %. ( vl|y I* cor 1 mump et e routine level 
IllVf wee t her picture* fr«*n *t e el fr»e it. |t U* di ** 4 14 ere indite ted with ite* t * el t her * Ci*ei-e< Inn 
of impurtenca end rete cr of fUjor >*po. t«*te in that particular program option 


Figure 3. Foresight Program 



k Avel lebl 1 1 ty of fund* I* not e llvitlrg factor 
New prpqr*-* Waited according to need* end 
cameo recurrently 

5 High net I • s' -l I priority e**lgned to ell program* 
Technolog < Imitation* ere the only rxetettnr*. 

P • "rtvate Th* privet* »ecio he* taken over 
(he effort 



RodrottJi fntgmatton 

SjecaOuirion 


Anchor Opportunities 


2. FORESIGHT PROGRAM 


Tim* Frame I BO-85) $9Q 95(85 IQ 


Oirect Broadcast Education - US. 

Direct Broadcast Education - Otvot Countries 
Business System Data Transfer 
Electronic Telecommuting 
orfd Medical Advice Center 
imoond Navigation Services 
Implanted Sinsor Data Collector 
National Information Services 
Personal Communications 
Electronic Mad (cxcl Pacxages) 

Medical Aid end Information -US 

eleoperatron from Space 

Oil/Mme'al location 
Crop Measurement 


c 4 Ocean Resources end Dynamic System 
| A5[lVatar Resource Map end Runoff Forecast 

fv C HI (ptiAift ^ r tflllAl 1 imit 

g * tpfuftuttr wiiiur wrrnii wnnTfTOTfjfj 

A 7 Global Effects Monitoring 'STQ) 

6 High Resolution Earth Mapping 
9 High Reiolution Thermal Mapping 



electronic t«l*coc«unicAt lag I* Covgrrntm 
t pon tor «d/*ACowr *9*4 and bag In* to ch**g# th 
r»*rlo«‘» llfa-*rj!a charactaritt lei Co* 
nucA Mir* tnargy-aff ic’thft titiMtlon hatiplt 
tind to cravat only tforc dUUACit to wrh 
and urh*n sanlti h«v* th* education ft* 

job CckiblUtv r-%t only enjoyad by th* ft 
fi-coalocollt arao* (*»w Vo-W, lot Angola*, 
Chiu^o, etc ) In th* U S The trend to-*f « 
long *o»p) i«l t **t Ion and llttfidifit tearing O 
it r**«r»*d by in* o*od)c*l aid available via 
(ti«ccmpi leaf ion direct to »n chair 

r icyne, aided by minor training of the f tolly *. 
nodicat ««d par lonoe I The direct .fraa-*p*c# 
oducat -O"/ »ob situation «ntlona*t In PrOgr*a 
Option | dove I opt a. pravlowtly dltcuttad 


ObtorvTtion tcrvK ev gt\ carried out, ttiant 
at in Program Option I eacdfft that tho lo**g - 
tiuoefttv to the »> ? that would occur f roc* a 
vynergi m *cal ly beneficial rolac lonthip «•( th 
davQ lopirg countriat It emphatifed Ovarcll, 
vantage pjsnt of t(w»ce 1% uted broadly for 
long- term tea. in* rather than h*avy content ra 
on the (mediate and oovlout problem* of- food 
heater, energy, ini liv,to 


2 I° ? 

u 
3 
O 
o 
oc 
& 



Laigs Crystals (Sire and Perfection) 
Super-large Sca'o Integrated Circuit! 
New Glasses (Including Fiber Optics) 
Hijh-Temporatui’a Turbina Blades 
High Strength Permanent Magnets 
Thm Film Electronic Devices 
Continuous Ribbon Crystal Growth 



Our forettghl tellt is* that th«r« wilt to Mjd*-I 
space product! of great value both to tho t^Ace 
r»ark«ri *"4 earth mar Wat* Tno major end uvedl* 
*tep> lawen in ntr*r apace araa* In Prooraa* Opt I 
oenurata* a larger tpnee •4fV«» for produc** the 
Program Option I Haurvor the sKciflc Called* 
of which pr od.u I emerge a* winner* It highly 
speculative until the Srwtt le/Spaco lab mater s * It 
processing e**»nr|m*nt* #r* carried out 



Night Illumination for Urban Areas 
Night Illumination for Agric and fndust Ops 


Night Frost Damage Protection 
local Climate Manipulation 
Stimulation of Photosynthesis Pretest 
Reflected light for Ground Eicct Conv. 


Satellite Power System (Soler) 
Fusion Power Source for MW 


AllFunci In.Spoce (Research & Operational) 



aidWOlKOlKOlXl 


Although all major contribution* Co energy 
problem* from either reflected light, micro*** 
or futlon are long lead-time, aapantlv* projet 
the oven idmg Importance of energy to the U S 
and the wor ld lead* to Mep-by-ctep davelopnen 
of the noce*ft*ry technology end tyttom* 



1 Med'ce Retearch facility (BiQiataUitft) 

2 Spa a Vacation Cruises (Shurde Mod) 

3 Madic.il Lab and Facility for Space Personnel 

4 Ofbinl Tourist Facility 

5 Oft al Hospital (Special low-g Transport) 

6 lui .r Tourism 



1 lunar Unmanned Exploration 

2 lunar Spaco Station (Mcnnod) 

3 lunar Ground Base (Tost. Trans Oevel. etc ) 

4 Lunar Oxygon industry Establishment 

5 lunar Maul Industry Facilities 

6 lunar Orbiting Factory 

7 lunar Ecotphere (lunar Agriculture) 

B Urge lunar Industrial Zone 


Figure 3. 


Itoil 


2 (5) 

2 3 

2 



The foresight program 
recoqnizes tne advantage of 
lunar materials for earth 
orbit industrial reasons and 
moves lunar Industry forward 
In time. 


Forecight Program (Cont.) 

10 


ORIGINAL PAGE lb 

of poor -auALma 


/ 
















































Rockwell International 

Space Onfaion 




' i 

4. BASIC PROGRAM - FUTURES COMMONALITY 


THIS FUTURE ASSUMES THAT OATA ARE AVAILABLE MUCH CLEARLY CONVINCE 
OUR POPULATION THAT A 30-YEAH CoC* !?£-«** PERIOD HAS BEGUN SUCH TH*T A 
WORLD WAR I KIKE NATIONAL MOTIVATION BECOMES REAL. AND SOMETHING uu 
10 PERCENT OF OUR GNP WOULD BE DEDICATED TO TERRESTRIAL AND SPACE INVEST- 
MENTS THAT ARE CLEARLY BENEFICIAL IN MITIGATING THE BAD EFFECTS UPON THE 
USA. 


lUCkO 

,1 Research and dev# lc*>ment supported low levels 

lo 9 * 4 n basic understanding 

2 Italy expanding fundi for ee(st«ng projects 

Most problems -dlrassvd sequent telly 

) Funding levels amnia, but below accelerated level 
(«p*nsiuns acrmoinq »o needs Most problems 
addressed concurrent!, 


4 Availability O# fordt Is not • limiting factor 
New progress started accorJing to needs and 
carried concurrent ly 1 

$ Niqft rational priority assigned to a*l progress 
Tet bnotogy limitations ere the only pccetettars 

P ■ Private The private sector s*» taken over 
the effort 


The circles Indicate importance levn), i e , it should definitely be done If the number is not circled, It 
Is Still i n the program, bgt Is questionable or more subject to cost end sched.ie compromise Blank spaces 
across l'<0 uhoie » i span indicate that rt would be done only if it comes very cheaply as a* add* cm fo e 

mure important item Or *un£ the lest «(r*itr m ths sequence th# activity Is ccntin u ,ng at e routine level 
(like weather pictures frus space) The |>S '<J1 1« tistv»s> ere indicated with stars *■ either a cane nation 
of roportarca and rata or of major importance »n that particular program option 

Figure U. Reaction Program— Little Ice Age 

II 




Rockwell International 

Sptrx) Dfvckm 


Anchor Oppoftumtioi 


3. REACTION PROGRAM - LITTLE ICE AGE 

Tim* Frame 80 05 85 SolaO S5 95 !0 10 25 



If there It a reasonable possibility that a 
JO year Lcttle ItC Agf hat begun, the urgency 
.of beqinMng Irrvsed late I / on those space (and 
ground) activities that would mitigate the 
bad effects shows up In the rapid Implementa- 
tion of those Inforfiatlon transmission 
activities that we know we can do and that we 
knew can be combined Into a relatively few 
actual »?ace systems Anything that reduces 
travel, saves energy. Increases productivity, 
or saves lives irhen you can't get to the 
hospl tti) would be done as sorn as prudent 
engineering and prograT*»t»c> allow. 


t»rih obter*«t.on tatf (llwit und«rvt«ndlng beco*** the 
rujur piogroa drl««n in (hit progra* option They 
flj'dlf hecoa« of tuch %'**, conpleaMy, And Imporlarur 
that they Drcomc manned «**t«c» in acvaral space 
lout'Ofl* the world eat th'tJuiJ rotation* hip row 
changes In character and food production and di in* 
but on be comet * r*c r«** I rg I y critical Tha i«p 4 t>i*ltv 
of U S and Canada to ramam major food sources for th« 
world t% dminithed, but Such technology bayonet 
critical for netnwe disaster avoldanre 


1 Isoenrymcs (Medical Qtagnottic Tool) 

2 Urokinase (Anticoagulant) 

3 'ntulm (From Hu man Sour ces) 




The products produced in this option 
will directly support the production 
and conservation of enerqv or in such 
energy-saving services as electronic 
telecommuting or education broadcast. 



Night Illumination for Urban Arm 
Night Illumination for Agric and Indost Opt 


• iiiijiii • iu,i uginu • iuivi.tiv>i 

•2 local Climate Manipulation 
’3 Stimulation ol Photosynthesis Process 
4 Reflected ligh t lor Ground Elect Cony 
1 Satellite Power System (Solar) 

1 Fusion Power Source tor MIV 


*1 Fusion In Space (Research & Operat.onal) 



Intrgr It ifs* o«h*r (mi urylctt) prefrif driver In this 
eptio* il'.t ftilttiW light (lunatia) can r* dan* m t 
o«* a>f, it will b* »va , w * »•»! 

. .. • • • t,itH jno tw Lw>«ita I gh|*d Ajr icl i«r t will 

ban* 1 1 1 I rpn twnvtta p4MU«l«>>t in gp*nlnt. up * . «r*ct 
•wn night *rtd da* opa'at’Oflt •»» c* tlcal I tNa nur ** 
a w* 0vl*a>n> to Hfiiwr condition* In «ilji| .•»», * . m 
though Arctic frontier tntMtt note difMi it to 
« plo l, tha Iwnatta will atd during he ■Intrr m |M 
f anon in *r*C« will fe* FutWd on an urgent ba««« SFV 
.rgtnii will gsv* to lolrtld bccau«a of Ihe naernift 
«»vdv for loud «»»d IW *a»*< toward iotal weather i*ntl 
-lh*aq* i»p») control VI ground nation* aro **ir* 
mp»»v * then In a • illwit and tha *a|or t*n*fl,\ 

>t hundred, if VI « con*- too I < 1 1 la and too late 



1 Medical Research Facility (Biosatellite) 

2 Space Vacation Cruises 'Shuttle Mod) 

3 Medical lab and Facdi‘v tor Space Personnel 

4 Orbital Tourist Facility 

5 Orbital Hospital (Special low* Transport) 

6 Lunar Tourum 



Hunan activities smplv r.do the cojt- 
-ails of a space program orders of 
magnitude beyond today's funding 



Lunar Unmanned Exploration 
lunar Space Station (Manned) 
lunar Ground Bate (Test, Trans Qevel.etc ) 
lunar Oxygen Industry Etlabluhment 
S lunar Metal Industry Facilities 
G lunar Orhi'mg Factory 

7 lunar Ecosphcie (Lunar Agriculture) 

8 large Lunar Industrial Zone 


Figure 4, Reaction Program— Little Ice Age (Cent.) 
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SPACE INDUSTRIALIZATION PROGRAM OPTIONS (DRIVING PHILOSOPHY) 

■\ _ 



THIS PHILOSOPHY CALLS FOR A PLAY-IT-SAFE APPROACH THAT WARRANTS A 
REASONABLE INVESTMENT IN SPACE ACTIVITIES THAT ARE COMMON TO THE SASIC 
FUTURES IDENTIFIED. IT IS NOT STRICTLY NATIONALISTIC, BUT INTERNATIONAL , 
ASSISTANCE IS SECONDARY IN PRIORITY SINCE THE CRISIS INFLUENCES Of 
FUTURES 1 AND J ARE STRONG INFLUENCES. 


UGINP 

| A«***rch end development supported «t lew level* 
to gain telle under%iand*ng 

2. node rate If 'upending fund* for oai*t»ng project* 

Noet problem* eddretted lequcntlally 

}, Funding levels ample, but t>o low accelerated level 
(■p#**<oni according to need* Mo* t problem* 
eddre**ed concurrently 

The circle* Indicate Importance level, I • , It ihoulo definitely be done *f the nimiber I* not circled* it 
It % « 1 1 1 « me program* tut (* Que*t lonehle or more «>*«•#<< to cott and icnedule co«prar*»*e Slant *p«ce« 
aero** whole time ipan Indicate that It would be done -»*1y If It coma* very chredly e* an add-on to a 
more i Apor ’ant item Beyond the la*t ni «-*r in the the activity i» c^ilnum) at * routine level 

(like weather picture* from tpece) The tMcgSd* dtewt* «rg Indicated with eter* — either a combination 
of importance end rate or of major importance in that particular program option 

Figure 5. Basic Program—- Futures Commonality . . 

ORIGINAL PAGE Ifc 
OF POOR QUAUTB 


4 Availability of fund* I* not a limiting factor 
New program etarted according to *uad* and 
carried concurrently 

5 Nigh national priority a**(gned to alt program 
Technology limitation! art the only per**ettnr*. 

P • Frlvata Tha private lector ha* taken over 
the effort 
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4. BASIC PROGRAM - FUTURES COMMONALITY 


Anchor Opportunity 



Oii/Mmeral Location 

Crup Measurement 

O it - C pi lt- O eteweft- 

Ocoan Resources and Dynamic System 

Wa’er Rrourco Map and Runolf Forecast 


Globa! Effects Monitoring (STO) 
High Resolution Earth Mapping 
High Resolution Thermal Mapping 



AM of the futures place heavy 
emphasis on the electronic - 
services. Particular stress Is 
placed on education broadcasts 
and med l cal aid and Information . 


Global observation and climate/ 
weather understanding Is 
important in all program options. 
However, the push to GSO Is 
diminished In the commonality 
option. 



2 3 3 

? 3 


Large Crystals (S.re and Perfection) 
Super Large Scale Integrated Circuits 
New Classes (Including Fiber Optics) 
High Temperature Turbine Blades 
5 H.gb Strength Permanent Magnets 
S Thin Film Electronic Devices 
Continuous Ribbon Crystal Growth 



In the products area most of the 
emphasis is ploced on those 
products which are useful for 
medical applications or In the 
electronics Inditstrles. 



Night Illumination for Urban Areas 
Night Illumination for Agnc and Indust Ups 


Night Frcit Oamoga Protection 
Local Climate Manipulation 
Stimulation of Photosynthesis Process 
Reflected Lig h t for Ground Elect Conv 
Satei'ite Power System (Solar) 

Fusion Power Source lor MW 


Fusion In Space (Research & Operational) 



Meoical Research Facility (Biotatellire) 

Space Vacation Cruises (Shuttle Mod) 

Med cal Leb'and Faclity for Space Personnel 
Orbital Tourisi Facility 
Orbital Hospital (Special Low^ Transport) 
Lunar Touii.n 



All of the futures include some 
large-scale energy systems - 
either Soletta, SPS or fusion in 
space. Early experiments will 
reveal which option will be the 
most attractive. 


Although iron- 1 n-space is necessary 
for each program, medical research 
Is the ontv specific opportunity 
•which survives In the human 
activities area. He goes to GSO 
early or becomes a large community 
only In particular programs. 


Lunar Unmanned Exploration 
Lunar Space Station (Manned) 

Lunar Ground Bass (Test. Trans Oaval, etc ) 
Lunar Oxygen Industry Establishment 
Lunar Motal Induttiy Facilities 
Lunar Orbiting Factory 

7 Lunar Ecospha'a (Lunar Agriculture) 

8 Large Lunar Industrial Zone 



The pace of lunar exploitation 
will be determined by the 
decisions that are made in the 
energy area. 


Figure 5. Basic Program — Futures Commonality (ConL.) 
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SPACE INDUSTRIALIZATION PROGRAM OPTIONS (ORIVING PHILOSOPHY) 



THE DRIVING PHILOSOPHY IN THIS PROGRAM OPTION IS THAT FULL WORLD 
PARTICIPATION IN SPACE ACTIV'TIES WILL TEND TO EASE FRICTION AND FOSTER 
WORLD PEACE. A PRESS TO HAVE ALL COUNTRIES PARTICIPATE AND SHARE THE 
BENEFITS TENDS TO OVERRIDE PURELY TECHNICAL AND BUSINESS CONSIDERATIONS, 


UCfwft 

1 Research and development supported at low level* 
to gain bpt»c understanding 

2 Moderately expanding fund* for existing project* 
Novi problem* addressed sequentially 

J ' Funding level* ample, but below accelerated level 
expansion* according to need*. Host proolew* 
addrct*ed concurrently 


k Aval 1 cbi 1 1 1 y of fund, is not a Hailing factor 

New program* started according to ne d* and 
carried concurrently 

5 High national pr.arUy e»t*gned to al » programs 
technology limitation* are the only pacesetter* 

P • Private Tbo private sector ha* taken over 
the effort 


T*e circles Indicate Importance level, la.lt should definitely be done If the ni*t*er I* not circled. It 
Is st* II m lh# program, but Is questionable or more Subject* to cost end schedule row promise Blank space* 
across the whole lime span Indies o that It would be done only if »t come* very c*>cjpiv at an aJd*on t»» a 
mre laportsM item Beyond the last nuftber In the sequence the activity I* continuing At a routine level 
(like weather picture* Iron* space) The ptrgSAm Jttvct* are indicated w »h sta-s — c».hrr a corttlnet hon 
of loportance and rate o r of major importance »n t*at particular program option 


Figure 6. International Space Program 
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5. INTERNATIONAL SPACE PROGRAM 


Anchor Opportunities 


Tims Fronts 80-85 


90-95195 10110 25 


Direct Broadcast Education -US 
Direct Broadcast Education - Oevel Countries 
Business System Dais Transfer 
Electronic Telecommuting 
World Medical Advice Center 
Time and Navigation Services 

7 Implanted Sensor Data Collector 

8 National Information Services 
Petsonal Communications 
Electronic Mail (Exd Packages) 

Medical Aid and Information -US 

eleoperation From Space 


Oii/Mmeral Location 
Crop Measurement 


Global Effects Monitoring (STO) 
High Resolution Earth Mapping 
High Resolution Thermal Mapping 



,h * prsnniion of «*f chowld bt pafhapi in, najor 
06, 1 active of nafttind. £UhQufH f K« cOAplnlliti 
Of Ihlt OPj«*tl*a iff fargth'wn |mo tHCI 
'•tatad upKtt art botn wm a^d ballam* 

(1) th« (rt«tloA of wilih nthir |n«n the orgml* 

til Ian of Kttllf toward pr.ct and 

(2) from th* po.nt of Ipact. !»»• polltftol 

bovsdrltt ud dl*«rc>|.t* and go 4 1 14pt»ar *rv# 

Th# on* writ a’aupotM lately of tba 

»erwrc«» oapcrttarelf ■ «» «r« luillisl c*na>d*f«t for 
imam* tlcxM I esaoe* ration, and «van aor« mpd'lMH, 
•r« on# Of IM JK tfc«»s that isbstMtlil 

iMproyonanta in 7**1 1 1 y-©f - 1 . fa can t>« aads In 
dlvilcpmg caK/'tr «< tha »ucca*tly« Itiyi 
of tnf r#ttr«<t«>ra (III# roads itHcoli, e*C ) I Hat 
d#v« I opt i can ria* ilrtadr ••Joy <pac«. via 
data (raiMltiloa vary c«* diroctly to/fro* in* 
user can fra vary q* city arconulUnad n>«* 

not t of lh* aschot cspo#t««nl tit* shoot banafft doth 
lypst of co^tfrias, avvam tally altn (hi taas 
(IChnoluTv 


This is the Vry tna for tfa progra* upl'on The 
services proviceo an bc.n inr*ed>at*ly needed »*d, at 
landsat Is thoaitig can oe dene m I i via space Tha 
ooportwnlt jes relate to location of the ooeld’s resource*, 
mena^yaent of *o*3 and attar cooperative oovmoat into 
|h# ocean and a'ct*c frvAtleM and the «*trencly 
Important subject of sKder.tano *g the earth * 
and climate so that wth short* tarsi we 'If forecasts 
and long tern climate l rands baccna aor Id-aide , reliable 
realities - "* 


Isoenzymes (Medical Diagnostic Tool) 
Utokmese (Ar.ticctgulort) 

Insulin (From Human Sources) 


Largs Crystals (Size and Perfection) 
jper Largs Scale Integrated Circuits 
New Glasses (Including Fiber Opucs) 
Hnh Temperature Turbina Blades 
H.gn Strength Permanent Magnets 
Thin Film Electronic Devices 
Continuous Ribbon Crystal Growth 



In this program opt ion , those predicts 
that support the Ley services ditcusiad 
above are important, but are not tha 
program dr, vers The improvements In 
electronic aev c»s that appear feasible 
from space processing will enhance tha 
capabilities of both the space and 
ground segments of benef.cial systems. 
In addition, medical products have 
universal appeal an d applicability to 
all mankind 



Night Illumination (or Urban Areas 
Night Illumination for Agnc and Indust Ops 


Night Frost Damage Protection 
Local Climate Manipulation 
Stimulation of Photosynthesis Proee» 
Reflected Light for Ground Elect. Conv. 


1 jSatellite Power System (Solar) 

2IFution Power Source tor MW 


1 ir^fnn In Space (Research & Operational) 



(na<gy It « Morlf'vlf* aora critical to <><*£» 

developing couttnas and to Wvti Cernony end Jade* then 
It I* even to tha U S hrv^var , »a)or long-ranp* 

*o!ut Ion*, either fcrtlon or tclar po-cr ary ihijor 
dpi il | nvts(«ftt|i vitfi «ong dtrtlop»*h 1 «*d fitting 
srqurifM . A* supplnp storit Iretird op«rit 1 onil Solar 
Po>ff Syttoa* c Solatia*, lunatta* both davatop larga 
ilructurti (tcMolofr and provide uuful I ght rutlon 
ff search it'd (NMCifily f«r*«or* pour product on In ap»t« 
(Uo fit tHe category of oa ]or .«»♦•> nr«t Oi t naicxe 
pay off bitw progrMi «>a o* i typ# that full wtld 
part ic i pat Ion .» parhtpt w#rra*tad and nearly full 
••prld bmafii • * attwryd If mifulvl In any cava a 
dre % i on point c<r»» aOout IJfO to r the* co^t on 
lunon asr «tcrl«f('f W I 



jfl Medical Research Facility (BiotttalliteJ 

2 Space Vacation Cruises (Shuttle Mod) 

3 Medical Lab and Facility for Space Personnel 

4 Orbital Taunn Facility 

5 Orbital Hospital (Special Low-g Transport) 

6i lunar Tourism 



The internal onal pHilwtopHy tend* o support 
Hjtnan act vitse* in tpacr bu. rot a* the *dlr 
thrtMl vei'atnly If SI’S'* or Solatia* ar« 
to be evef>;*j1lr butff t t-e ba%>\ for larqe 
runshnr* of people living and working m vpaca 
thpuld be wall fosa»t fed In eidltuvi, tha 

prr»on*l h"ill of by.ng In *?Kt *ay have 
unlvarval appeal to osny people Including 
world leader* 


Lunar Unmanned Exploration 
Lunar Space Station (Manned) 

Lunar Ground Base Cost, Trans Oevel, etc ) 
Lun„r Oxygen Irductry Establishment 

5 Lunar Metal Industry Facilities 

6 Lunar Orbiting Factory 
lunat Ecosphete (Lunar Agriculture) 

Large Lunar Industrial Zone 


A* ire o**»«r prog 'a* Opt ntt» ltn«r 
industry VUppO't* >4t4« or Hal 

fatel'tir* Ifi CSO V*.ch av VES jr 
Solatia In #d- I on in |h t 
particular proqrj n option l»-t#r* 
n#t oreat atel cation <f i„njr 
rrxrufcn rmous a tcurca O* 
con* l ct davalocod cojntne* 
nay vi« for poe » *o" •* *a 
Jpvalop mg to^urlit w jri ( (ha 
"*w« l#fl iPtfiiurfr«g unit • 

IHa. can era a ravult-rg benaflt 

to IVw 


Figure 6. International Space Program (Cont.) 
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4 SA'IC P"0C°^ ~ ^LT'JRES rrwiwvjMai irv 


THE FUNDAMENTAL DRIVER IN THIS OPTION IS TO MOVE QUICKLY TOWARD THE GOAL 
Of PUTTING U.S. MACHINERY AND. EVENTUALLY. CITIZENS IN THE THREE OR FOUR MOST 
STRATEGIC GSO POSITIONS, WORLD WIDE. IN ORDER TO TEND TO CONTROL (AND KEEP 
AHEAD OF COMPETITION) THE SERVICES THAT ARE )NDU f HAL OPPORTUNITIES IN THESE 
LOCATIONS. THE ORDER OF PRIORITY IS (il CONTINENTAL UNITED STATES, (21 CONNECTING 
THE UNITED STATES AND EUROPE, (3) CONNECTING THE UNITED STATES AND THE FAR EAST. ' 
AND (4) ASIA SUBTLE EXCLUSION OF OTHERS WOULD BE BY CONSISTENT lECHNICAL 
SUPERIORITY ANO TRANSPORTATION SYSTEMS 


iCCIWD 

1 Retire* «nj development supported at low level* 

* to ~e»n has c understanding 

2 Moderately expanding funds for existing projects 
Hnst problems addressed sequentially 

) funding levei s *-*ple. but below accelerated le.el 
C»pens»ons according to needs Host problems 
addressed concurrently 


k Availability of funds t» not a fi*»tfng factor 
New programs started according to needs and 
earned comur-entl* 

5 High nation*! priority assigned to all program 
technology ) mi. at ions are the <*»» y pacesetters 

P • Private The private sector has taken over 
the effort 


The circles Indicate *<*pori*-»ce level, I e , It should definitely be done If the ny-ber Is not circled, it 
Is still m the proq-am, but is questionable or more subject to cost and schedule compromise blank spaces 
across the «^>ole time span indicate that It would be done only If it comes very cheaply as an add on to a 
more iaoorient item Beyond the last Autf r »n the sequence the activity Is continuing at a routine level 
(like weather pictures from space) The ptrjsJ* duviu are indicated with stars either a cor* Hat Ion 
q! ingtortanctt and rate or of major Importance in that particular program option 


Figure 7. Geosynchronous OrbTcer Leadership — USA 
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6. GEOSYNCHRONOUS ORBIT LEADERSHIP - USA 


Anchor Opportunities 


Timeframe 1 80-85 85-90 90 


10 10-25 



mil 

Mai 
Per 

eie 
Mti 
Tel 

Oil/Mmeral locaiion 
Crop Measurement 


Ocean Resources and Dynamic S/stem 
5 Water Resouice Map and Runoff Forecast 

6 1 ^ 1 f C h n f A r /rnf rnl 1 .m . * l l n filnuff 
Ulipnut V Uv ' *TT LM Lllllll niUMIIUI IIIU 

Global Effects Monitoring (STO) 
High-Resolution Earth Mapping 
High Resolution Thermal Mapping 





i* fennat loo (''rvialnlon (ire in rrpretfit » 
mtrkct open to ohooutr c^iturn |h« 
l**d end Hold* it (erdlnlf tV lLA •« C4;»t>l« 
of this Th* thought hart i» not txseo pr.^rllr 
on strtlf positions but r* Mr urilr«i»f prtMM* 
•nd t ecJi*o I og 1 c # 1 lc*d*r»hl- »uth at mi m.owd 
by the V S coruNsrc I * I «lr »r«a»port Unmin 
If* Ittl <U*d«l in (hit M * on 
* f*^*^'»*icm itrvicti *r» Intagratad •"«© ulitiaplp 
*», wtr uplble ipa^etriM Hu |« ntroduetd 

Into !»«• WO sea** r«l*trv*W sullkN to odd 
fallibility f I®* lb I * I it copAb. litp and «st u r«nc« 
i»»olilctA(i Ccnrmut IpMstuni la 
Initial tf*t««* and transportation \,y tu 
(panlc-larly in «r-ort>ltal) •* haa*.l, tuppla- 
^nt«d hill )-iduitr> contort I*** Iduya t Ion 
tnm tout and electronic idtaMnlutl^ U*j 
t*M r«c»> raaanti, but t ot*ar i«r« cat iha| 

M‘e it-M (and aonty) follow along hm« IM 
tichnolpgs tnd tyttioi (hit con Jo do t and ho * 
C«n do not t of trie f'ltin at l<ttl« atfi* t«gn* 
cost to ih* t»Ki itpont o* (hi ourall mim 


In this or,tion, the observation services 
lead first toward hiqh i ncl mat is- orbits 
and only later to 030 the r.a in exception 
is Global Effects Monitoring, wnich 
includes the Solar Terrestrial Observatory 
This has a manned base n GSO and wouti be 
a program driver (along with .nfornalion 
transmission) in configuring the GSO 
>ysten 


1 Ijoeniymes (Med.cal Diagnostic Tool) 

2 Urokinase (Articoagslantl 

3 Insulin (from Hunan Sources) 


large Crystals (Sire am) Perfection) 
3up"r Large Scale Integra’eu Circuits 
Mew Glass!. Including Fiber Optics) 
High Tempeiature Turbine Biadn 
High Strength Permanent Magnets 
Thin Film Elect cmc Devices 
Continuous Ribbon Crystal Growth 


2 

2 ( 2 
1 2 


® © 


© © 



Products do not direuly support the 
philosophy of thij pro gr~n option In an 
indirect sense, however, electronic advances 
are an mi.cra 1 * * * * * 7 8 part of the overall plan 
Also, '■egard 1 ess of the mam thrust of the 
program option those products that Shuttle/ 
Spacelcb show tj be valid should (and wi I . ) 
be done nn cn industrial scale ir low omits. 


1 Night llliiminatian for Urban Area* 

2 Might Illumination for Agric end Indust. Ops 


Night Frost Qamage Protection 
Local Climate Manipulation 
Stimulation of Photosynthesis Process 
Reflected Light for Ground Elect Conv. 


Satellite Power System (Solar) 
Fusion Power Source for MW 


Fusion In Space (Research & Operational) 



SPS’s lead toward GSO capability. 
Thus, m addition to its in rmsic 
worth, it supports the phi losopn/ 
of this program option. 


1 Medical Research Facility (Biosate'iite) 

2 Space Vacation Cruises (Shuttle Mod) 

2 Medical Lab and Facility for Space PersorviU 

4 Orbitcl Tourist Facility 

5 Orbital Hospital (Special Low-g Trarsport) 

G Lunar Tourism 



Human actTvitTes Tn'this option 
are primarily those that develon 
the technical base for large : 

numbers of people in GSO for 
reasons discussed abo e. i 


Lunar Unmanned Exploration 

Lunar Spac„ Station (Manned) 

Lunar Ground Base (Test, Trans Devel, etc ) 

Lunar Oxygen Industry Establishment 

Lunar Metal Industry Facilities 

Lunar Oibumg Factory 

7 Lunar Ecosphere (Lunar Agriculture) 

8 Large Lunar Industrial Zrne 



(4J 

© 
1 I (2J 


1 ® <3 



Lunar industry in this program } 
option is primarily in response ^ 
to SPS and Soletta requirement 1 -, j 


Figure 7. Geosynchronous Orbiter Leadership — USA (Cont.) 
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ALTERNATIVE PROGRAM PLANS 
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In Part 1 of the Space Industrialization study, the two contractors 
(Rockwell International and Science Applications, Inc.) worked separately 
without consultation or coordination of results. The purpose of this approach 
was to obtain two separate secs of recommendations from two different points 
of view. As it turned cut, the recommendations were surprisingly similar. In 
particular, both contractors advocated leading with services (called informa- 
cion in SAI reports), but including products (materials), energy, and human 
activities (people). 

A different philosophy was followed in Part 2. In this segment of the 
study constant coordination and integration was actively encouraged. Hence, 
for example, Parc 2 began with a two-day boiler-room session at Seal Beach 
with participants from both contracto. s and representatives from NASA. As an 
outcoma of this first task a selected set of program options (which are really 
alternative space industrialization plans) were derived.' Figure 8 summarizes 
the basic philosophy of the three plans. Plan A is the most ambitious of the 
three. It is based on the assumption that Satellite Power System will be a 
reality, with many units produced for operation around the year-2000. Within 
Plan A is Plan A\ which uses lunar materials extensively in SPS transportation 
and construction- In Plan A2 terrestrial materials are used exclusively in 
the construction of the SPS. 


Plan_B assumes that SPS will be developed toward a 1987 decision point, i 

but will not proceed to operational status. In this plan, the technology f 

applicable to SPS (large structures, large power generation in space, etc.) is < 

available foe other space industrialization opportunities.— The design approach » 

to hardware implementation of the opportunities is largely Influenced by the I 

SPS design and, of course, the cost of the technology development attributable 
to non-SPS activities is shared by SPS funding. { 


Plan C assumes that SPS w^ll not be pursued beyond 1982 and, hence, the 
other opportunities must stand more on their own technology base. This, in 
turn, means that they are more nearly optimized toward their own needs. 

As Figure 9 shows, the three plans were an outgrowth of both Rockwell 
and SAI Part 1 work, but emphasizing the SPS influence. In each of the plans 
the product and service opportunities that were endorsed by both contractors 
at the end of Part 1 make up the anchor opportunities. (More products can 
probably be developed at very little delta cost, so these are representative 
products rather than being all inclusive.' 


In summary, these new space industrialization plans recognize that SPS 
dominates the technology requirements and will basically dictate the approach 
to hardware design if SPS is accomplisned on a time scala leading to a first 
operational unit in 1995. However, a thriving space tndustrialvzation program 
should occur even without SPS since the other . space industrialization oppor- 
tunities have enough merit that they easily stand on their own economic merit 
and pay back the investments required. 
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PLAN B - SPS DEVELOPMENT TO 1987 DECISION POINT 
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PLAN C - NO SPS DEVELOPMENT PAST 1982 
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Space Industrialization Part 2 Alternative Plans 
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Individual definitions of Plans A^, A 2 , B, and C are presented in 
Figures 10 through 13. These definitions are similar to those presented in 
Figures 2 through 7 ; however, they are laid out in a slightly different way 
and the symbols have been simplified to a significant degree. The symbols in 
the figures are to be interpreted in accordance with the following code: 

R a Research 

D * Development 

0 - Operational 

O' ■ A step chcnga in the operational facilities 

O' 1 = Another step change in the operational facilities 


A comparison between these figures and the ones that appeared previously shows 
certain striking similarities. However, the two sets of charts are not meant 
to be identical. This is primarily because Figures 10 through 12 were con- 
structed at a different point in time, under the influence of a f jller knowledge 
base, and in a cooperative manner with the help of SAI and the NASA contract 
monitors. 


A careful study of the symbols in Figures 10 through 13 clearly reveals 
the strong influence of the decision on whether or not to buxld the Si’S. In 
particular, an early positive decision on the SPS will lead to large scale 
upgrading of our transports'' ion hardware and to a greater concentration on 
manned space operations. In addition, a positive SPS decision results in an 
earlier development of many unrelated hardware elements, particularly those 
that utilize large space structures. On the other hand (as is shown in 
Figures 10 through 13), the deletion of the SPS even in an early time frame 
does not result in a total devastation of the U.S. Space Program. There are 
many activities chat will pay broad dividends in their own right whether or 
not SPS becomes a reality before we pass into the 21st century. 
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Figure 10. Plan - SPS Emphasis - Lunar Material 
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Figure 10 . Plan ~ SPS Emphasis - Lunar Material (Continued) 
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Figure 11. Plan A 2 - SPS Emphasis - Terrestrial Materials 
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Pigure 11. - Plan A 2 - SPS Emphasis - Terrestrial Materials (Continued) 
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Figure 11. Plan A 2 - SPS Emphasis - Terrestrial Mat 
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Figure 12. Plan B - SPS Development to 1987 Decision Point (Baseline) 
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Figure 12, Plan B - SPS Development .to 1987 Decision Point (Baseline) (Continued) 
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Figure 12. Plan B - SPS Development to 1987 Derision Point ( 


ANCHOR OPPORTUNITIES 

HUMAN ACTIVITIES 

MEDICAL AND CELTIC RESEARCH 

SPACE VACATION CRUISES (BHUTiLE FLIGHTS) 

ORBITAL TOURISM (LEO HOTEL) 

ORBITAL THERAPEUTICS 
ENTERTAINMENT AND ARTS 

LUNAR ~™ 

UNMANNED EXPLORERS 

LUNAR ORBITER 

LUNAR BASE (SCIENTIFIC) 

I LUNAR INDUSTRY 


80-85 


SUPPORT ELEMENTS 


FUNCTIONAL 
— 

SHUTTLE/-SPACELAB 

LANDSATS/SCASATS 

COMSATS 

PUBLIC SERVICE PLATFORM 
LEO eASE 

GLOBAL WEATHER AND RESOURCE BASE 
LUNETTA (DEMONSTRATION) 

SPS 

FOUERSOLETTA 
TELEOPERATOR (GSO) 

TRANSPORTATION 

SHUTTLE £ IUS/SSUS 
HLLV (SHUTTLE WITHOUT ORBITER) 
LOW-THRUST OTV SEPS (OR CHEMICAL) 
OTV (LARGE CHEMICAL) 

HQTV (FROM ABOVE) 

HLLV- I I (SPS SIZE) 

CISUNAR TRANSPORT 

LUNAR ORBIT/SURrACE SHUTTLE 


o o o o o oc 


(Continued) 




ANCHOR OrPORTUNITIES 


T RANSMISSION 

DIRECT-3R0ADCAST EDUCATION - U.S. 

DIRECT-BROADCAST EDUCATION - DEVEL. COUNTRIES 

BUSINESS SYSTEM DATA TRANSFER 

ELECTRONIC TELECOMMUTING 

ELECTRONIC TELECONFERENCING 

WOPLO MEDICAL ADVICE CENTER 

TIME AND NAVIGATION SFRVICES 

IMPLANTED SENSOR DATA COLLECTOR 

NATIONAL INFORMATION SERVICES 

PERSONAL COMMUNICATIONS 

ELECTRONIC-MAIL (EXCL. PACKAGES) 

MEDICAL AID AND INFORMATION - U.S. 
TELEOPERATION FROM SPACE 

OBSERVAT I ON 

OIL/MINERmL LOCATION 
CROP MEASUREMENT 

OCEAN RESOURCES AND DYNAMIC SYSTEM 
WATCR RESOURCE MAP AND RUNOFF FORECAST 
GLOBAL EFFECTS MONITORING (STO) 

LANDSAT D 

TOPOGRAPHIC MAPPING- 
H I GH-RESOLUT-I ON-RESOURCE SURVEY 
HIGH-RESOLUTION RADAR MAPPING 


Figure 13. pi an C - No SI’S 


TIME FRAME 


OO-IO 



'f'lopment PIjsc 1932 


Rockwell International 



ot' ?OUH QUAIira 


I 


I 


V. 


a 

-*3 

6 ? 


u> 


! 



Figure 13. Plan C - No SPS Development Past 1982 (Continued) 
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Figure 13. Plan C - No SPS Development Past 1982 (Continued) 
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IMPLEMENTING CONCEPTS - RECOMMENDED PLAN (SPS TECHNOLOGY) 


The implementing concepts f cr the envisioned space industrialisation 
activities are summarized in Figure 14, These activities correspond to 
Program Plan A in which the decision point on whether or not to proceed on 
the SPS development occurs in 198 7 , after significant developmental programs 
have taken place. In the years between now and then, we believe that the beat 
overall strategy is to push toward an SPS capability while capitolizing on as 

many highly visible benefits as possible along the way. 

"> 

As can be seen. Figure 14 is divided into three time frames — each span- 
ning a 10 year interval. In the first 10-year interval, the center of activity 
is in low earth orbit and we use the Shuttle to its fullest extent including 
adding a 25-kw power module that can be left in-orbit. We establish a public 
service platform and a global weather and resources base, both of which provide 
worldwide benefits. We eventually establish a facility in low earth orbit that 
is a construction base, a space factory, and space operations center. We learn 
to build large structures" as a step toward SPS and put this to good use as we 
make multi-hundred kilowatt power modules, and build an operational Lunetta 
system. 

In the second 10-year Interval (the 1990’s), the capabilities of the space 
factory, public service platform, the solar terrestrial observatory, ana also 
bring into initial operation a satellite power system (or fusion or Poversoletta) . 
Beyond the year 2000, we utilize the moon to furnish oxygen and materials for 
massive energy-related projects at the geosynchronous altitude. 

The chart also shows transportation additions. The 1980's need only the 
Shuttle and modifications thereto. A low-thrust inter-orbit propulsion system 
also is needed. In the late 80's or early 90's, we develop a jarge chemical 
upper stage, capable of transporting man to the geosynchronous orbit but hol 
initially used in that mode. The big investment, however, is a uew heavy lift 
launch vehicle (in the size range needed by the SPS) and its corresponding 
launch facilities. Beyond the 90' s this becomes fully operational and addi- 
tional transportation hardware is needed to ferry cargo from the moon to tne 
geosynchronous altitude. 

The mainstream of benefits in the 80' s is the services areal both 
Information and observation. The world clearly benefits in education, health, 
and conservation of resources, and productivity. Lunetta now serves many cities 
and is an call for special situations. 

In the 90' s, we move to operational status — a solution to the basic 
energy scarcity problem. Beyond the year 2000 we make energy from our space 
installations the major worldwide energy source. Throughout the entire program 
we continue to expand services, make new products, and move toward full under- 
standing, prediction, and localized control of our weather and climate. Most 
importantly, people get increasingly involved with space, first by receiving 
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directly benefits such as information and light, but later on by direct parti- 
cipation in the space activity itself — even to space travel. A government/ 
industry partnership-for-growth develops between developing and industrialized 
countries, between the scientific and the academic community and commercial 
interests, and between space and terrestrial activities. 
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Figure 14. Space Industrialization Time Frame Summary 
Program Options 


The hardware elements that are sketched in Figure 14 can be conveniently 
divided into six different categoiies: 


1. 

2 . 

3. 

4. 


Shuttle-Tended and Space Base Facilities 


Space Processing Facilities 
Geosynchronous Orbit Facilities 
High Inclination Orbit Facilities 
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5. S?S Development Hardware 
y 6. Transportation Elements 

These six categories of hardware and their associated operational procedures 
will be discussed detail in the next six major subsections. 

SHUTTLE-TENDED AND SPACE BASE FACILITIES 

The first step in any major space industrialization effort must involve 
the intensive use of the Shuttle transportation system's unique operational 
capabilities. 1 In particular, the Shuttle's ability to carry large two-way 
cargos into space will be necessary in developing economical space ra/inuf secur- 
ing and processing operations. In addition, its ability to refurbish and repair 
orbiting satellites will significantly enhance the reliability of many space 
activities that might otherwise be of, at best, only marginal. However, 
despite the importance of the Shuttle's operations to the space Industrialisa- 
tion efforts, its role was not intensively assessed in the present study effort. 
This early part of the study was purposely held to a mininusi because of limited 
funding levels and because many other studies have devoted much mors abundant 
resources of time and money to studying the Shuttle's potential operations. 

For example, the NASA/ASE Engineering Systems Design Surnmar Faculty 
Fellowship Program* which was recently conducted by the College of Engineering 
at the University of Alabama, investigated the promises of Shuttle-tended 
orbiting facilities in a highly detailed manner. It was the conclusion of 
this study team that a powerful program could be ushered in by the Shuttle/Skylab 
combination arid that these relatively 3mall beginnings could evolve into a 
far-reaching evolutionary program that would include a small space station, a 
space construction base, and orbiting support facilities. The sketch in 
Figure 25 was extracted from the final report published by this specialized 
study team. As can be seen, it previews an ambitious and forward-looking 
program that includes many early elements m common with the early Space ' 
Industrialization program. 

Another detailed look at the possibilities that could emerge from early 
Shut tie- tended space facilities has been conducted by Rockwell International 
These advanced space station studios produced an evolutionary program which 
quickly expands from the early Shuttle sorties and Spacelab missions. The 
material to follow was extracted from the documents that ware published as a 
result of this extended study. ■ * 

Modular Facilities 

Both MDAC and the Rockwell in-house Space Station studies concentrated on 
a modular approach whereby each module is Shuttle Orbiter compatible for launch 
and also for retrieval and return to earth if this becomes necessary. As fa’- as 
the space -Industrialization study is concerned, these designs are considered 
representative and are as good a basis for overall costing as anything available. 
* Planninp for Materials Processing in Space , University of. Alabama Summer 
Faculty Fellows in Engineering Systems Design, Grant No. NGT 01-002-095 
(September 1977) . 
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MDAC Modular Space Station 


3oth the MDAC and Rockwell studies began with a Shuttle-tended module in 
which the Orbiter provides all crew support and built from that to a continuously 
manned station! The following is taken from the MDAC report* and is a summary 
of their system. 


For the Shuttle-tended SCB concept, the initial 3tep in the buildup will 
consist of transporting the power module to orbit and deploying the solar arravs 
and radiator systems, then, the space construction module will be attached to 
the power module as shown in Figure 16. The power module will supply approxi- 
mately 38 kW at the bus location. Also, the configuration is optimally oriented 
with regard to the sun-solar array aspects as well as minimum drag considerations. 
The orientation is adequate for both low-and high-beta angle situations. Tins 
concept is further illustrated in Figure 17, in which the Shuttle-tended mode 
is shown supporting construction of the antenna system. 
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Figure 16. Shuttle-Tended SCB Concept 


For the continuously manned mode of operations, a construction shock is 
deliver* d into orbit. With this addition of the construction shacki the space 
construction base would have tne capability of being continuously manned. As 
shown in Figure L8, construction of the 30m torus radiometer could be under- 
taken and, with the construction of the 250 hW power platform the antenna 
could be completed followed by its testing and subsequent return to earth. 

Spacelabs can be brought up and berthed to the construction shack at 
opportune times. Hence, the continuously manned construction base can replace 
the Orbiter as the support vehicle and, since orbital duration is unlimited, 
greatl) increase the Spacelab mission capability. Thus, continued utilization 
of the existing Spacelab hardware and operational program structure is ensured. 


Tie internal layout of the space construction module concept is illustra- 
ted in Figure 19. The module arrangement is aominated by the crane turret and 
berthing ports. Facilities for construction/test support while adequate are 
not extensive. 


*Space Station Systems Analysis Study, Part 3: Documentation, Vol. 1 Executive 
Sum mary , McDonnell Douglas Astronautics Company MDC G6922 (July 1977). 
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Figure 17. Assembly of Antenna System 
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Figure 19. Space Construction Module Concept 


Facilities Eor construction control and crew support systems (not shown) 
occupy the opposite side o : the module. These include display and control 
modules, the microfilm retrieval unit, printer, schedule status panel and 
battery charging/gas repleiishment equipment for the Orbiter suit maintenance 
and the life support systems. There is also a floodlight system which has been 
sized to illuminate a 1,000 ra^ surface area with an intensity of 216 lumsns/m^ 
during the approximately 36 minutes of darkness per orbit. These units will 
require 5 kW during operation. For completeness , the berthing/docking port 
lighting, work position lighting tracking lights, and safety lights have also 
been evaluated. 


The module, as presented, is not a stand-alone concept. As described 
earlier, it requires either the Orbiter or the construction shack and either 
the power module or power platform to provide subsystems and resources for its 
operation. As such, it serves as an adjunct to the major SCB elements witli the 
sole purpose of supporting construction. This approach results in a low-cost 
system while providing the necessary flexibility to support other program 
options . 


Continuous manning will eventually be required to permit long periods of 
uninterrupted work, as in the space processing area, and to reduce the cost per 
manhour in orbit by reducing transportation costs through longer staytimes. 

This requires more habitability services fer the crew than Can be provided by 
the Orbiter alone. 


The construction shack module (Figure 20) represents an austere low-cost" 
approach for crew quarters and facilities without compromising crew safety or 
performance. As shown, the module contains a two-man Orbiter airlock with an 

EVA hatch, a control compartment, a wardroom and exercise area xn the region of. 

PAOr. 
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Figure 20. Construction Shack Concept 


tne berthing ports, and crew sleeping quarters. Storage racks provide space 
for 60 to 90 days of consumables for a seven-man crew. The module has two 
pressurizable compartments separated by a common bulkhead. 

Rockwell Modular Space Station 

The following was taken from the Rockwell in-house Spaae Station study 
(Report SD77-AP-0127) 

General Design Requirements 

The Shuttle Orbiter is the transportation system utilized to place elements 
into low earth orbits. Consequently, all design concepts must be compatible 
with the Shuttle as to size, weight, C.g., location and orbit altitude. The 
maximum size of an element that can be carried as an O.rbiter payload is illus- 
trated in Figure 21. The size indicated (48 feet) assumes that the Orbiter is 
docked to an orbiting element or space station with a maximum diameter of 15 
feet and that the element in the Orbiter payload bay must be extracted past 
this item. The extraction clearances considered adequate for tjiis maneuver are 
also shown in the figure. The maximum length Day load when the orbit requires an 
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OMS kit for proper orbit insertion is shown to be 39 feet. An additional 
5 feet can be added to the length of the module when no rendezvous maneuver 
docking to another orbiting element is required. The maximum module length, 
therefore, can be 53 feet with no OMS kit or 44 f eet with an OMS kit. 

Figures 22 and 23 show the parametric charts that were developed to 
determine the maximum payload tfiat can be placed in orbit and observe the 
acceptable c.g. location. The payload density was also verified. The maxim’im 
density of 10 lb/ft^ was considered to be the upper limit so that all payloads 
should be less than that number. Since most of the orbit operations are planned 
for the 250 N. mile range of altitudes, the principle concern was to generate 
data at this range of altitudes. Table ) summarises the data obtained from 
the charts. A^uniform weight distribution was assumed for the modules, _here- 
fore, the c.g. location of the module was in the center of the module. These 
charts provided a first cut approximation when determining the feasibility of 
launch to altitude of element concepts. 

Extended Duration Orbiter (EDO) 

The early periods of space industrialization use extended duration Orbiters 
for missions up to 90 days duration, with crew compliments up to seven crewmen. 
Certain modifications are required in order to accommodate the crew, provi de 
electrical power and ac :ept operations for these period?. The following text 
will describe the effort accomplished in a separate IR&D study for defining the 
Orbiter requirements for extended duration missions. The items that were 
investigated were those of habitability, consummacles storage volume and water 
requirements, electrical power requirements, and EVA influence.. 

i 

Habitability . The Orbiter crew cabin is designed to accommodate four 
crewmen and has dedicated storage volume for 42-man days. Consequently, when 
mission durations exceed the baseline capability, additional provisions must be 
made. Accommodation of the crew involves the free volume per man, consumable^ 
storage and water quantities for drinking and washing. 

Free Volume. What is the acceptable free volume per man for missions up 
tc 90 daysT Previous studies by NASA 1 ' 2 have addressed the question and the 
results applicable to the extended duration Orbiter operations are shown in 
Figure 24. This figure indicates that the available volume per mau for a 
seven-man crew — 120 ft^/man becomes unacceptable fot mission durations longer, 
than 15 to 20 days. No constraint on a four-man crew is indicated. The free 
volume of 12C ft J /man includes both the upper and mid-d^ck volumes of the 
Orbiter. The activities chat were evaluated to derive the curves of Figure 24 
are listed in the upper right corner of the figure and represent all of the 
known activities that would be performed during a typical mission. However, 
the activity of concern for the EDO are those items associated with personal 
activities and sleep and privacy. Theae activities are assigned to the mid-deck 
area of the baseline Orbiter. Therefore, the volume of this area of activity 


1 Freser, T. M. , The Effects of Confinement as a Factor in Manned Space Flight . 
NASA-CR-511 (1966). 

2 Fraser, T. M., The Intangibles of Habitability During Long Duration Space 
Missions. NASA-CR-1084 (1968). 


44 


■H 



**Ti 






PAYLOAD WT - 1000 LBS 



Rockwell International 












ui.KiiNAL PAGE lb 

OF. POOR QUALITY 


Tabic 1. Module Sizing Summary 



ALTITUDE 

NMI 

INCLINATION 

❖ $ 

MODULE 

WEIGHT 

PAYLOAD* 

WEIGHT 

MOD 

LGH 

(FT) 

DENSITY 

(lb, Oft 3 ) 

ORBITER 

CREW/PASS. 

TYPE 

MODULE 

NO 

OMS _ 
KIT 

240 

28.5° 

56.0° 

36,000 

39,600 

48 

,5 

4 

SM, CORE 
TOWER 

40,000 

44,600 

41 

6.6 

7 

RESUPPLY 

250 

28.5° 

56.0° 

32,000 

35.600 

36.600 

48 - 
46 

4.2 

4.4 

4 

7 

SM, CORE 
POWER 

RESUPPLY 

W 

KIT 

250 

28.5° 

56.0° 

30,000 

30,000 

37.000 

30.000 

34 

30 

5.3 

6.4 

4 

7 

i 

SM, COKE 
POWER 

RESUPPLY 

350 

28.5° 
56.0 °‘ 
28,5° 

22,000 

30,000 

29.000 

38.000 

39 

30 

3.8 

6.4 

4 

7 

SM . CORE 
POWER 

RESUPPLY 


PAYLOAD WT INCLUDES DOCKING 
MODULE/PROVISIONS OMS KIT/ 
PROVISIONS PASSENGERS (MORE 
THAN 4 CREW) 2ND “K" BAND 
ANTENNA 


4** MODUULWT INCLUDES 25% 

GROWTH ALLOWANCE 

CONCLUSION; 

FOR ORBIT ALTITUDES BETWEEN 
240/250 NMI UTILIZE; 


©48 FT MODULES 
©32.000 LB MAX WT 
©NO OMS Kil 
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only will be used in determining an acceptable volume per mar. for the personal 
activities and sleep and privacy functions- Figure 25 indicates the volume/man 
available for two arrangements of the mid-deck. The baseline four crewman 
Orbiter provides 95 ft3/man for the activities in question wiih only 67 ft-* /man 
for a crew of seven with the airlock in. A volume per man of 84 ft^ is available 
when the airlock has been removed from the mid-deck and placed into the payload 
bay. The 84 ft^/man is considered to be marginally acceptable. However, sleep 
provisions are available per the baseline for only four crewmen. Additional 
facilities must be provided when more this: four crewmen are on board. For this 
discussion, we are assuming that each crewman will have his own sleep and 
privacy provisions rather than share provisions. For missions of 15 to 20 days, 
sleep arrangements as shown in Figure 26 may be acceptable. However, for 
missions greater than 15 to 20 days, sleep arrangements in a separate pressuriz- 
able module placed in the payload bay is recommended. The mid-deck area of the 
Orbiter would be arranged as shown in Figure 27. This arrangement provides a 
volume per man figure essentially equivalent to that provided by the baseline 
Orbiter for the four crewman — 65 ft^/man for four crewman, baseline arrar gement, 
versus 70 £t-*/man for the seven crevnan arrangement . The sleep and privacy 
accommodations of 30 ft-* /man provided in the baseline Orbiter will be maintained 
for all mission durations. Consequently, a nominal figure of 100 ft^/man for 
personal activities and sleep and privacy functions is recommended for all 
missions. 

Consumable Storage Volume. The baselime Orbiter has dedicated storage 
volume for 42-man days supplies. Additional volume mi’ct oe provided for consum- 
ables storage when mission durations exceed baseline. The amount of volume 
required tor the various items included in. 3 supplies manifest is shown in 
Figure 1 28. The manifest includes the co.icugency supplies as well as 'the 
normal operations .upplies. The manifest is also separated into fixed items 
that are purely crew dependent and those that are crew/time dependent. Figure 29 
is a parametric chart developed from the manifest with weight and volume versus 
mission duration relationships indicated. The basic Orbiter utilizes LiOH as 
the CO 2 removal agent. However, because of the large volume required for 
storage of the l^OH canisters, the introduction of a CO 2 regenerative concept 
such as a solid amine or MOL Sieve concept for long-duration missions become 
effective and this influence, therefore, is also represented on the parametric 
chart. 

An unallocated volume of 73 ft^ exists in the baseline Orbiter stowage 
volume. In determining the amount of pressurized stowage volume required for 
extended duration missions, this unallocated volume is used as consumable 
storage volume. Figure 30 indicates the volume required over and aoove the 
42-man day baseline Orbiter allocated volume required for consumables storage. 

Because both the sleep and privacy volume and the consumables storage 
volume are required to ucin a pressurized mode, these two requirements can 
be integrated.' The concept of utilizing a short spacelab structure for this 
function was investigated. It was determined that the spacelab module in 
conjunction with the 73 ft-* of unallocated arbiter stowage volume la suffi- 
cient to accommodate a 90 day mission duration with seven crewmen. A oketch 
of this arrangement is illustrated in Figure 31. Sufficient volume is 
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VOLUME AVAILABLE FOR PERSONAL OPERATIONS 

• BASELINE ORBITER 

o WITH AIRLOCK 0 WITH-OUT AIRLOCK 
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Figure 25. Orbiter Free Vplume 
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CONCLUSIONS: 

© PERSONAL ACTIVITIES VOLUME OF * 100 FT 3 /MAN (70 FT 3 -PERS0NAL 
OPERATIONS, 30 FT 3 SLEEP & PRIVACY) SHALL BE PROVIDED FOR 
ALL MISSIONS. 

i 

O NO SHARING OF SLEEP/PRIVACY QUARTERS FOR MISSIONS 
GREATER THAN 10-15 DAYS. 

Figure 27. Orbiter Fr :e Volume 
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CONFIG CHARACTERISTICS 
a EPS 

SOLAR ARRAY/FUEL CELLS 

CRYO TANK SETS (7) (UPDATED TANKS) 

** e CONSUMMABLES 

VOLREQ'D - 495 FT 3 
~ VOL %VWL' - $93 FT 3 
® PAYLOAD AVAILABLE 
VOL - 5478 FT 3 
LENGTH - 31 FT 
*WT 10,860 LBS 

(NOTE: SUBSYSTEM COMPONENTS UPGRADED FOR MISSION LIFE TIME) 
*28 1/2 INCL 250 NMI ORBIT (36,000 LBS) 

**REGEN. CO 2 CONTROL 


Figure 30. Electrical Power Augmented Orbiter - 90 Da> Mission 
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available in the orbiter crew cabin to accommodate a 15 day mission with seven 
crew man. The oiblter arrangement for this mission also is shown in Figure 31. 
For mission durations between 15 days and 90 days, seven sleep and privacy 
quarters can be provided in a separate module such as the Spacelab concept. 

The nodule can also be used to store the consumables with its full capacity 
not being utilized until the 90 day seven man mission. 

Crew Hater Quantities. The crewrdtetekijag and. wash water is provided by 
Cell S-T 'The quantities oF water required are shown in Figures 32 and 
33 in relationship to the fuel cell operation. Figure 32 shows that sufficient 
water is generated during normal baseline fuel-cell operations to accommodate 
four men for approximately 60 days. However, if a sever-man crew is present 
then it will require additional cryo tank sets for missions greater than 30 
days. Figure 33 indicates chat the f uel cells need not be generating more than 
2 VW to 3 kW of power to supply the tc^al crews drinking and wash water require- 
ment. This data does imply that regardless of the operational procedure of an 
EDO, i.e., utilizing supplementary power via a power module, the fuel cells in 

the Orbiter must continue to be operated at the 2 kW to 3 kW level iji order to 

provide the water even when it is not required for electrical power. 

Electrical Power. Figure 34 illustrates the Shuttle Orbiter electrical 
power 1 capability. Seven cryo kits can be installed under the payload bay lines, 
thus permitting total volume utilization of the payload bay. This arrangement 

will also provide 7 KW continuous power to the payload up to approximaf ely 

11 days. Missions requiring larger durations also require additional cryo 
kits. These additional kit3 will be placed in the payload volume thus re- 
ducing that available for payloads. The reduction in available payload 
weight as a function of mission durations and cryo kits required is shown 
in Figure 35. - The observation to be drawn from these two charts is that 

for mission durations greater than 11 days, augmented power in the form of 
an osbiting power module would be desirable. This arrangement would permit 
total utilization of the payload bay. Figures 36 and 37 show con- 
figuration concepts for a 30 day and 60 day orbiter utilizing the augmented 
power. 

Extra .Vehicular Activities (EVA). A very general analysis was performed 
to determine the affect on the Orbiter stowage volume if the number of EVA's 
exceeds the Orfciters baseline facilities. The influence of more than two crew- 
men performing EVA was also investigated. Figure 38 illustrates the various 
Orbiter configurations from which EVA could be performed. The figure also 
Indicates the amount of consumables required for each airiock pressurization, 
and the volume required for each additional extravehicular mobility unit (EMU). 
Forty-five pounds of consumables is required for each additional airlock press- 
urization which occupies 2.5 ft 3 . This volume is not required to be in a 
pressurized environment since it represents tankage volume. However, the 
11 ft^ required for each EMU is pres-urized volume, and must be accounted for 
along with the additional volume required for extended duration missions habit- 
ability considerations. 
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Figure 35. Reduction in Payload Landing Weight for Extended Mission Durations 
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Space Station Configuration 

The functional elements required to support space sciences and construc- 
tion, and the build-up sequence of these elements, are illustrated in Figure .>9. 
The early years utilise the extended-duration orbiters; this was described in 
the previous section. The elements required are: (1) a power module, (2) a 

mission equipment module, (3) a cargo module, (4) a core module, (5) a habita- 
bility module, and (6) a combination habitability and laboratory module. 

Power Module . The first element required is a power module. This module 
provides power to the extended duration Orbiter as discussed earlier. This 
module also has the capability to become the initial element in the Space 
Station. Consequently, the module must contain those subsystems that will 
provide it with the capability to remain in orbit, i.e. , GN&C, RCS, thermal, 
etc. The initial power— module is sized to produce 2b kW continuously with the 
capability to increase the power output to 50 kW. A typical power demand is 
illustrated in Figure 40. Two sizing concepts were investigated. The first 
concept would put the largest module in orbit, but only dep^^qgi^^waugh arrayt« 
meet the demand. By this concept, one size solar array only would be developed 
and would replace the initial array when required. This concept proved to be 
inefficient as illustrated. The largest array possible to place into orbit by 
lH« Shuttle could only provide three years of service even when sequentially 
deployed. 

The second concept investigated provides a 25 kW solar array in the first 
3 years and another module with a 50 kW capacity is placed into Orbiter for 
a 7 >ear period. The latter concept was pursued and the configuration of the 
initial module is illustrated in Figure 41. 

Mission Equipment Module . This module was developed to provide facilities 
for various operations. The major areas of operation were the containerless 
processing facilities used to produce crystals, a biological processing facility, 
a direct solidification marufacwuring facility used for the production of 
magnets, and a life sciences facility. Supporting services for these major 
functions included a biological analysis facility, a common data analysis 
console, a photo lab and film viewer, and an optical calibration laboratory. 
Consoles for sensor control of solar terrestrial observations was also provided. 
The module was designed to accommodate expansion of the major operations 
facilities. Figure 42 illustrates the facilities arrangement in the module 
and the changes as required for the increased operations activities. The final 
stage of the facility has additional storage capability as the driving require- 
ments. This requirement was accomplished by placing the life sciences facility 
in the second habitability nodule. The additional volume created by the 
removal of the life sciences facilities provides the additional volume re- 
quired for operations storage. The module is pressurizable and is designed to 
be operational in a shirt sleeve environment. All of the atmospheric control 
is provided by the Orbiter in the early phases of the program and later by the 
Space Station. The heat rejection is provided by the module with radiators 
around the outside perimeter of the module. 
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Figure 41. Initial Power Module 
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Cargo Module . The requirement for a cargo module was first imposed in the 
program to support the mission equipment module. This nodule is utilized to 
transport materials and supplies for the operation of the space processing 
facilities within the mission equipment module. The module also provides v che 
means of returning the completed products to earth. The module is pressuriz- 
able and operational in a shirt sleeve environment so that it is compatible 
with the mission equipment module and power module. 

This same cargo module will be outfitted as a pantry unit to be used as 
part of the Space Station complex. This concept appears later in the program. 

The configuration of the module is illustrated in Figure A3. All of the 
consumables necessary to operate the Space Station is carried in tne cargo 
module including watei and nitrogen. 

i 

Core Module . The core module is required when the space activities 
indicate the need for a permanently -habitable facility. The core module 
provides the attaching facility for the habitability module and cargo module 
with provisions for future growth of both increased crew and increased opera- 
tional facilities. 

The core module provides the passage vay between the modules. An EVA 
airlock located in the center of the module separates the module into two com- 
partments. This separation provides the two pressurizable volumes that pern.it 
a safety retreat for emergency conditions. By outfitting tne one compartment 
adjacent to the power module as an emergency volume containing emergency food, 
hygiene, and four sleep provisions, two independent habitable volumes arc cre- 
ated. The -'first habitability module is placed on the’ core module that is furthest 
from the power module. The arrangement is shown in Figure 44. 


The core module also contains a 25 KW secondary power installation uti- 
lizing fuel cells and electrolysis units. This power installation plus the - 
25 KW power capacity of the power module provides the capability of a 50 KW 
system. Redundancy is also provided with this arrangement. 

An RCS cluster is also provided in the core module to supplement the unit 
in the power module. The H2 and 02 propellant for these engines are provided 
from the electrolysis units. 

H abitability Module . The first of two habitability modules required is 
configured to provide accommodations for nine 'crew. » arrangement of the 
module is illustrated in Figure 45. In addition to the crew accommodations 
a central control console is installed. This console controls and monitors 
all subsystems. 

Tha. module is divided into two compartments identical to the mission 
equipment module. The lower compartment contains the ECLSS subsystem, and 
the water management system. This module provides the atmospheric control 
for the total station. Radiators on the surface of the skin provide the heat 
rejection capability for the subsystem equipment. 


70 
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Figure 43. Cargo Module 
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Figure *5. Habitability Module No, 1 
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A second habitability nodule - Figure 46 , is planned for later in tne 
program. Tins nodule is required to accotamodate additional crew - up to 
twelve total. This nodule is outfitted to accommodate six crew vi-n the life 
sciences and nedical treatment facility. While the first nebitability module 
is reconfigured to accommodate the other six crewnen and upgraoe tne galley 
and dining areas to accommodate the total crew of twelve. 

The lover section of the second habitability nodule also contains the 
ECLSS and water management subsystems, thus creating a redundant arrangement 
within the station complex. This second habitability nodule is piacea or. the 
opposite side of tne airlock from tne first nabitability nodule. This arran- 
gement taerefore provides equ..ulent functions in eitner precsurizabie volume. 

Conaonalit y. Of the mx module.- just described, four hjve Identical 
shell structure.- - habitabilitv nodules, cargo module and mission equipment 
nodule. Tne cargo nodule i» shorter than ehe hubi abillt. module — JS feet 
versus 2S feet — nut the basic shell is identical. T1 e core nodule and tne 
power module have identical saell structures. Therefore, onlv two different 
types of saell structures are required. 

Space station Complex . 11 u Space Station that evolved fron this program 
has the capability to accommodate a crew of twelve, has 50 KtJ of electrical 
power available and accommodates various space processing activities, and -o v 
functions of the -.jlar terrestrial oe<er vato,v functions. Of tne eleven 
berthing ports available, two are utilized for the habitabilitv module-, two 
ports are assigned to cargo module bei tiling, one port accommodates tne space 
processing facility, one port accommodates the solar terrestrial sensor package, 
and one accommodates a 10-netor di..meter solar terrestrial anten.me. One port 
is also allocated for Orbrter oerthme. ' Two ports, therefore, are unassigned 
and can be utilized for berthing other nodules and as servicing ports for free 
living nodules. 

Space Station Facility Lsug the Shuttle External Tank 

The use ot the shuttle external tank fET) as a space station element was 
also studied in-house by Rockwell and was the configuration recommended by 
Grumman in their contracted bpace Station studies* Also, the University of 
Alabama Sumoer Study at MsFC recommended use of the ET, 

Grumman Space Station 

The following was taken from the Grumman report* and is a summary of their 
system. The key feature of their concept is that the ET is used as a con- 
struction atrongback and no use is made of the internal volume of the ET. 

The process of growth of the Space Station is illustrated in figure 47. 

An Orbiter orings its external tank into orbit instead of jettisonu g it prior 
to orbital insertion. The tank has been modified externally before launch to 

*Space Station Systems Analysis Study , Final Report, Executive Summary, 

Grumman Aerospace Corporation Report No. NSS-SS-RP022 (July 27, 1977). 
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Figure ^7. SCB Early-Tended Growth Sequence 

provide anchor points and two rails for the mobile Cherry Picker. Once tue 
Orbiter/tank la docked to the iP'l, the Cherry Picker carriage is deployed and 
attached to the rails of the external tank, u_»ing the Orbiter K.MS. Then tlie 
remainder of the Cherrv Picker is assembled to its carriage. The Cherry Picker 
is then used to build a short extension tower on the aft end of the t<aik and 
relocates the initial power module (IPM) solar array and its original cover 
there, adding a tilth SEPS-type solar array m the process. / 

A total of three flights, including thac for the IPM completes the growth 
to an early-tended space construction base (SCB) with laboratory and habitation 
modules. 

The following four kev technical and programmatic features result from 
our approach in defining the growth from IPM to tended SCB: 

1. Increase mission capability by adding the construction system 
before the provisions for further space manufacturing development. 

Tliis alternative was chosen for two reasons: 

a Construction activity permits increased SCB power, 

SPa development, anu public service platform (PSP) 

a Two main construction system elements have more than 
construction functions — the external tank workbench 
7 provides a rugged, large area, structural spine on 

which all subsequent additions accrete and the 
Cherry Picker provides far-reaching mobility for all 
external operations 

2. Meet the steadily increasing power demand by building an advanced . 
power module rather than adding more SEPS-type solar arrays. Tliis 
choice promotes the development of lighter, lower cost, automatically 
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fabricated thin-film solar blanket. In addition, it provides 
synergistic support for the SPS Develrpnent Program, with light 
space structure fabrication and assembly experience, and by 
making available a power module building block suitable for 
space power development assembly (SPDA) multiple assembly. 

3. Use 7-m long S'pacelab modules, suitably modified as pressure 
modules for laboratories, habitation and subsystems in both 
LEO and GEO. A new lG-m long module would allow more flexible 
internal arrangements but the Spacelab module costs about 
$130 million less. 

“> 

4. The external-tank workbench concept is chosen for the space 
platform on the basis of its: 

a Rapid availability after launch 

e Strength, rigidity and sire 

9 Precision mounts of rails and hard points 

9 Large external parking area 

e Linear inertia characteristics favoring 

gravity gradient flight 

9 i*ow Payload weight penalty and zero payload 
volume penalty 

o Potentially useful internal volume 

In the following subsection we review the early construction activity, 
then describe the major features of the construction system. 

Construction System 

The construction tasks occupying the mid 1980's are summarized in 
Figure 48. Starting in early 1986, the tended SCB, powered by SEPS solar 
arrays, constructs an advanced power module (APM). Upon completion, this 
first APM of 250-LW 118-v' solar output takes over the SCB power supply duties - 
from the SEFS arrays. Following this, SPDA No. 1 is constructed, tested while 
still attached to the SCB, and then launched as a free-flyer for further tests 
in LEO. At this stage, SPDA No. 1 incorporates development antennas' and a 
pair of 250-kW Al’M's, running at 20/40 kv. While these tests continue, PSP 
No. 1 is assembled, checked out, fitted with interim upper stage (1US) solid 
rockets, and despatched to its operating station in GEO. Next, with an in- 
crease of construction tempo at the start of the manned SCB phase, three more 
pairs: of APM't: are fabricated, then, driven by their own flight contrcl/propul- 
sion subsystems, ferried to the free-flying SPDA and docked to it. When this 
assembly demonstration is complete the SPDA, now grown to the 2 Mw power level, 
is propelled by an IUS SHI to GEO, unmanned . 

The heart of the SCB construction system is the single modified external 
tank. See Figure 49, The tank modifications — carried out on the ground 
before STS assembly and launch — are relatively simple. Tiey consist pf the 
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Figure -8. SCB Construction Activity 
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Figure 49, External Tank Structural Modifications 
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following additions, running approximately the full length of the tank. 

V 

o Two rails for the Cherry Pickers 

o Six general purpose mounting rails with pickup points 
at rlgular intervals 

e Two power bus treys 

o One cable tray 

As shown, the total weight of these modifications is about 2,600 kg 

including contingency. When a similar weight is added, which represents the 
payload reduction penalty previously described for bringing an exteiral tank 
all the way to the 396-km/28-l/2° orbit, the total equivalent payload weight 
for tins 45-m long workbench is 5,200 kg. 

During Part 2, we concluded that the great majority of structural com- 
ponents to be handled by the Cherry Pickers would fall below 1,000 kg mass. 

On this basis, a maximum load at the tip of the end effector of 980 newtons 
(100 kg force) represents little or 'io inhibition on the sneed of construction 
TUe.Cnerry Picker rails have been sized for three times this load and the load 
have been carried through to the major tank frames (-6m apart) without 
depending on the smaller, intermediate, frames (see Figure 50). 

By mounting these rails on the tank as a ground factory task, potential 
alignment/waviness problems of space assembly of a rail track v-j 11 be avoided. 

The Cherry Picker carriage (see Figure 51) captures these rails between 
fcur pairs of wheels and translation along the track provides the first of 
twelve degrees of freedom available at Cne manipulator end-effector wrists. 
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Figure 50. Cherry Picker Rail Inbtallacion 
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Figure 51. Cherry Picker 


A pressurized bubble mounts the two short manipulators and provides a 
shirt sleeve environment for the Cherry Picker operator. Access to the 
bubble is through a berthing port which can be positioned and joined to a 
similar port in the tunnel attached to the accommodations module. 

As shown earlier, the automatic fabrication module or ! car. i r i.' Ids? is 
mounted athwariships on the external tank — opposite toe Cherry Picker rails. 
Current design studies have been aimed at an aluminum (2219 T6 or 2026 T3) 
beam builder that will fit upright in the Orbiter cargo bay. This machine is 
necessarily short (A. 3 m) weighs about 3,400 kg and consumes about 1.7 kW at 
1-m/min building rate. Previous studies indicated that STS antenna structures 
will probably be of composite material (e.g.» graphite/epoxy or graph ite/polv- 
atnersulf one) . A beam builder for this type of material would be mechanically 
simpler, somewhat longer, would weigh about 2,800 itg and, because of its 
material heating needs, would consume 4.5 kU at 1 m/mm. 

We have made provision for one beam builder in the construction system, 
and have allowed for the muss of the heavier one and the power requirements 
of the composite oeam builder. There is ample room for both should they be 
needed. 


Rockwell xterna 1 Tank Construction 


un each Shuttle flight, the external tank (ET) almost reaches orbital 
velocity. Preliminary calculations indicate that an ET could be modified and 
launched into orbit with an unloaded Orbiter (except for OMS kits). In L»e 
design shown in Figure 52, the aft bul^nead of the 02 tank is duplicated as 
the forward bulkhead, and a straight section is added so that total volume 
remains the same. The forward cone is reconfigured into a docking section 1 
and three stories cf iiving/working area, each nearly 27 feet in diameter. 
Basic Shuttle Orbiter subsystems are installed, and are operated b\ Orbiter: _ 
software. In addition, new long-duration life support equipment is used. On 
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Figure 52. External Tank Construction Base 


orbit the Cb tank is opened and pressurized for habitability, and the aft 
bulkhead of the H2 tank is removed by explosive charges (like the SLA on 
Apollo). The O 2 tank can now house free-floating space manufacturing items, 
the outfitted floors can be a habitat and control center, and the H 2 tank 
(never pressurize'd) can function as a warehouse, machinery yard, and con- 
struction platform. The ET construction base (ETCB) docks to a 25-kW power 
module which Is already on orbit, and Spacelabs can dock to the docking ports 
and receive the same interface support that they do when in the Orbiter oav. 
Redundant equipment, supplies, and mission equipment can be brought up on 
separate Shuttle flights. If slightly more launch energy is needed for this 
one launch, the fill procedures can probably be modified at K.SC to subcool 
the LH 2 and LO 2 for more total propellant availability. 

As shown in Figure 53, the aft bulkhead of the ETCB can be explosively 
separated on orbit, leaving the internal volume of the hydrogen tank exposed 
to the space environment. Fittings and tie-dnwns can then be placed on both 
the inside and outside of the tank. Figure 54 shows this space station 
performing construction operations in LEO. 
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SPACE PROCESSING FACILITIES 

One of che major new space industrialisation initiatives identified by 
various investigators is the development of one or more on-orbit processing 
facilities for the manufacture of certain very high-quality products. Although 
orbital transportation costs are high, the special environmental properties of 
space — zero-g, hard vacuum, low vibration, etc. — are so beneficial that 
the production of several dozen different products in space appears to be 
economically attractive. 

It is obvious that the orbital location of such a space processing facility 
will have an important impact on its intrinsic performance characteristics. In 
particular, the transportation costs and the solar illumination are strongly 
dependent upon the selected location. If the facility can be located in full 
sunlight most of the time, the need for energy storage can be greatly reduced. 
However, in general, those areas in space that have the most solar illumina- 
tion tend to be relatively inaccessible. The polar plot at the top of Figure 55 
pinpoints a collection of candidate locations. The radial distance represents 
the altitude of the orbit and the angular location represents its inclination. 

The bar chart m the lower portion of the figure represents the fraction of 
time eacli candidate facility will spend in full sunlight. Note chac two of 
the locacions are illuminated almost continuously. Low-altitude sun-synclironous 
satellites In dav-n-dusk cr bits receive full illumination about 98 percent of 
the time , * geosynchronous satelli t es are illuminated more than 99 percent of 
the time . Though attractive from the viewpoint of nearly continuous energy 
production, these special orbits are relatively inaccessible to tie Space Shuttle. 
The Shuttle can carry, at most, only about 15,876 kg (35,00 lb) of payload into 
a low-altitude sun-synchronous orbit. Its geosynchronous capability (assuming 
the use of a properly-designed reusable upper stage) is about 3629 to 5443 kg 
(8000 to 12,000 lo). The Shuttle's payload capability for a 55° low-altiti de 
erbit is improved considerably, but it stil?. amounts to only 18,144 to 27,215 kg 
(40,000 to 60,000 lb). Therefore, since transportation costs will dominate the 
economics of space processing operations, it seems clear that a low-altitude 
28.5° orbit (Shuttle payload capability ° 29,483 kg (65,000 lb)] is by far the 
most viaole selection. This is true despite the fact that the processing 
facilities will be sun-illuminated only 31 to 40 percent of the time. 

Space Proces s mg Facility 

The space processing facility that was designed as a part of die* >*-■£’ 

Incur, study effort is shown in Figure ifc. As can be seen, it 
consists of two basic structural elements: a scrlar cell power array and a modi- 
fied external tank (Jelivered into orbit in a earlier ‘-huttle flieht). The 
solar array accommodates six gallium aluminum arsenide cell blanket, tint 
measure 16 meters oy 14 meters. The structure is as.-embled fiom four space- 
manufactured beams that are connected to the interstage area of che external' 
tank. The total length of each long beam is 10b meters. 

Modifications to the external tank include a.n RCi>/propulsion module dock- 
ing to the forward end of the LOX tank, attachment brackets attached to che 

’•’Continuous ..LLumination is achieved if the orbital altitude is between 1389 5 
and 3334 w (750 and 1800 nmi). 
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inter-tank area, electrical and control wire harness and 1H2 tank connector 
panel, a blocking ring (for the Orblter) at the aft Orblter support points and 
a system for jettisoning the aft dome of the LH 2 tank. 

On-orbit, the entire configuration files with the solar cell panels normal 
to the sun, providing a peak power of 560 kW. The interior of the LH2 tank is 
configured for equipment insertion while on-orbit. For space processing, a 
continuous power level of 300 kW is available by utilizing Ni-H2 batteries 
assembled in a four-meter diameter nodule. Thi3 battery nodule is 12 meters 
long. The remainder of available length (aporoximately 11 meters) in the LH 2 
tank is reserved for various process equipment (furnaces, magazines, etc.). 

The present configuration is estimated to weigh approximately 68,000 kg, with 
the external tank included as 34,000 kg of this weight. The electrical battery 
module accounts for approximately 16,000 kg and the process hardware amounts to 
7,500 kg. A raw material re-supply weight is estimated at 4,500 kg, including 
expendable process gases. 

The presently configured facility is outfitted for zone refining and 
crystal growth. The fifteen furnaces are capable of producing 750 boples of 
finished product every 60 days. With Shuttle servicing of raw material maga- 
zines and return of finished product, the space processing facility is sized 
to yield 4500 boules per year. This is equivalent to 21,150 kg/year 
(46,636 lbs/year). Further extrapolation would lead to a total of 30 Shuttle 
flights per year to service 10 such processing factories, to yield over 
200,000 kg of finished products. " 1 

Facility Design 

1 

I / 

The design of the space processing equipment was based on existing experi- 
mental units currently under development. The product size and associate power 
requirements, weight and process time were carefully adjuste-i in an effort to 
size the orbiting factory needed to contain a production quantity of process 
equipment. A few of the desirable charac. eristics for a Space Processing 
Facility can be listed as follows; ' 

1. Solar array electric power should be utilized for processing. 
Limiting array size should correspond to technology' available 
m the 1980 to 1990 time frame. 

2. A platform or hardback should be furnished to support all 
process equipment. 

I 

3. Battery power should be utilized for peak loads and to main- 
tain constant power even during the eclipse periods. 

■ 4. The design should be compatible with the Shuttle payload 

capability during on-o~bit assembly and for periodic 
servicing and product transfer operations. 

5. The facility should be completely automated and unmanned 
during a reasonable batch process period. 
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Analysis of a few viable process operations for power consumed helped 
in sizing the proposed hardware elements. However, this discrete design will 
undoubtedly be heavily modified in both layout and function once particular 
products and space environment processing have been proven experimentally. 

General Arrangement 

The facility shown on Figure 57 (Dwg. 78255-005) consists of two major 
elements: n solar cell array and a center structure derived from the ET. 

A representative product. Zone Refining and Crystal Growth of Silicon , 
is examined in detail in order to show the equipment design and location within 
the facility. This particular process is considered to be representative of 
the many processes that could be carried out in space in a profitable way. Of 
course, yearly production levels and Shuttle servicing periods are expected to 
vary for each individual process. 

Solar Cell Array 

The solar array consists of four manufactured beams of triangular cross 
section, connected by several similar but shorter beam members at eighc points 
along the span. An overall triangular section results in a center bay designed 
to accommodate the 8 meter diameter of tne exteTnal tank. Overall dimensions 
are as follows: span = 106.66 meters; width (including reflector panels) ** 

32 meters. 

Six of the seven bays are identical from a structural viewpoint in that 
they utilize solar cell blankets that are 16 meters by 14 meters. The structural 
beams are configured to be held in position on three aides by the connecting 
struts and diagonal tension tapes. Auxiliary equipment, such as RCS packages 
and momentum wheels, are installed during on-orbit assembly. 

Solar Cells and Blanket 

The upper face of the .structure contains six identical bays which measure 
16 by 14 meters. A blanket, containing the solar cells, is brought to the site 
(in a rolled condition) from the Shuttle and all four edges are installed by 
lacing them to the structure. The Space Processing Facility requires a large 
amount of electrical power; therefore, gallium aluminum arsenide cells were 
chosen with a concentration ratio of 2:1. Thin film substrate, similar to that 
envisioned in earlier SPS studies, was utilized. The total cell area was sized 
at 1344 met 2 . The peak electric power to be expected from this array is 560 kW 
at end of life. However, the space processing demand should not be based on 
this maximum power level, but on a much lower continuous power capability of 
300 kW. This reduction was necessary to provide for the effects of solar 
occultation, conversion losses during battery charging, power losses due to 
off-optimum sun angles and gradual cell degradation due to radiation damage. 

Side Reflectors 

The solar array is provided with side .reflectors canted at an angle of 
60 degrees. These reflectors consist of a thin mylar film covered with a 
reflective coating. They are located on each side of the solar cell bays and 
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they are supported by telescoping extension rods and wire bracing. Ilia re- 
flectors tire sized to provide a 2:1 geometrical concentration ratio. 

Electrical Power Generation 
o 

Each solar cell is connected in series and parallel combinations to a 
main electrical distribution harness which, in turn, is routed through a 
special penetration fitting mounted on the forward dcme of the LH 2 tank. The 
installation of this penetration fitting io one of the few pre-launch modi- 
fications required on the tank. The wire harness is attached to the solar 
array structure and routed to the inter-tank structure area of the external 
tantca . 

Basic External Tank Characteristics 

The basic Shuttle external tank provides a hard back and containment 
structure for any process equipment envisioned for the time period of Interest 
(1980 to 1990). The tank can be flown into orbit by adding a sc ill extra 
impulse near the end of the Shuttle flight. Xn this way, the tank is brought 
to orbit rather chan allowing it to- re-enter the atmosphere. Once it is in 
orbit, it orovides the structure for on-orbit assembly of the solar array. 

Pre-Launch Modifications - External Tank 

i, 

The following modifications to the external tank will be necessary prior 
to launch: ' 

1. Establish a docking ring structure on the forward end of 
the LO 2 tank for later RCS module attachment. 

2. Install support structure and brackets to the intcr-tank 
structure for eventual attachment of solar array beams. 

3. Install wiring harness and penetration panel cn dome of 
LH2 tank. 

4. Attach longitudinal support beams in the LH 2 tank. Also 
add miscellaneous metal brackets and tie points internal 
to tank. 

5. Affix external pyrotechnic cutting lines, additional controls, 
and tractor-cype rocket to aft U <2 dome. 

All of the above listed modifications must be made in such a way that they do 
not interfere with the normal functioning of the Space Shuttle. 

On^Orbit Modifications 

Various on-orbit modifications are required to prepare the external tank 
for building up the processing facilities. Fundamentally these on-orbit 
operations conaist of separating the Prbiter from the tank, activating the 
aft dome removal system, removing dome structure by firing of the tractor 
rocket, and using the Orbicer RMS to install a docking ring to the two external 
tank/Orblter attach points for future Orbiter docking and servicing of the 
processing facility. 
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Exterior and Interior Additions to Processing Facility 

External additions to the Space Processing Facility include the following: 

1. Installation, balancing, and startup of two momentum wheels 
in the solar array cross sectional structure. These wheels 
ere delivered in rim sections. The hub and the wire bracing 
are delivered by subsequent Shuttle flights and installed by 
EVA operations, 

2. Reaction control packages, designed to be installed in both 
ends of the solar array lower beams, provide gross maneuver 
capability during the life of the vehicle. In addition, a 
large diameter (4 meters) package is docked to the forward 
end of the L02 tank. The larger module would be designed to 
provide sufficient propulsion to raise the assembly orbit to 
the desired processing altitude of 500 to 600 kilometers. 

Tnese items arc compatible in size and weight with Shuttle 
capabilities. 

3. Wlule the Shuttle is docked to the afc docking ring, its 
Remote Maneuvering System is utilized to extract, unfold and 
install two radiator pane’s to the side of the external tank. 
Existing fittings previously used for solid launch rockets 
are used to mount one edge of the radiator panel to the 
external t„nk. A total of 576 m^ area or 288 meters per side 
Is available for heat rejection. 

Electrical Power Storage - Internal Package 

Electrical energy storage is required to guarantee continuous processing 
even during eclipse periods. Of all the rechargeable battery systems, the 
nickel-hydrogen cell appears to be the most feasible for this application. 

The following assumptions helped in bizing and configuring the battery module: 

1. Low earth orbit (30 minute eclipse) 

2. Low inclination orbit 

3. Battery temperature range 0° to 20°C 

4. Battery load 500 kW (this corresponds to a 250 kWh storage 
requirement for the eclipse period) 

5. Bar.ic characteristics do not include charge/discharge control 
electronics weight and efficiencies. 

TIu battery module design consists of 15 pressurized containers all within 
the four meter diameter compatible with the Shuttle payload bay; a length of 
approximately 480 inches and a uotal weight of J4.700 lbs. This ten-year life 
system will undoubtably be the subject of many design and economic trade-off 
studies as this energy storage technology progresses. 
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Structural Supports - Interior 

A structural system within the LH 2 tank will bo recited to locate the 
equipment essentially on the centerline. The four-metsr diameter modules are 
attached to two longitudinal beams (ground modifications) and stabilized by 
u network of cables, electrical Junction boxes, wire harness supports, heat 
pipe installations and insulation blankets are attached to a set of brackets 
which are attached to the tank prior to launch. A completely automated control 
system for electrical and thermal conditioning is installed in the same manner 
prior to installation of any space processing modules. Mechanical clamps and 
fasteners are utilized with existing internal tank structure to minimize the 
effect of adhesive material outgassing in the presence of any space processing 
operation. 

Shuttle Service to Facility 

The first few flights of the Shuttle to the processing facility will carry 
general factory equipment. Later flights will be dedicated to specific process 
equipment modules. After staole docking has been accomplished, all the modules 
and equipment may be inserted in the open end of the LH 2 tank. The processing 
facility has been designed to operate in an unmanned condition. However, 
maintenance of the external tank, the radiators, the momentum wheel, and the 
solar panels may also be accomplished by EVA operations. Replacement and 
servicing of RCS packages is to be accomplished by the Remote Maneuvering 
System (RMS) . 

Visit*.' ts the Space Processing Facility will eventually be scheduled to 
harvest a full load of processed material ana will nothin' tec-fere with normal 
processing. Specific processes will have periods of material change-out and 
the Shuttle may dock at these times. 

Other Factory Capabilities 

The Space Processing Factory is configured to accommodate a varied supply 
of specialized gases in tanks mounted on the internal structure. These gases 
will be used in specific space processes. 

The L02 tank of the external tank will serve as a fully contained dumping 
facility. This containment function may be required to maintain a pure en/iron- 
raent in space in the vicinity of the process modules. The L02 tank may also be 
useful for re-filling and use as a propellant tank in certain orbital transfer 
operations. 

Space Processing Candidates 

Processing of oaterials in space environment is still in its infancy. 
Experimental furnaces, levitation units and vapor transport devices are 
currently being designed for early Shuttle flights. The results of these 
experimental procedures will serve to guide future programs and product manu- 
facturing toward a dedicated Space Manufacturing Facility. > 
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Many products, some not yet conceived, will be experimentally processed 
in space. The extension to a production facility will depend upon the enhanced 
quality and economic advantage gained by space processing, 
o 

The presently propose,. Space Processing Facility has been designed to 
accomplish the melt zone refining of silicon crystals and crystal growth. The 
power requirements and the raw material weights have been tailored to fit within 
the capability of the proposed design. 


This process and the associated designs are considered representative of 
other processing modules only in the sense of providing a basis for estimating 
the rough order of magnitude sizes , we ights and c nsts that may be anticipated 
when space processing facilities reach operational status. 

Zone Refining and Crystal Growth Concep, 

The design of zone refining and crystal growth hardware has been accom- 
plished by other researchers for early Shuttle flights; however, an extrapolation 
in specimen size, weight, furnace' power and number of processed boules was felt 
justified to guarantee a high yield, low number of visiting periods and efficient 
utilization of power. The characteristics of the resulting process are as 
follows: 

Boule 5 cm, dia x 1 meter long 

Growth rate 5 cm/hour (continuous) 

Power/Fumace - 20 kW (continuous) 

Number of Furnaces /Factory 15 

Furnace and Magazine Design 


The experimental furnace concept devised by otheis wan retaired but sized 
as shown in Figure 58, to process the larger boules. The scrap length 'of the 
boules was minimized by using a hollow chuck for a rotation drive. The tra- 
versing mechanism was designed to process over a 100 cm length of the 115 cm 
boule. Support of the ooule was by the large bearing on the hollow chuck and 
a conical socket on the other end of the furnace. Each boule requires a seed 
attached to the 5 cm diameter material and the seed end is ground to act as a 
jewel-type bearing. 


The multiple furnace arrangement, sho’.m in Figure 59, is supported within 
a 4 meter diameter structure that is connected to a boule magazine that is 
Indexed in 3 dogree increments for each product change-cut period. The magazine 
llios circumferential storage of boules at radii corresponding to the furnace 
locations. Total capacity is designed to be 750 boules or 7,772 lbs of raw 
material. 

Shuttle Service and Product Yield 

■/ * 

The operation of ineertion/retractlon of 15 boules may be accomplished in 
4 hours time with 20 hout9 allotted to processing time. This arrangement will 
yield the following: 
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1' Day 
60 Days 

1 Tear 

o 

Product Weight/Yeer 


15 boules 
750 boules 
4500 boules 

21,150 kg/yr (46,636 lbs/yr) 


For a 8 ingle factory, a total or six service flights wcu?d be required, 
however, if two factories were in operation these sane six Cl. ghts could trans- 
port the raw material and finished product in the Shuttle payload bay. 

Economic operations would probably require about 30 fligh-.s per year to service 
a total of ten factories. This tea-factory complement would yield 211,500 
kilograms of finished procuct per year. 


GEOSYNCHRONOUS ORBIT FACILITIES 

At last count, more than 70 functioning satellites are hovering above the 
earth's equator at the geosynchissous altitude. These satelli'es are devoted 
almost entirely to high-data-rat® .conaunications, ar.d their RF transmissions 
have already begun to suffer from nutuai interference. Certain favorable 
longitudes, particularly those serving Europe and North America, contain heavy 
concentrations of powerful transmitters , Moreover, future projections indicate 
that a population explosion of new satellites is soon to occur in this import- 
ant spatial region. As tne projections in Figure 60 indicaTTe-r'W^h ifffSeT the 
most .pegs-imist-ic set -of of satclttaRw '3t j;eo£yni4'r4B& 

-^p’4 cA&sU-cq £&£ 

satellite population could increase by a factor of six or more. 

The level of difficulty experienced f*“on crosstalk between adjacei 
satellites is frequency dependent. At 4 to 6 GHz (the frequency band now in 
most common use), authorities recomend an orbital spacing of 4° to 5° to 
insure acceptably low levels of-auttial interference. Thus, in accordance with 
the projections at the bottom of Figure 60, serious problems will begin to 
emerge at several different orbital locations in the early 1980's. Ar 20 to 
30 GHz the interference problem is considerably less severe; a 1° oilital 
spacing is believed to be entirely collerable. However, even with tnis rather 
tight spacing, the 1980 satellite population will begin to approach the limits 
in some regions, particularly toose due south of the European mainland. 

The Geosynchronous Platform 

A multifunction communication platform is one realistic technique that 
could alleviate the problem of orbital crowding to some degree. By performing 
several different services such an approach could significantly reduce the 
total number of geosynchronous satellites that would be required to carry out 
any given list ot communication services. Moreover, a platform that handled 
combined services would be more efficient and more economical for several 
different reasons: 

1. Tire various subsystems on board the platform would profit from 
the sharing of thermal control, stationkeeping, orientacion, 
electrical power and groxed support operations. 
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2. Multifunction geosynchronous satellites would benefit from the 
economies of scale. In particular, a larger spacecraft would 
have a larger total weight, smaller unit weights, and lower 
launch costs than would result if each function utilized a 
dedicated satellite. 

3. Increased versatility can be achieved by multifunction design. 
Specifically, the use of an integrated-satellite design permits 
interconnecting or cross strapping of multiple missions. It 
also results in fewer costly relay links and ouch higher quality 
signals than would otherwise be attained. 

Of course, combined missions also give rise to a few bothersome difficulties 
and these will be discussed in a later section. However, despite these 
difficulties, it is the opinion of the analysis team that the geosynchronous 
platform concept offers distinct advantages for the execution of a broad class 
of missions m an economical way, and tuat it is an attractive technique for 
the efficient utilization of the increasingly crowded orbital slots at the 
geosynchronous altitude. 

Platform Description 

The geosynchronous platform is sketched in Figure 61. Basically, it 
consists of a satellite antenna platform, a cower distribution and control 
installation, a 2 degree-of-f reedom turntable structure, a. solar cell atray 
and a docking ring for Shuttle servicing and or.-Tbit assembly. 

The 500 kW array is constructed of nine beams of 178 meter length. These 
beams have connecting structures every twenty meters. The solar cell blankets 
and reflector sides are installer in the three longitudinal gutters of the 
structure. Gallium aluminum arsenide solar cells are utilized with a concentra- 
tion ratio of 2:1. The assumed collector efficiency is 18 percent, with a 
blanket thickness of 4 mils. 

A 16 meter diameter turntable is assembled to one end of the solar array. 

Tne interior ot the first bay of the solar array contains an installation of 
electrical dc-to-ac inverter machinery. The ac power is distributed into an 
antenna support platform through two large pivot herrings. Distribution of 
power is then controlled to each particular transmitter. ' 

Ancillary equipment includes radiators, RCS modules, water andgas storage 
tanks, communications and momentum storage provided by the rotating electrical 
conversion equipment. The crosslinks that relay data between duplicate geo- 
synchronous platforms utilize low intensity laser beams. 

•> 

» 

The total length of tire platform is 239 meters and the operational weight 
is approximated at 29,310 kg (64,629 lbs). 

The Services 


The geosynchronous platform is designed to perform five separate nationwide 
services, as described in the following subsections. 
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Broadcast Education 

1 

Provisions for five simultaneous color video channels are Included with 
broadcasts taking place 16 hours per day. The primary purpose of che domestic 
version of this system (see Figure 62 ) is to provide educational courses for 
groups that are too dispersed for servicing by existing techniques. For example, 
a fairly large fraction of the programming will be devoted to captioned and sign 
language broadcasts to help the 14 million deaf Americans gain new connections 
within our society and, in particular, our educational system. In-service 
education for school teachers, specialized training seminars for small business 
men, job training for unemployed teenagers, and many other types of courses of 
instruction will also be provided. 

t 

As shown in Figure 63, each user will have to purchase a meter rooftop 
antenna and a small black-box adapter. When produced in mass production 
quantities, the total cost of these items is expected to be about $100. 

The same space hardware can also perform important services for the less 
developed countries in the world. However, the program materials to be trans- 
mitted will be completely different. In general, the purpose of the programs 
to be broadcast in these areas will ba to help the local residents develop 
marketable skills and to aid them iu participating in the local economy. The 
equipment envisioned for these uses will be self-contained, rugged and extremely 
simple. As the estimates ir Figure show, black and white receivers, complete 
with antenna and adapter, are expected to be available for about $130 each. 

Similarly equipped color receivers that retail for $300 should also be possible. 

Pocket Telephones 

The geosynchronous platform is designed to provide pocket telephone 
services for 43,000 simultaneous users. If a five percent peak usage rate is 
assumed, this would mean that ‘.*00,000 communicators could be sold before the 
system would begin to reach saturation. In addition to routine and emergency 
communications, the pocket telephones will also be used in a national informa- 
tion system. The purpose of this system is to allow ordinary users to have 
instantaneous access to the useful information maintained within the Library 
of Congress, the stock market services and other large data systems. 

Three-watt hand-held transmitters, equipped with ? centimeter whip antennas, 
will transmit to a 18 meter dish antenna which, in turn, will feed the trans- 
missions into a 6 meter dish for relay to a smaller' dish antenna located on the 
ground. This ground antenna will be linked to the conventional telephone system. 

One advantage of this approach is that it interlinks the communicator with all 
the telephones in the existing system. Another is that it allows the complex 
switching hardware to be located on the ground where maintenance and modifica- 
tions can be carried out with relative ease. 

Electronic Teleconferencing 

The electronic teleconferencing system will provide 150 simultaneous 
2-way teleconferences between any locations in. the North American continent. 

Such a system will promote the efficient exchange of information while cutting 
fuel consumption, reducing pollution, and saving time for America's busy executives. 
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THE SYSTEM 


THE BENEFITS 



$100 


a OPTIMIZE SYSTEM FOR TOTAL 
U.S. PARTICIPATION 

« 5 CHANNELS, 16 HOURS/DAY 



® TEACHER/CLASSROOM 
INTERESJ 

e OUTSIDE SPECIAL 
INTEREST COURSES 
« RAPID UPDATE 
OF MATERIALS 
« BIG EVENTS 


e SPECIAL ED FOR 
SMALL BUSINESS 
o UPDATE ADULTS 
FOR CHANGING 
SOCIETY 

* SPECIAL EDUCATION 
FOR DEAF 
® DO-IT-YOURSELF 
SKILLS 


THRU PHONE INTERCONNECTS WE CAN ADD INTERACTIVE 
SESSIONS, COMPUTER CONNECTIONS, FACIMILE, TESTING, 
OPINION POLLING, ETC. 


Figure 62. Direct Broadcast Education — U.S. 
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THE BENEFITS fg 


^ ANTENNA PLUS 
1 SPECIAL B&W 
TV SET $150 
OR 

LARGE COLOR SET 
WITH POWER SUPPLY 
| FOR $500. 



® TOTAL COUNTRY COVERED 


® GROUND SETS MADE DURABLE 
INEXPENSIVE, AND EASY TO USE 

® SETS SOLD IN SMALL COUNTRIES 
PICKS UP ONLY THE APPROVED 
PROGRAMS. 

• TAILOR THE COURSES TO LOCAL 
SITUATIONS - EDUCATIONAL LEVEL, 
LOCAL JOBS, SPECIAL NEEDS 


° CAN LEARN LOCALLY USEFUL SKILL 
EVEN IF ILLITERATE 

e NO PIPELINE OF BOOKS, ETC. 
REQUIRED 

« INSTANTLY UPDATEABLE 

o WIDE VARIETY OF PROGRAMMING - 
HEALTH CARE, BIRTH CONTROL, 
BASIC EDUCATION, SPECIAL SKILLS 


WITH HUMAN KNOWLEDGE AND PRODUCTIVITY COMES A BETTErI 
LIFE PLUS BUYING POWER FOR HIGH-TECHNOLOGY PRODUCTS 


Figure 63. Direct 3roadcast Education — LDC's 
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An eacper i s pr s t al version of the proposed system, called Project Prelude , 
was recently set up at three large American corporations (Rockwell International, 
Texaco, and Jfoorgomery Ward). As Figure 64 shows, the 200-watt CTS satellite 
was usee in these experiments to transmit color TV images (including 0.5 .second 
freeze-frames), rapidfax and direct high-speed computer data throughout the 
course of this experimental series. 

Electronic Hail 

The fourth service of the geosynchronous platform is electronic mail. 

The system is set up to handle 40 million pages of mail with overright delivery 
from i)0p sortie? centers. Substantial improvements in service may eventually 
result froni this technique. It also seems likely that productivity gains will 
result from cbe fact that the mail can be sorted electronically and it will 
Arrive at its destination in a timely and reliable manner. 

The Ancetnas , 

f 

The geosynchronous platform uses a total of 30 antennas of various sizes 
in order to perfnrm all five of the required services. The sketches in figure 65 
show the relative positions of these antennas with shading to indicate whether 
they receive tiara, transmit data or operate in a diplex mode. The largest 
antennas which are devoi-ed to personal communications are 18.3 meters in 
diameter; ttce scaliest which handle electronic teleconferencing have a diameter 
of 1 meter. 

The pever requirements for the various services are also tabulated in 
Figure 65. The total power is 454.4 kw. In addition to the values in the 
tabulations, a 23 percent contingency is allowed, thus a total of 500 kilowatts 
is actually provided. 

The spot oeaaa patterns, transmission bandwidths, and the necessary power 
levels for cue rarious services are shown schematically in Figures bb through 
69: Also shown is these diagrams are the sizes, types and numbers of antennas 

and the rramsmX&sion paths. 

Technical Cons lea-rat ions 

A conceptual design of an early integrated geosynchronous platform Is 
shown in Figure cl. in consultation with Science Applications, Inc. (SAI), 
five naciorvide is r ormutiun services were selected, and the system parameters 
defined. These are: 

1. Hired 3roadeast Television - Multiple channels to be received 
on a modified conventional TV receiver. The entire CONUS area 
is do be covered (excluding Alaska, Hawaii,, and Puerto Kico). 
Programming would originate from a single ground Installation, 
but may be developed by any agency. 

2. Pocket Telephones - Multiple voice channels originating from 
remote. wireless extensions; to be connected to conventional 
fixed terminals, or other remote terminals via satellite. 

Saturation capacity to be at least 45,000 simultaneous transpactions. 


104 


ORIGINAL PAGK lb 
Or: POOR QUALITY 



105 


COMMUNICATIONS 
TECHNOLOGY SATELLITE 



DISPLAY EQUIPMENT ^ 

9 Full color 2-way largo-screen 
teleconferencing 
° Freeze-frame capabilities 

(up lo 2 frames per second 
® Rapid fax for hard-copy 
transmissions 

® Direct high-speed earnouts? links 


TELECONFERENCING 


Figure 6*. Video and High Data Rato Communications Demonstration 
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Figure 65. \ntenna Locations fcr die Geosynchronous Platform 
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Figure 67 . 


Pocket Telephones (ar.d ’>3110001 Information Services) 
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3. National Information Services - Direct access via satellite 
from home at business' intelligent terminals to computer-supported 

ydata banks, such as the Library of Corgress. Capacity requirements 
are not specified. 

4. Teleconte fencing - Two-way (or multiple) video links between 
Isolated ground sites. User locations would have studio-type 
facilities, including multiple cameras and monitors, switch 
gear, and communications. Capacity requirement was not specified. 

5. Electronic Mall - Facsimile transmission of personal and 
business correspondence. Terminals would be local Post Offices, 
linked to a regional sorting center bv cables or similar ground 
links. Sorting centers are interconnected via satellite, the 
number to be at least 800. The local Post Office would provide 
equipment to convert hard copy to electronic facsimile, and 
vice versa. Goal is to dcllve. 40 million pages (8-1/2 x 11) 
from source to destination over night . 

The conceptual design shown in Figure 70(X?g. 78255-001) was approached 
from three directions: to select appropriate communications parameters (frequent/ 
allocation, modulation bandwidth, antenna gain/directivity, total power required); 
to select an appropriate spacecraft configuration (power generation, pointing and 
stabilization, assembly methodology); to define the ground user terminals. 

Two crucial constraints were assumed: 

1. The total prime power generated should not exceed 500 kW per 
installation; this was felt to be the limit of large space 
structures technology in 1987 — and it assumes that SPS ■ 
development requirements dictate the specific approach. 

2. Frequencies must be in accordance with those allocated by 
international agreement for this type of service. 

A further guideline was assumed: that the system should be designed and the 
frequencies allocated so that the user terminal cost is inversely proportional 
to the number sold. Therefore, for services like personal communic itions, the 
remote telephone should be simple and inexpensive, placing the burden c£ 
performance on the satellita. Conversely, for elecironic mail tlieie would be 
relatively few terminals in the local Post Offices and, hence it can be m.-re 
complex and exp or si ve . 

Following a sequence of rather complicated trade-off trials, the satellite 
communications requirements were defined as follows: 

' Spacecraft Power Budget Prime Power 

Broadcase TV (.5 Channels) 270 k*? 

Personal Communications (45,000 Users) 127.4 kW 
National Information 
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Teleconferencing (150 Channels) 

34 

kW 

Electronic Mail 

13 

kW 

j 

Spacecrart (assumed) 

10 

kW 

Total Prime Power 454.4 

kV * 

Direct Broadcast Education 

Uplink 

14 

GHz 

Downlink 

i 

11 

GHz 

Ground Transmit Antenna 

1 

4.0 

Met 

I 1 

User Recieve Antenna 

1 

00 

o 

Met (2° Beamwidth) 

Satellite Receive Antenna 

4.7 

Met - Need 1 

Satellite Transmit Antenna 

6 

Met - Need 1 

Dc Power/Channel 

54 

kW Times 5 Channels = 
270 kW 

22 Beams (Transponders) Tices 5 

lfO 

Transponders, 265 watts 
RF, each 

Pocket Telephones 

Uplink /Downlink 

4.0 / . .2 GHz (to the Remote User) 

Uplink/Downlir.k 

4. 4/4. 6 GHz (to the Switching 
Center) 

Ground Antenna, User 

7 

• 

cm . -ties (to/from the 
Satellite) 

Oc. Power, User 

3 

watts (approximately) 

Dc Power j Satellite to User 

• i 

127. A 

kW 

► 

Number of Simultaneous Users 

45,000 

S/C Antenna, Transmit - 

IS 

Met - Need 3 (to the User) 

— 

6 

Met - Need 3 (to the 

Switching Center) 

National Information Service 



Would use personal communications 

system except for ground terminal 

and a larger user antenna. 

Teleconference 

~ 

• 

Uplink 

43 

GHz 

Downlink 

40 

GHz 

Capacity 

Up to 150 Pairs' 


Ground Site Antenna (Uplink/Downlink) 1.2/1. 0 Met 
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Satellite Antenna 

1.0 

Met - heed 3 

DC Power 

Approximately 55 w/Channel 

Total for 80 Channels 

34 

kW 

O 

Electronic Mail 

Uplink 

30 

GHz 

Downlink 

20 

GHz 

Satellite Antenna (Transmit) 

3.6 

Met, 0.28° BW - Need 6 

Satellite Antenna (Receive) 

2.4 

Met, 0.28° BW - Need 6 

. Ground Antenna (Receive) 

3.6 

Met 

Ground Antenna (Transmit) 

2.4 

Met 

Satellite ?J? Power /Beam 

14.5 

watts 

Number of Beams for Conus 

300 


Total DC Power 

13 

kW 

Average Transmit Rate 

1.0 

mbps, for 4 hours per 
day, 250 days 


per year 

Considering Che defined communications parameters, a preliminary space 
element concept was developed. The two major elements are the power generation 
system_and the platform system. These are described below. 

i 

Power Generation Subsystem * 

Tne power generation subsystem consists of four assemblies: (1) solar 
power assembly (2) DC/AC conversion assembly, (3) distribution assembly, 
and (4) sun orientation assembly. 

The power generation subsystem will provide a minimum of 500 kU of usable 
power to the spacecraft and payload systems as 115/230 vac, at i0.5 percent 
voltage regulation. Frequency shall be approximately 4000 Hz. The power 
allocations are: 


Spacecraft 

10 

kW 

Broadcast TV 

270 

kW 

Pocket Telephones 

National Information Services 

127.4 

kW 

Electronic Telconferencing 

34 

kW 

Electronic Mail 

13 

kW 

Margin 

45 

kW 

Total 

500 

kW 
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During operation, power shall be allocated 
expected demand is: 


Spacecraft 

broadcast TV 

Pocket Telephones 

•National Information Services 

Electronic Teleconferencing 

Electronic Mail 


on a demand basis. The 
Continuous 

16 hrs/day, 365 days/year 
Continuous 

8 hrs/day, working days only 
8 hrs/day, working days only 
4 hrs/day, working days only 


Solar Power Assembly . The solar power assembly is derived from the work 
dene oy Rodkwell for the Solar Power Satellite (SPS), assuming the technology, 
assembly methodology, and hardware derivatives developed for the SPS will be 
available for use in the desired time frame. Thus, the solar power assembly 
is a rectangular, triangle structure supporting three identical solar blanket 
gutters. It shall be assembled in a low altitude orbit by fabricating beam.! 
(using the SPS Beam Forming Machine) from Shuttle-supplied materials. On one 
face of each triangular beam is installed a reflective trough in which are 
l3id prefabricated solar bla>:<eta . As each beam is constructed, crcssties 
will be added. 


After primary structure assembly, interconnecting cabling, coarse (shunt) 
regulation elements, and thermal control elements are added. Three dc/uc 
converters are installed at one end, as is the payloud mounting ring. 

Hie total solar power assembly will be oriented with the solar blankets 
normal co the sun, ±3 degrees. The vehicle is at geosynchronous altitude, in 
the equatorial plane, at longitude 96° W. The long axis of the solar power 
assembly is no r mal to the orbital plane; thus, it must nod ±23-1/2 degrees In 
the meridian plane (yearly cycle) to remain oriented towards the sun . 1 1 raus t 
also rotate once per day on the axis in the orbital plane. 

The solar power array consists of two main structures: 

1. Solar cell-beam structure 

2, Turntable-power conversion structure 

Space assembly is initiated by construction cf the turntable. This structure 
consists oi 12 segments of ground manufactured box beams that are bolted 
together in space to form a 12-sided ring structure of a maximum diameter of 
16 meters. On this structure two tapered beams are' placed to locate the antenna 
platform pivots. Supporting structure and the dc-to-ac conversion equipment 
are mounted to the array side of the turntable. The electrical conversio n 
equipment is then spun-up to give the entire structure inertial stability in 
orbit for the attachment of other main structural elements . 

The second major assembly in orbit is the manufacture of jingle beams by 
a beam machine and the concurrent attachment of special shaped beams to finally 
arrive at a large triangular cross section containing nine longitudinal beams. 
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The so^ar array structure is aligned by tension wires and attached as a 
unit to the stub-beams of the previously assembled turntable. After this 
operation, the Shuttle remote maneuvering system is employed to emplace and 
fasten the solar cell/blankct rolls in Che three gutters, as indicatad. 

Electrical distribution wiling, electrical control hardware and system 
connections are made prior to the final close-out operation of draping the 
aide reflectors on each of the three gutters. 

Reaction control modules and reactant tankage are then applied to the free 
end and the turntable structure. RCS propellant otorage tanks remain to be 
applied to the turntable prior to an on-orbit checkout. The antenna platform 
description and assembly may be found in the Platform System section. 

DC/AC Converter Assembly . Each of the three identical panels will generate 
up to 167 kW; since it is a long (500 plus feet) panel, care must be taken to 
avoid excessive internal losses (I^ R) by implementing a high-voltage, low 
current design. Practice indicates that a nominal dc potential of about 2300 vdc 
is feasible without excessive penalty of insulation or danger of coronal 
discharge. Thus, the nominal current would be 60 amperes. 

It is necessary to transfer most of this power across a rotating joint to 
the payload. It is also desirable that the power delivered to the point of use 
(the payloads) be in the form of low-voltage ac. Due to the power level, it is 
not presently justifiable to assume a solid-state inverter, therefore, a 
mechanical rotating device was selected to perform the required electrical 
functions/conversion function. 

Such a mechanical converter, evan at 4000 Hz, represents a significant mass 
of iron , and an even more significant inertial momentum . To avoid providing 
compensating momentum, the three rotating inyerter3 are mounted, one on the end 
of each beam, nnd canted. Thus , the three mechanical inverters can also act as 
m omentum wheels to control the solar panel assembly orientation . 

Unfortunately, when these massive devices double as momentum wheels, it is 
not possible to have frequency and phase coherence in the output of the three 
inverters. Thus, each panel/inverter 1, considered as an independent, non- 
synchronized alternator, and the distribution assembly must be designed with 
thl3 in mind . 

I 

A trade-off is necessary to select the method of transfer of power across 
the rotating Joint. If slip rings are selected, they must handle large currents. 
An alternative is the Boeing-developed rotary transformer . Selection of the 
transformer woUld provide an additional degree of design flexibility in that a 
step-up or step-down transformation could be used to optimize physical parameters 
of the inverter to achieve orientation control without compromising the electrical 
performance. 

Distribution Assembly. The distribution assembly la in two parts. Part A 
is integral with" the solar power assembly and provides conditioned power to the 
sun orientation assembly, and the clock-drive for the rotation of the payload 
structure. Part B distributes power to the payload systems, and the payload 
mounting assembly subsystems, such as orientation/pointing and thermal control. 
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The distribution assembly also has a small battery pack, to be used during 
the solar occultation periods. Occultation occurs twice per year (at the 
equinoxes), but only for a few minutes each day and only for a few days. The 
battery is used to retain pointing control; it is not sized to maintain payload 
operation during solar occultation. 

O 

S an Orientation Assembly . The purpose of the sun orientation assembly ie 
to maintain the pointing direction of the solar power assembly. The torque 
necessary to correct errors is provided by controlling, lnaependentiy , the 
wheel speed of the three inverter momentum wheel s. The sun sensors are solid- 
state devices that are mounted along the long axis of the sola’ - power assembly. 
Several sensors in each of two directions would be used; a micro-computer 
would avemge the outputs and set the inverter's wheel speed. 

Volt age 'Regulation . Due to the variation in load current, and the varia- 
tion in wticel speed, several levels oi regulation are required. It is proposed 
that each panel have both a coarse shunt regulator across the blanket strings, 
and a fine inverter current regulator. The blanket strings will not be 
consistent in output, and may vary from the nominal 2800 vdc by as much as 
±50 percent.' lhe shunt regulators (one per string) would maintain the string 
voltage to about ±1 percenc of nominal. 

Varying the wheal speed tor reaction control will also cause the voltage' 
(as well as frequency) to vary. This can be compensated by adjusting the field 
current. This same method would be used to compensate for load variations. 

Although voltage regulation is not classified as a unique assembly, it is 
an important parameter for the payload systems design. Having a well regulated 
power source, each payload element power conversion element can be optimized 
foi performance. 

Platform Sy ,Lem 

'lhe platform structure is a flat disc, glmbailed to the mounting ring. 

On the front side are mounted the several antenni elements". Internally, and 
removable through the rear, are Lhe corresponding electronic components. On 
the periphery Is a standard docking ring used for servicing and 120 to GEO 
maneuvering. On the rear side are radiating elements for thermal control. 

Platform Structural Assembly . The antenna platform consists of a center 
recLjngular core structure that is 10 meters wide, 3 meteis deep and A. 2 5 
meters m length. On the pivot end, a counterweight power distribution compart- 
ment is atLachod. On the other end, a Shuttle-type docking ring is attached. 

The sides of the core have stub rectangular beams attached to act as linn mounts 
for lhe various antenna packages. On the reverse side from the antenna mounts, 
a truss structure is assembled to stand-off from the core by 6 meters (increas- 
ing the structural stiffness) to mount radiator panels for heat rejection. The 
center radiator panel has a powered longitudinal hinge in order to insure proper 
heat rejection under all conditions of sun attitude. 

The core structure is fabricated from rectangular beams, diagonal bracing 
and skin panels, where needed. These beams may be packaged within the payload 
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bay of the Shuttle or be manufactured in apaca by a beam machine and perforated 
colls of atrip aluminum . Joint and fitting attachments are designed for Shuttle 
Remote Manipulator System assembly. 

The main interface with the previously assembled' turntable is at the pivot 
location between the counterweight compartment and the main core structure r 
This pivot will be eventually outfitted with electrical power and control cables 
fed thru the center of the two pivot bearings. 

Orientation Control Assembly . The vector normal to the front side must be 
oriented in the meridian (96° west) plaue, and the 40° north parallel (latitude) 
within +0. 01 degree (±36 arc-seconds); the 12 o'clock axis must also be in the 
meridian plane to about the same precision. The antennas, which are rigid ry 
mounted, have a -3 db beamwidth of 0.28 degree; therefore, the platform should 
be held within 0.03 degree, nss error, to avoid signal degradation . 

The different pointing orientations of the solar panel assembly and the 
platform assembly dictate a separate orientttion control mechanism for each. 

The solar power assembly orientation system was described in the Power Genera- 
tion Subsystem section; the platform assembly must be more precise and requires 
a ground reference better than horizon sensors. 

T he suggested approach would establish a pilot beam transmitter at the 
central ground location, and a cr o ssed-basellne interferometer on the platform . 

A carrier frequency ofc 1.0 GHz to 10 GHz would be suggested to minimize atmos- 
pheric refractions and atmospheric absorption effects. An electromagnet wave 
with a GHz frequency has a half-wavelength of IS cm., -hich represents the 
zero-order spacing of the antenna elements. Zero-order spacing would provide 
direction cosine resolution to about 1.0 degree; to achieve the desired 0.01 
degree requires another set of elements (on the same baseline) spaced at about 
100 wavelengths (30 meters), which is twice the diameter of the platform. A 
trade-off is required ,o establish the optimum parameters. 

The interferometer establishes the normal vector orientation; arother 
reference is needed to orient the 12 o'clock vector to the meridian plane. A 
star-tracker is suggested for this ourpose. The reference star should be near 
the meridian, and near the celestial pole; Canopus, in the southern hemisphere 
has been used by previous space venicles . I 

The needed torque would be provided by three control moment gyro's. 

Coarse movement for acquisition, and momentum-dumping would be provided by 
peripheral reaction jets. 

The characteristics of the user ground terminals are summarized in Table 2. 
The 100 Kilowatt Geosynchronous Platform 

The baseline 500 kilowatt geosynchronous platform provides an impressive 
array of Services for Lne people in the United States and the rest of the world, 
but it is also power-hungry and relatively bulky. An alternate approach would 
entail the use of a smaller less powerful platform which might eventually be 
widely duplicated several dozen times. The sketch in Figure 71 shows a 100 
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Table 2 Preliminary Design Selection Parameters for Geosynchronous Platform. 


SERVICE 

DOWN-LINK 


USER TERM 

GND TERM 

BROADCAST EDUCATION 

20 GHz 

WBFM, 13 Beams 
i Channel 

30-GHz 

WBFM, 1 Beam 
1 Channel 

Conv. TV wi th 
Converter and 
Antenna 

Conv. TV, LI ve and 
Tape 

POCKET TEl EPHONES 

20 GHz 

D : g Voice/Data 
FM, Mult. Access 

20 GHz 

Hand-Held Unit, 
Battery Powered 

o 


30 GHz 

WB Multiplex 
Mult. Beams 

30 GHz 

WB Multiplex 
I-Beam 

j 

Conv. Telephone 
Exchange 

INFORMATION SERVICE 

Pocket Telephones 
Link and/or 
Standard Phones 

- 

Intel 1 igent 
Terminals to 
Central 

Compu te r 1 zed Data 
Bank 

TELECONFERENCE 

Use BC Education 

Add Multiple 
Beams/Channels 

Conv. TV wi tt 
Converter 

Conv. TV, Live 

ELECTRONIC MAIL 

20 GHz 
50 Mbps 

30 GHz 
50 Mbps 

Photocomposi tor 
at Local Post 
Office Over 
Opt! c Cables ; 
Distribution 
by Local 
Postman 

Magnetic Tape or 
Optical Readers 
at Region Center 
for Distribution 
or Relay to Other 
Centers . 
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kilowatt platform with capabilities that are structured along these lines. For 
example, rather than providing five channels of T.V. , it provides only one and 
rather than handling 45,000 simultaneous pocket telephone conversations, it 
handles 15,000. In addition, it time-shares power by restricting the electronic 
mail services only to off-peak hours. 

The result is a platform (shown in Figure 72, Dwg. 78255-003) that is 
smaller, less complex, and considerably lighter than the 500 kW version. How- 
ever, in view of the restricted services, it is not as light as might be hoped. 
Although it provides only one-third to one fifth the services of the 500 kW 
platform, it weighs almost half as much. Moreover, it puts more stringent demands 
on some of the ground equipment which would raise its price. Thus, as would be 
expected, the smaller version is a viable possibility despite the fact that it 

loses some of the economies of scale. 

I 

Platform Design Philosophy 

The advantageous properties of multifunction* geosynchronous platforms 
have been adequately documented in the previous sections of this report. 
Unfortunately, such a platform also involves certain intrinsic disadvantages. 

These include more complex institutional and political arrangements and 
difficulties with mutual illumination of the various types of antennas. In 
addition, the integrated design suffers from the fact that the most stringent 
mission requirements (e.g., spatial location, stationkeeping and inclination 
control) must be imposed on all tne mission elements. 

Another crucial problem centers around the difficulties of insuring 
centers around the overall reliability of these complex and vital services. 

Some observers express concern that a failure in the hardware devoted to one 
of the major services could cause permanent failure in the overall system. 

Tire disruption that would then result could be intolerable to a complicated 
Industrial society. Although communication satellites have evolved with 
extremely high reliability levels, tills is a valid worry. One way to minimize 
its likelihood and its impact is to utilize a series of scaled-down satellites 
each of which performs eiLlior a dedicated service or a relatively small number 
of separate services. The result should be an overall system that would then 
experience not total failures, but only graceful degradations. However, as 
lias been shown, this solution would substantially increase the total weight 
and cost of the overall system. 

Another cruc.al tradeoff is intimately interlinked with system reliability 
1L involves the possibilities for using remote teleoperators versus manned 
maintenance repair and modification services. Teleoperators- would most likely 
he far cheaper than manned systems, however, tnore are questions as to whether 
they can perform the necessary functions in an efficient and reliable way. 

Manned systems are more desirable in many respects, but far more costly and 
they cannot be made available in Che , a’ue early time fiame. 

Services are obviously a pacing item in the future of epj'.'Z induitrialii.a- 
uon, and multi function communication platforms seem to have.many advantageous 
properties. However, they also give rise to Certain unexpected difficulties. 
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Within the context of this broad space industrialization study it was not 
possible to consider even the issues identified above in a sufficiently 
detailed way . However, these Issues and most likely others are crucially 
important and it is our recommendation that they be addressed in detail in 
subsequent studies. o 

HIGH INCLINATION ORBIT FACILITIES 

The satellites located in high inclination orbits are imminently suited 
to rcpetative, dose-range observation of the earth over a period of a week or 
two. Satellites of t,his type include advanced versions of the Landsats and 
Seasats, as well as some elements of the global weather ano resource base. 

One advanced observation satellite, the Lands at D, is sketched in Figure 73. 
As can be seen from the descriptive material in the figure, this space vehicle 
weighs 145 kilograms and carries 84 separate detectors. The spatial resolu- 
tions and the interfaces between the l3ndsat D and other space vehicles are 
also sketched in the figure. Significant improvements in its sensor capabilities 
can be provided by the more advanced earth observation satellites which are 
discussed in the next few major subsections. 

Repetitive Earth Observations 

During the course of the Space Industrialization study, eight observation 
objectives were identified. These can be divided into two pon-overlapping 
groups — repetitive, indicating an update scan of weekly or seasonal rates, 
and a one-shot mapping that may not scan more than once per decade. The latter 
are obviously candidates for short-life, recoverable, dedicated satellites, not 
necessarily integrated into one vehicle. The former are more on the order of 
semi-permanent , multipurpose, perhaps, replicated or in multiple oroits. 

These missions with repetative objectives can be listed as follows: 

1. Crop measurement (global) 

2. Ocean resources/dynamics 

3. Water resources (land) and run-off forecasts 

4. Global effects monitoring 

These objectives can be fulfilled to a degree by the sensor technology which is 
being developed for Landsat. In general, this technology includes methods for 
making observations in the electromagnetic spectrum fron radio (millimeter) to 
U.V. , divided into suitable wavelength bands. 

One-Shot Earth Observations 

The one-shot (or infrequent) earth observations can be listed as follows: 

1. Oil-mineral location 

2. Topographic mapping 

3. High-resolution resource mapping 

4. High-resolution radar mapping 
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TU*S 
ANTI NS A 




DELTA 3910 LAUNCH 

TORS COMPATIBLE 

SHUTTLE RECOVERY CAPABI LI-TY 

MAXIMUM WEIGHT 3660 LBS. 

ALTITUDE 705 KM 

POWER < 1500 WATTS 


PHYSICAl CHARACTERISTICS 


T" MSS 

TM MSS 

No detector* 84 26 

Operating 190 C5 

po Nf, Vi 

Weight tig 145 65 

Length in 7/ 00 

V.idth. m 24 21 

Height «n 29 23 

Scan rtnrroe, m 21 13 


i 


Figure 73. Landsac D Overview 
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In general, these objectives can be fulfilled by photographic sensors 
(passive) and' y radar (active) sensors. Their intended result is an image that 
is directly related to the terrain and precision surveying. Operationally, 
these sensors cculd be injected . ito a lew altitude orbit where they can collect 
data for one con^lete ^global survey, then be recovered to process the data. 

Tables 3 and 4 identify typical sensors applicable to each objective, 
and their pertinent characteristics, in so far as they are definable. Since 
the microwave radiometer antenna is so large in comparison with the other 
sensors, it seems desirable that this sensor should be placed on a separate 
platform. This is the approach that was alternately taken in the Space Indus-r 
tviaXization study efforts. 

Earth Observation Platform 


The earth observation platform (see Figure 74 ) is configured as a versatile 
3ensor platform that is Shut tie- launched and capable of gathering thematic and 
multispectrai data similar to that obtained from Landsat D. The increased 
spectral capability is obtained from three thematic mapping installations, two 
multispectrol camera positions and two return-beam vldicon equipment locations. 

The platform shown in detail in Figure 75 (Dwg. 78255-006) utilizes space- 
proven equipment from the Landsat series of satellites. Improved subsystems in 
Lhe area of data handling, recording, solar at ray power generation and attitude 
control all contribute to a significant increase in the mean-time-betw« in-servicing 
and multi-frequency information retrieval. 

The structural hardback of a triangular shape has been retained (similar 
to previous satellites), however, the length and support provisions for the 
TORS antenna, as well -as the solar array has been changed from Landsat 0 
configuration. Provisions for various propulsion modules and Shuttle-mounted 
module exchange hardware has been retained. 

Total overall weight is estimated as 4000 kg — about 30 times the weight 
of the Landsat D. Additional weight (chargeable to payload) of the Shuttle 
support cradle, sensor services during 1 aunch, wire harness installation in the 
payload bay may be expected to be well within the Shuttle launch and retrieval 
capability. 

1 ' 

The thematic mapper information growth will be increased to 252 detectors 
and 21 bands. The multispectral scanner information will increase by a factor 
of two over Landsat D information. Major performance improgements and utiliza- 
tion of selected frequencies may be expected over the life of this satellite 
platform. 

The 1 Shuttle launch configuration of the earth observation platform is 
sketched in Figure 76. As can be seen, the space vehicle fits snugly into the 
Shuttle cargo bay. 
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Taole 3. Sensor T/pes for Various Missions 


OBJECT 1 ’/£ 

PA GAP 

ip 

SCAN 


E 

MW 

RADIO. 

REPETITIVE 






Crop Measurerent '.Global) 



/ 

X 


Ocean Resources & D/na-ics 


X 



X 

Water Resources (land) Run-Off forecast 



X 


X c 

Global Effects 


- 


X 

X 

ONE-SHOT 






Oi 1/Mineral Location 

X 


X 



Topographic Mapping 

X 


X 



Resource Mapping 

X 

- 

X 

- 

. 

Radar Mapping 

y 


X 
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Table 4. —Earth Observation Sensor Characteristics 


SENSOR 

CHARACTERISTIC 

WEIGHT 

KG 

(SIZE) 

POWER 

KW 

RESOLUTION 

SWATH 

DATA 

FORM 

QUANTITY 

S1.0M 

RADAR, (SAR) 

Active Mapping 

1170 

(3.6 m3) 

2.4 

15 M 

90 KM 

Film 

9.5" 

1 per min 

20 

HI RES IR SCANNER 

IR Emissions 

155 

(4.0 m3) 

0.25 

10 M 

40 KM 

Film 

5" 

1 per sec 

3.1 

I.D. CAMERA 

Mapping 

56 

(0.3 m3) 

0.09 

0.3 M 

800 KM 

Film 

1 per 
18 sec 
(Stereo) 

8.0 

MULTI SPECTRAL 
. CAMERA 

E.M. Emission 
Survey 

155, 
(1.3 m3) 

0.16 

1.0 M 

400 KM 

Film 
70 -MM 


4.0 I 

MULTI FREQUENCY 
MW RADI METE ft 

Temperature 

Measurements 

\ 

8 X 105 
50 M Dia 
25 M Len 

? 

— i 

200 M 

800 KM 

Digital 

About )03 
bi ts/sec 

170 | 
J 


*AbstTacted fr«.« Solar Terrestrial~Obaeroatory Requirements, by P. Fagan, Rockwell International, 
OQ Space Division (June 6, 1977 ) - 
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One-Tine Observation Satellite 


The one-tine observation objectives can be satisfied by a Shuttle-launched 
high-resolution radar supplemented by an optical identification or metric 
camera. As in the repetitive objectives, the radar completely dominates the 
vehicle design, in the size of the antenna and the power required. In addition, 
there are significant data processing and data storage problems to solve. 


At this time, no realistic preliminary design data has heen uncovered other 
than that of a prototype suggested by Ivan Becky's Aerospace report. For this 
reason, a basic engineering mission and radar data analysis was conducted on 
the following spec i fi cat ions : 


Uigh-Kesolution 
X)rbit, polar 
Swath width 
Resolution 
Array 

Prime Power 


Side Looking Radar 

925 km (103 run. period) 99.15° 
370 km 
15 meters 

3 meters by 15 meters 
] 2 kW 


incl. 


Lngineering Analysis 

A auick analysis of the geometry indicates that for a 925 km altitude, 
the distance (range) to the horizon is about 3300 kr, and the dovnu/ard look 
angle £o the lion/on is 63 degrees. 

I 

If such .i vehicle utilizes a repetitive pulse rate of 900, there will be 
hole a in the plot representing the transmitting time. These holes would have 
tneiif intensity (in reception) reduced by the inverse of the duty cycle, thus 
Lite duty eyrie should be quite small, at least 1:100. 


The lack of design data in this description dictates the following 
assumptions. We can assume that the 10 x 50 dimensions represent the antenna 
array, and Lliat this is oriented with t*je 15 meter length i.n the direction of 
the velocity vector. We cjn also assume that the carrier frequency would be 
chosen in or near L-band, e.g., 1.2 GHz. This would help minimize the atmos- 
pheiic refraction and absorption. 

At a 925 km altitude (103 minute period), the subsatellite track speed is 
about 7000 meter per second; to obtain 15 meter resolution, the pulse rate 
should be about 900 pps, and as short as possible. The travel time (2-way) 
from the radar to the nearest ground point is about .006 second, so the mini- 
mum integration time (interval between pulses) is somewhat greater. The reason 
is that the pulse must be directed in the forward direction (so called squint)-, 
in fact, side looking radar systems work best when the look-angle is almost at 
grazing incidence to the horizon. 


Of course, the angle should be determined by how long the pulse 

requires to return 1 rom the horizon, and the amount the subsatellife point 
advances in tin.' time. Thu two-way time for horizon range is about 22 x 10” 
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seconds. In tnis time, the subsatellite point will advance by about 150 meters. 
Compared to ISOO miles, this is insignificant, so it can be neglected in all 
subsequent calculations. 

Since the two-way travel time is 22 milliseconds and the pulse period is 
1.1 milliseconds, some 22 pulses will be transmitted before the first pulse 
returned. In this time, the spacecraft will advance about 185 meters in its 
orbit. 

The antenna length of 15 meters is effectively multiplied by the number 
of reflected pulses it can receive. Each ground point acts as a reflector, 
varying from diffuse to specular; specular reflections are intense, but only 
over a limited angle; diffuse reflections-are less intense, but are reflecting 
in all directions, corresponding to a cosine law distribution, and so are about 
equally effective as a specular surface. The limit of visibility is set more 
by the antenna 'directivity than the reflector's surface characteristic. For 
an L-band antenna, 15 meters long, the gain should be about 60 (14 db) and the 
beamwidth about 6 degrees. 

To put it differently, the receiving antenna is (for a 3300 km range) 
equivalent to 35 kilometers in width. For shorter ranges, the equivalent 
length is proportionally less. While this is not a real design, it points out 
the most interesting factor of a side looking radar system — that the limiting 
range is not bv the common inverse fourth-power law, but more nearly an inverse 
square law, because at greater ranges more pulses are received. 

It is interesting also that the angular resolution of a side looking radar 
does not degrade with' increased range. With the proper image processing 
algorithm, the final result is equally sharp over the entire frame. 

It the satellite is placed in an orbit at 925 km altitude, it will cross 
the equator (assuming polar orbit) eve ry-25.75 0 in longitude, which is about 3700 km 
along the equator. Thus, the projected swath width (3300 km) and the successive 
nodal crossings (3700 km apart) are compatible so that in one 12-hour, mission 
the radar would map the entire globe one time. 

I 

Concluding Remarks 

Eased on the previous engineering treatise, it is suggested that this 
one time mission be performed by a descrete Shuttle payload mission. The 
antenna assembly could be installed in the Shuttle payload bay, orbit at a 
lower altitude for five to seven days, and accomplish the same objective. 

To accomplish this one-time data gathering mission, the Shuttle would 
have to be reconfigured for additional electrical energy — about 1500 kW 
hours (12 kW x 24 hrs x 5 days). TVo mission power kits of 840 kW hrs each 
would be adequate for thin requirement. The 12 bW estimate included tne 
spacecraft services of communications, processing and stabilization. 

Considering the above engineering analysis and a proposed use of the 
Shuttle, no satellite has been designed to accomplish these one time objectives. 

It should be mentioned that only one Shuttle mission is required and that all 
data may be recorded and film is available for immediate return for processing ' 
and analysis. 
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Large Radiometer 

A sketch of the large microwave radiometer is presented in Figure 77 - 
Althougn i'C is much smaller than the hardware associated with some of the 
energy options, it represents the largest sensor structure that has been en- 
visioned in this Space Indu-itrialvzatLon study. The radiometer is a linear 
phased array with^a cylindrical parabolic reflector that has an aperature of 
200 meters by 262 meters. The linear array serves as a line source feed along 
the focal line of the linear parabolic reflector. The array forms the beams 
in the transverse plane iver a tl5 degree scan angle. 

As shown on the drawing (Figure 78), the radiometer contains essential 
elements of structure, mechamsrs Cor figure control, electrical power genera- 
tion by two 25-kU' power modules, stabilizing momentum wheels and altitude 
control equipment, as well as a complement of earth observation senscr cameras. 
The sensors and housekeeping functions of the configuration are rerviceo by t'e 
docking of a Shuttle orbjier to the center docking port. The overall --eight 
has been estimated at 256,284 kg (565,000 lb). 

Construction would be from Shuttle— supplied materials and by operation of 
a compliment of beam-form ^ng machines on orbit. The reflector surface as well 
as the shield panels are designed to be delivered in a rolled-carpet configure 
tion out of the Shuttle t ayload ba> . All other equipment to be emplaced is 
also compatible with Shuttle launch cjpability. 

Thermal signature data iron the earth surface may be collected in the 
discrete frequencies of 1.4 CTU, 4.99 GHz, 10.7 -GHz, 18 GHz, 22 GHz and 35 GHz. 
This temperature data is com xdered to be of value in determination of soil 
moisture, water and ice boundaries, sea and surface temperatures, ocean current ■. 
mapping and mixing phenomena of the atmosphere. 

DuLa Del' ver y to the Ground IKer 

With the advent of increasingly larger observation platforms equipped with 
large numbers of censors, the problem of transmitting the e“tra data to the 
ground users on tne available bandwidths of the RF suectrura becomes mcree® mgly 
difficult. There are three seemingly viable approacnes to solving or circum- 
venting this problem that received brief attention during the course of tne 
Space Industrialization study efforts: 

1. Put a service astronaut oti boar l the platform together with 
extensive computer 1 ardware and software to compress the 
amount of data that is to be transmitted tc the ground-Lased 
users. 

2. Put astronauts anywhere in space together with extensive 

, computer facilities and pump the data to him using geo- 

synchronous relay satellites equipped with high-data-rate 
lasers. After suitable compression, data summaries would 
be transmitted to the ground. 
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Figure 77. Microwave Radiometer - Eaith Observations 
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3. Pump die data to a desert station via geosynchronous relay 
satellites with lasers. For rainy days in the desert, a 
tethered balloon would be sent above the cloud layers and 
the data w<9uld be pumped to the ground through fiber optics 
bundles running the length of the tether. 

These options were briefly explored but not enough attention was devoted to 
them to resolve which (if any) is a viable option. 


SPS DEVELOPMENT ACUVITIES 

/ 

Except for the boleita, the SPS is the most ambitious of all the initiati.es 
that luve been advocated as a part of the jtpaac u\:us'tr > ialization efforts. Since 
the bPS plays such a pivotal role, it is discussed in detail in the following 
subsections. The uuLerial that is presented was extracted from a preliminary 
draft of the SPS Executive Summary, whxch is being published by the Rockwell 
International analvsis team as part of the SPS study contract. 

SPS Design 

Ilia photovoltaic concept for the SPS is sketched in Figure 79. This 
particular version was al the geosynchronous altitudes. It utilizes a 
t -iree- trough coni igurat ion and delivers 5 GW to the utility interface on the 
ground, it lias a single centrally located microwave antenna. 

GaAlA_> solar cells are used to produce the power using concentrators that give 
a 2:1 concentraLi on ratio. A wore detailed description of the system and 
subsystems is given in Table 5 - 

Figure 80 shows the end-to-end efficiency chain for the recommended base- 
line concept. which has been sized to provide 5 GW of electric power to the . 
utility Lusbar. With an overall efficiency of 6,08 percent, it is necessary 
to size the solar arrays to intercept 82.2 GW of solar energy. The quoted 
efficiency is the minimum efficiency, including the worst-case seasonal varia- 
tion (91 percent), the end-of-life (30-year) concentrator reflectivity (86 
percent), and the end-of-life (30-year) solar cell efficiency (15.2 percent). 

A summaiv of the satellite mass properties is presented in Table 6. The 
two major segments, the collector array and the antenna section, are nearly 
equal in mass. , The major contributor to the collector array mar.s is the power 
source, which includes the solar blanket and the reflectors. Tne solar blanket, 
is tne predominant mass. Antenna section mass properties are driven by the 
microwave i ower segment which includes the RF radiators and the klystrons. 

Total structure and mechanism mass is approximately 20 percent of the satellite 
dry weight. Total satellite weight, including a 30-percent growth factor, is 
36.5-million kilograms. Propellant resupply for attitude control and station- 
keeprng is a very small annual mass compared to the satellite mss. 
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Figure 79 . Photovoltaic Point Design Concept 


Table 5. Photovoltaic Point Design Characteristics 


OVERALL DESCRIPTION 

5-GW ROVER TO UTILITY INTERFACE 
GEOSYNCHRONOUS CONSTRUCTION LOCATION 
SINGLE MICROWAVE ANTENNA 
GEOSYNCHRONOUS EQUATORIAL OPERATIONAL ORBIT 

SUBSYSTEMS 

I ROVER CONVERSION 

* GaAIAs SOLAR CELLS 

* CONCENTRATION RATIO - 2 

ATTITUDE COrtTRCt/STAT lONKEEPING 

* Y-POP. X-IOP 

* ARSON ION THRUSTERS 

POWER DISTRIBUTION 

* AS.S KV DC 

* STRUCTURE/VIRING NOT INTEGRATED - 


MICROWAVE ANTENNA 

* GAUSSIAN BEAM * RCR WAVEGUIDE PANELS 

* 2>S-GMi FREQUENCY * TENSION-WEB, COMPRESSION 

* ELECTRIC PHASE CONTROL FRAME STRUCTURE 

STRUCTURE 

* ALUMINUM (GRAPHITE/THERMAL PLASTIC ALTERNATE AS NEEDED) 

* BEAM MACHINE CONSTRUCTION 

INFORMATION MANAGEMENT 

* DISTRIBUTED 
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Figure 80. Piiocovoltaic Point Design Fnd-Of-Life Efficiency Chain 


Table 6. Photovoltaic Point design 
Mass Statement 


• 

WEIGHT 

SUBSYSTEM 

(MILLION KG) 

COLLATOR ARRAY 


SIRUCT'JRES ANO MECHANISMS 

3 777 

POWER SOURCE 

8 830 

POWER DISTRIBUTION t CONTROL 

1 16b 

ATTITUDE CONTROL 

0 095 

information management l control 

0 069 

TOTAL ARRAY (DRY) 

(i3 ;■/) 

antenna section 


5TRIJCTURE ANO MECHANISMS 

1 685 

THERMAL CONTROL 

1 608 

MICROWAVE power 

7 012 

POWER DISTRIBUTION l CONTROL 

3 6 38 

INFORMATION MANAGEMENT l CONTROL 

0 630 

TOTAL ANTENNA SECTION (DRY) 

(16.167) 

TOTAL SPS ORY WEIGHT 

28 C86 

GROWTH (30t) 

8 625 

TOTAL SPS ORY WEIGHT WITH GROWTH 

36 509 

PROPELLANT PER YEAR 

0 060 


i 

i 
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i 

i 

i 
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Energy Con vers £im 

Figure Si shows the configuration of the SPS point design solar array 
wing structure. The concept is a three-trough, two-tier system. The structure 
is made up of ari-beam girders whose longitudinal members and transverse struts 
are fabricated cm orbit by a beans machine. Shear stabilization of the- tri-beam 
girders and tie wing itself is achieved by the use of X-tension cables. Cur- 
rent structure material is structural aluminum. Excessive stresses and/or 
deflections cmiHd drive the material selection to the regime of composites. 

The dineasiocs indicated have been verified to be adequate when the vehicle is 
subjected to a -amrst-case forces and torques environment in geosynchronous 
orbit in that they result in an acceptable margin of safety for a basic material 
thickness of 0. Zl^» no (0.010 in.), which is considered minimum gauge. 


TSIBEAM GIPDES SECTION 



BASIC BEAM ELEMENT 


Figure 81 . Photovoltaic Wing Structure 


Figur_ 8’ shrews the solar array blanket description and array character- 
istics. The pnlmx disign utilizes a GaAlAs solar cell efficiency of 20-percent 
AMO. 28°C. and the suing of the array is based on 125°C operating temperature 
(17.6% cell eff urgency) . The total output of the array is 9.92 GW with a 
voltage output cf i-5.5 kW for each array panel. The solar blanket weight is 
7.65*10’ kg, m.-.e total array weight (including the concentrator) is 
8.83*10’ kg. rht.B weight is based on a specific weight for the bTanket of 
0.25 kg/n~ and. 61.2*10'’ m 2 cell area. A cross-section ot the solar cell is 
also shown 'risirs 32 ) . The 20-pm synthetic sapphire (AlzOj) substrate, used 
in an inverse crisv-tation, also acts as the cell cover. The reflectors are 
."■composed odil2. 5-^jn.^lu.’ mized kapton. 
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Figure 82- Photovoltaic Energy Conversion System 


Power Distribution 

A I low ui.igr.m of the overall power distribution subsystem is presented 
in Tigure 83. Power obtained at the subarray is transferred to a summing bus 
through a swiLili gi ar (SC) ind manual 1' operated circuit-breaker . Power is 
then transferred from the nonrotating member to the rotating member of tne 
rotarv joint through slip rings and brushes. On the rotating member, power is 
conducted through switch gears to dc/dc converters winch output the six pnmarv 
voLtages required bv the kl\s irons. I'.icb voltage is conducted to a summing bus 
through a switc'i geir. Subsequent Lv, c.ii li voltage is conducted from the summing 
buses to the 135..864 klvstrons. 


• lOUl MASS - J 10 X 10* cG 
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Figure 83. PbotovolLaic Power Distribution Subsystem 
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Attitude Control and Stationkeeping 

y 

Trade studies indicated the desirability of a simple ACSS employing high- 
performance electric thrusters, and use of the Y-POP, X-IOP orientation and 
inertia balancing to minimize attitude control propellants. Figure 84 shows 
such a systemoemploying eight RCS ^uads , two on each corner of the spacecraft. 
The total RCS propellant requirements (see table) are low, due primarily to the 
high specific impulse (11,000 s) which is believed to be feasible with the 
argon ion bombardment thrusters. 



Figure 84. Photovoltaic Attitude Control and Stationkeeping Subsystem 


The dominant stationkeeping propellant requirement is the complete cor- 
rection of the solar pressure perturbation. This requirement can be eliminated 
if a ±3. 1-degree longitude stationkeeping accuracy is acceptable. The present 
staticnkeeping accuracy goal is 0.5 degree. An effort is currently underway to 
define a solar pressure correction policy which meets the 0.5-degree accuracy 
requirement, but will reduce the propellant requirement. 

The ACSS attitude reference determination system features , charge-coupled 
device (CCD) star and sun sensors as well as electrostatic or laser gyros and 
dedicated microprocessors. Five attitilde reference determination units are 
at various locations on the spacecraft to sense chemal and dynamic body bend- 
ing and to desensitize the system to these disturbances. The control algor- 
ithms will feature statistical estimators for determining principal axis 
orientation, i>cdy-bendlng state observers or estimators, and a quasi-linear 
RCS thrust command policy to provide precise control and minimize structural 
bending excitation. The ACSS hardware mass is very small relative to the 
30-year propellant requirement. 
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Satellite Antenna 

The basic satellite antenna configuration is shown in Figure 85 . Three 
main components comprise the structure — a tension web made from composite wires 
or tapes, a catenary cable that transfers the web tension to the vertices of 
the third component which is a hexagonal compression frame. Original analyses 
of this structure assumed arf allowaole midspan web deflection of only 0.75 cm. 
As a result, the structure weight '/as comparable with other concepts such as 
the rigid matrix system. Recent work in the microwave subsystem area indicates 
that midspan deflections of approximately one meter are acceptable with the 
resulting misalignment being compensated by electronic beam steering. 
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> ALUMINUM COMPRESSION FRAME 
' COMPOSITE TENSION WED 

> 21 KW/M 2 RADIAT'ON AT CENTER 

> 50 KW PER KLYSTRON (136,000 KLYSTRONS) 


Figure 85. Satellite Antenna 
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The smallest ant°nna building block is the power module, which varies in 
size from the one illustrated (which is used at the center portion cf the 
antenna) to 3.40 by 5.82 meters at the peripheryof the antenna. Ten different 
power module sizes are used to comprise the antenna. Each power module has a 
klystron located in Its center. The power modules are arranged into subarrays 
measuring 10.2 by 11.64 meters. Each subarray has its own phase control elec- 
tronics’. Nine subarrays are connected to form a mechanical module 30.62 by 
34.92 meters. The mechanical modules are attached to the tension uebs. 

Rectenna Concept 

\ 

Each rectenna is designed to accept power from a single satellite and pro- 
vide 5 GW of power to the utility interface. As shown in Figure 86, a typical 
rectenna site located at 34°N latitude covers „n elliptical area 13-*sra’'in the 
north-south direction by 10 km m the east-west direction. This area contains 
814 rows of rectenna panels tilted 40 degrees from the horizontal, providing 
an active intercept area of 78.54 km 2 . 
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Figure 36. Rectenna Site 


SPS Construction 


Ihe entire satellite is constructed in geosynchronous orbit. Construction 
equipment and materials are transported from LEO to GEO on a solar-electric 
propulsion vehicle previously described. Men are transported between LEO and 
GEO on a two-stage LH 2 /LO 2 rocket-propel led vehicle. 

The sequence and schedule for satellite construction are shown in Figure 87. 
A single integrated construction facility builds the structure and installs the 
solar blankets, reflectors, power distribution system, and other subsystem ele- 
ments located in the wings. Construction starts with one wing tip and progresses 
toward the center section where the rotating joint for the microwave antenna will 
be located. Construction then continues outbound, building wing number 2, and 
terminating at that wing tip. 

The first eight days are designated for preparation of the construction 
facility. Prior to the eighth day, sufficient materials have been delivered 
to satisfy the first several days of consturction — primary structural material 
(beam machine cassettes) for half of the satellite; solar blanket and reflector 
roll's, electrical conductors, and switch gear for the first two bays; and micro- 
wave antenna components. Since the rear side of the facility is always exposed 
to space with no interference tron the mam Construction activities, it is used 
as the jig for building the microwave antenna frame and as the location for 
assembly and installation of the lO'OO-m r.icrowave subsystem mechanical modules. 
Fabrication of the microwave antenna fur this Nth satellite was started on the 
50tn day of construction of the previous (N-l) satellite and is concmued up 
through the 48th day of construction of this satellite. At that time, it is 
ready for mstalTation on the slip ring mounted trumons. 

I r 

Each satellite wing consists of 12 ba>s which are 800 m long. These are 
constructed at the rate of one every two days using throe 8-hour shifts per 
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day. The structure and installation if the power conversion system of Wing 1 
is completed on the 34th day. While Wing 1 construction is taking place, the 
microwave antenna crews are proceeding with the assembly, test, and installa- 
tion of the antenna elements into tne antenna frame. The antenna assembly 
continues during, the construction of the center station. 

Subsequent to completion of Wing 1, the construction facility constructs 
the longerons and frames _in the center section, installs tne slip rings, con- 
structs the tension supports, installs the trumons, and installs power wiring 
in the center. Although 16 days are scheduled for this activity, the timeline 
requires only 12 days with two additional davs scheduled for transfer of the 
antenna to the trunion mounts. Two days are allowed for contingencies. 

Imnediatelv upon completion of the center section primary structure, tne 
facilities for the operation and maintenance base are installed and the first 
operational maintenance crew arrives to support installation of the antenna 
control electronics and satellite .heckout, which takes place from Day 50 
through Day 69. 

By the 51st day, all satellite hardware has been delivered. Or.-site 
logistics activities are thererore greatly reduced, freeing construction sup- 
port personnel for subsystems hookup and checkout during the Wing l construc- 
tion period. 

Use oi the construction facility is completed on Day 78, and fliaway 
transfer to the construction site of the next satellite occurs on Da> 84. 

Final satellite cneckout and acceptance testing is completed on Day 86. 


Figure S8 snows a perspective view of the tribeam construction facility. 
The facility is configured to restrain the free end of each cross-frame member 
as it is fabricated. After completion of each 800 m of longitudinal members, 
the construction facility is stopped, the cross-frame complexes are translated 
to their offset positions, and the cross-frane members are completed and joined 



>.\G& 


lS» 


Figure 88. Satellite Tribeam Construction Jig 
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Orbital Base Concepts 

Three orbital bases have been identified to support satellite construc- 
tion, satellite operations and maintenance, and low earth orbit logistics. 

These concepts are described below. 

Satellite Construction Base 

Construction of the satellites takes place in GEO at its designated opera- 
tional longitude. The concept for the GEO construction base is illustrated in 
Figure 89. Construction is accomplished almost entirely from the single 
assen)bly and fabrication fixture shown in the left side of the figure. A crew 
size of 640 has been established for accomplishing the construction in the 
scheduled time. The crew and their facilities are divided equally and are 
located on each side of the hexagon portion of the fixture. One of these 
320-men bases, shown m the figure, consists of 7 three-module crew habita- 
bility complexes plus two base management modules, two pressurized storage 
modules, and solar array power modules. 



The modules of the crew habitability complex are described in more detail 
later (Figure 9i). Each complex is composed of two crew habitability modules, 
each of which provides staterooms, personal hygiene facilities, qnd support 
subsystems for 24 crew members; ind one crew support module which provides 
galley, r icreat *'onal and medical facilities, and subsistems tor the 48 crew 
members of the two crew habitability nodules. Base management modules house 
the communications and control systems for the base and the const ruct ion 'facil- 
ity. The pressurized storage modules include workshops lor maintenance of 
construction facility elements and satellite hardware as required. 

Seven of the modules (indicated bv the dashed lines) are hardened against 
solar f’are radiation and serve as Cenpornri quarters foi the entire . rew when 
the base is Subjected to th it environment. 
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Operations and Maintenance Case 

Figure 90 shows the permanent operations and maintenance base which is 
installed on each satellite prior to comp.'etion of construction. This base is 
located near the center of the saEellite for best access to all parts of the 
satellite, and is installed subsequent to completion of the center structure 
as described In the discussion c" the construction schedule. A maintenance 
crew of 20 has been estimated. The functions of the five modules which com- 
prise the base aie identified in the future. The crew hahitabilitv module 
infernal configuration is the sine as for the 1 01 . struct ion base. The crew 
support module also has the sane internal functions as tne construction base, 
but occupies only" half of the nodule, the other hall bom, an integrated multi- 
crew member EVA preparation and airlock station. 



Operations and Maintenance Base 
(Crew Size: 20) 


Low Earth Orbit Base 

The LEO base personnel provide supervisory activities for transfer of up 
and down payloads between the HLLV and the OTV*s and perform the scheduled 
maintenance required by the COTV (changcout of thruster screens). Figure 91 
illustrates the concept for this base. ft has one or«.w hahitah‘lit\ nodule 
and one crew support module of the same com* igur.it ions as rhe OHO construction 
base, except that sis of the 30 st iterooms are located in the crew support mod- 
ule. Direct transfer of crew and equipment between the HI-LV and the OTV ’s is 
planned; however, multiple docking ports ind excess subsvstoms capacitv and 
power are provided for emergence staging support. 
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Figure 91. Low Earth Orbit Base (Crew Size: 30) 


Mass Flow to Orbit 


Satellite mass flaw requirements, categorized ay major subsystems to 
support the construction schedule of one satellite, is shown in Figure 02. 

The initial mass requirement can be a_, omniulated on one COP'- and wojIu be 
scheduled to arrive at the CEO site during the construction facility prepar- 
ation, which occurs during the eight days prior Co commencement of satellite 
construction. The schedule requires that all material he delivered in 72 days. 
However, it is planned to construct die antenna frame and commence installation 
of antenna components tor the ne\t SPS during the latter part of Lne construc- 
tion schedule. Material deltverv to support this construction is shown on the 
microwave antenna rotary joint line, which extends past the 72 duvs. 

A total of 409 HLlV flights is requir. ^ to transport 37j2xl0 6 kg, repre- 
senting the mass of one SPS, to LEO. Ten a -Vrent payload mixes, averaging 
91,000 kg each, have been defined mu set, • ed to support construction needs. 
An HLlV launch schedule of eight flights per dev lias been postulated an-* is 
shown as the top line of the figure. The schedule is within the projected 
launch rate capabilitv , considering other requirements su. h as maintenance 
material and crews. This results in tor.il SPS mass del lucre in 51 duvs — 

21 days ahead of the recuired completion — thus providing t onsidcrahLe margin 
for contingencies which could slow deiivcrv -rate. 

An analysis of cargo pack lg ing v. is conducted to assute th it the construc- 
tion materials can be pronerlv piekagcd in quat. cities consistent i/xtli constriii - 
tion requirements and in packages that ful,\ utilize the p <\load weight 
capability of the HLLV, »hile not e\i o-od ing the volune v constraints Tjble 7 
illustrates packaging icncepts for major elements of the satellite. These 
package configurations, sizes, and speeiiieJ quantities per satellite are 
designed for Cortot ib il ir.’ with the satellite » onstrui t ton i ifiieept md een- 
struction equipment described eirlier. 
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Figure 92 . Mass Flow Demands for Satellite Construction 


Table 7 . Cargo Packaging 


SPS 

ELEMENT 

PACKAGING 

PACKAGE DMENSIONS 

NO 

REQUIRED 

NOTES 

STRUCTURES 

CASSETTES 

OF 

ALUMINUM 

TAPES 

’0 !, “ 

1188 

4 DlfFERfNT 
TAPE LENGTHS 
2500 KG AVE MASS 

SOLAR 

BLANKETS 

ROILS 


1432 

750 M LENG1H/ROLL 
7134 KG/ROIL 

REFLECTORS 

n 

ROLLS Of 
'AB&lC-HINGED 
ALUMINIZED 
KAPTON SHEET 

tsm-H 

..iesi 

T 

144 

•y- ^ j-p:- _ 25 M 

400 M LI I 

(typi r rrr?r=n * m -hinged* 

UllD t AN£lJ 

L V^ .12.780 KG/ROLL 

1 i 

MW 

ANfENNA 

WAVEGUIOE 

Panels 

SUI ARRAYS 

0 S?3M ' 

n r 7M 

6W3 

• All SUIIAKBAYS HAVE 

SAMI OVI RAH OIMINSIONS 

• lOOlFffR'Nf PQAER MO&IIlf 

SIZES - ouantity varies with size 

• SUBAIbay mass IAVEI j 714 kg 
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The primary structure cassettes simultaneously feed each beam machine to 
produce the basic 2-m^.triangular beam elements used in construction of the 
50-m girders. All cassettes contain sufficient material to complete half of 
tlie satellite structure, thus requiring replacement only once during satellite' 
construction. 

Each solar blanket roll is 750 m long — the length required for one bay. 

For a SOO-m-wide bay, 22 of these 25-m-wide rolls are mounted side by side in 
the blanket layer and deployed simultaneously. End and side attachment 
materials and hardware are packaged separately. 

The reflectors are 600 m wide and 800 m long per panel when deployed. 

When packaged, the reflectors have an accordian-fold 25 m wide. The resulting 
25 x 600-m strip is Chen rolled for packaging as shown. 

The 6993 waveguide panels are the lowest density payload item and, there- 
fore, become a major driver in packaging and scheduling payloads. Based on 
the average shipping dimensions and mas-> for each panel given on the table, a 
maximum of 22 panels for a' total mass of 15,750 kg can be carried in rhe HLLV 
cargo bay. 

In addition, klystrons (which do not present a packaging problem) are a 
major payload item. The microwave anterna contains a large number of sub- 
arravs that, in turn, are composed of up to 50 power modules. Each power 
moduli has a klystron which is shipped co CEO separately and inserted after 
the subarray has been secured to the antenna. Each klystron has an average 
volume of 0.092 m 3 and weighs 45 kg; 135,864 are required for each satellite. 

i 

Propellant Production 

For each kilogram of mass to orbit, 16 kg of propellant are needed for 
the HLLV, assuming the use of a honzontal-takeof f , single-stage-to-orbit 
concept. Of this propellant, tne mass ratio of oxygen to hydrogen is 1.7:1. 
although oxygen comprises the greatest mass, production of hydrogen presents 
the greatest problem. 

Several processes were considered for the production of hydrogen. Of 
these, coal gasifica-ion and electrolysis of water appeared to warrant in- 
depth analysis. These processes were analyzed to assess relative production 
costs and, for coal gasification, the method of transport of coal or hydrogen 
to the launch site. It is assumed that electrolysis can be accomplished m 
the launch sice area, negating the need for long-distance transportation. 

The major results of this evaluation are presented below in Figure 93 and 
Table 8. Figure 93 compares the costs of liquid hydrogen delivered at the 
launch site.' Little difference in cost exists between producing the hydrogen 
at the coal mining site and shipping hydrogen to the launch site versus ship- 
ping coal (as slurry or on a cram) to the launch site and producing hydrogen 
at the launch site. Electrolysis costs (assoming 10-mil/ kW-l») are about twice 
the cost of coal gasification. As shown in Table 8, electrolysis has ocher 
advantages, of which environmental considerations are most lmDortanc. 
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COAL GASIf'CATION 
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Figure 93. Prelim’ nary Propellant Production Cost Comparisons 


These data need to be incorporated into an economic assessment to deter- 
mine impacts on total transportation costs. The synergism of the 3PS concept 
and elecCT-olysis would appear appealing if the overall cost impacts are not 
significant. 

I Table 8 . Comparative Summary 


POSTIVE FACTORS FOR: 


COAL GASIFICATION 


SPS ELECTROLYSIS 


• ENERGY REQUIRED 

• COSTS 

® ENVIRONMENTAL CONSIDERATIONS 

• TRANSPORTATION REQUIREMENTS 
® HYDROGEN ECONOMY 

• MULTI-PURPOSE FACILITY 


Rectenna Construction 


Major elements of a 5-GW recter.na site located at approximately 34°N lati- 
tude are depicted in Figure 94. In order to minimise electrical wiring from the 
rectenna panels, two electric al switch} irds ire omplovou , ejen with ids own con- 
verter and relay building. A rail spur Line .-ould he utili/cd, predominantly 
for the Construction phase, to bring in gravel lor the access roads and concrete 
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plants a&i transformers for the switchyards. The four concrete plants would be 
removed after serving their function. The rectenna farm of 10*13 km contains 
814 rows of rectenna panels tilted 40 digrees from the horizontal, providing an 
active intercept ^rea of 78.54 km'. Since an individual panel is 12. 24*14.69 m, 
some 436,805 panels have to be assembled on site and erected. 



switch vaid no i 


Figure 94. Rectenna Site Elements 


Since the selected rectenna panel concept is comprised of solid sheets 
1.35 cn thick, they are relatively insensitive to weatner. However, because 
they arc solid, high wind loads (up to 90 mph) must be considered m the con- 
struction of the support structure. Overall arriv deflections must be less 
than 3 cm. The support structure showr in Figure 95 emplovs preformed hat sec- 
tions, standard I-beans, and 3.5-inch-diameter Lube truces. The 1-beuns and 
braces support the structure on concrete piers. 
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Figure 95 


Rectenna Array Support Structure 
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Assembly of rei.Cer.na panels represents the major construction time chal- 
lenge. The large numbers dictate the need for an assembly and er-'ction concept 
like chat shown in Figure 96. Fundamentally, the concept is a mobile assembly 
jig which, after having completed its snare of the construction operations, can 
be disassembled and transported to 0 another rectenna site. The assembly jig can 
be loaded to contain 10 sets of rectenna panel elements. Since eacn set weighs 
2JC0 l'g (~4800 ib) , the 10 sets can be delivered to the jig on a single flat- 
bed truck. After the truck cr^ae lifts off a completed rectenna panel (see 
insert) from their loaded locations at the side and end of the jig, the hat sec- 
tions and I-beam Cube braces are conveyed into place. Stops are used to assure 
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Figure 96- Rectenna Panel Assembly Concept 


exact positioning and alignment. The manned truck-mounted crane unit then 
passes over the jig, securing tne hat sections to the I-neams and laying down 
the adhesive for the rectenna panels. These operations consume approximately 
21 minutes. Next, the rectenna panel crane moves longitudinally across the 
jig» placing each of the twenty 0.74-m-wide panels onto the completed structural 
frame. A geared eccentric roller on this crane provides the pressure to secure 
the rectenna panels to the frame. Wiring harnesses are then installed and the 
hoist sling is attached from the truck crane for removal of the completed unit. 
Ten array panels could be assembled in one eight-hour shift, but the number of 
assembly Jigs is based on one assemble per hour. Installation of the completed 
panel on concrete piers is estimated to take about 20 minutes. One truck crane 
and installation crew should be able go work with two asstmblv jigs at a time. 
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Impacts of rectenna siting alternatives on ease of integration into the 
power grid, power management, and cost have not yet been accomplished. This 
analysis requires an interaction between NASA and DOE activities. NASA must 
define the alternatives for rectenna locations, and DOE then must determine the 
impact of alternatives on the power grid. Three approaches to rectenna location 
that should bracket the possibilities are: (1) distributed, but near the load 

centers; (2) regional clusters; and (3) single location for all rectennas. 

TRANSPORTATION ELEMENTS 

A key element in overall feasibility of future space initiatives is the 
transportation concept(s), either available of projected to be available in 
the time frames being considered. Since transportation costs contribute signi- 
ficantly to the total cost of future space industrialization , methods of reduc- 
ing transportation cost or simplifying transportation operations is mandatory. 
Primary drivers in establishing future transportation system requirements are 
the projected high mass flow and flow rates to low earth orbit (LEO) and geo- 
synchronous earth orbit (GEO) . 

The Space Shuttle provides a new era of space transportation that will 
allow economical delivery and return of payloads from space during the early 
to mid 1980's. As new initiatives are started in the mid to late 1980's, 

Shuttle derivative configurations (SDV-1) with significantly increased annual 
cargo delivery capability (in excess of 6000 metric tons/year) will be avail- 
able at a cost/kg to LEO of approximately 15 percent that of the Space Shuttle. 

In addition, solar electric propulsion (SEP) concepts will be available to more 
efficiently transfer larger cargo masses from LEO to GEO. By virtue of their 
higher propellant specific impulse, the total cargo mass requirement to LEO 
(primarily propellant) may be reduced by more than 50 percent of that required 
of a chemical system. 

As we enter the 1990' s and begin exploitation of the various spkce generated 
energy options, another evolution in space transportation systems, will occur 
because of another quantum jump in orbital mass delivery requirements. A larger 
SEP system, with a payload delivery capability to GEO of up to 40 metric tons, 
will be required for transfer of solar power satellite (SPS) cargo. In addition, 
this SEP system may be employed as a proof-of-roncept for the SPSJ 

In the late 1990's, a new earth launch vehicle concept will be required to 
support the construction of the first operational SPS. A preferred concept is 
a horizontal launch slngle-stage-to-orbit vehicle uitn a potential annual 
delivery capability to LEO of 600,000 metric tons at a cost of $12 to 15/kg 
(1976 dollars). As we transition into the operational solar energy program, an 
even larger SEP system with a payload capability to GEO of up to 5000 metric 
tons will be required. This SEP transfer vehicle will fqjtther reduce the cargo 
mass to GEO by 80 percent of that required by a chemical OTV system. 

A brief description of some of the major future transportation system 
elements are described in the ' following paragraphs. » 
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Space Shuttle Derivatives (SDV-1) 


Basically, th^ Shuttle derivative configuration replaces the Shuttle 
. Orbiter with a cargo carrier capable of placing unmanned payloads of 84,000 kg 
in LEO, Figure 97. In addition, the Shuttle solid rocket booster (SRB) is 
replaced with lower operational cost recoverable liquid rocket boosters (LRB). 
The LRB's utilize derivatives of thejjpace Shuttle main engines (SSME). The 
derivative engine is a multi-mode engine which is capable of operation with 
LOX/RP and LOX/LH 2 to further reduce operational costs. The operational flew 
of the SDV-1 will be similar to that of the Shuttle transportation system. 
Because the vehicle is unmanned, a reduction in processing and launch prepara- 
tion tines may be expected. Minimum facility modif ication<= will be required 
for servicing of the LRB in lieu of the SRB. The recoverable elements of the 
SDV-1 consist of the LRB's and a propulsion/avionics module. Recovery of the 
payload shroud is optional (i.e., no apparent cost advantage). A typical 
mission profile is depicted in Figure 98. 


Since tile SDV-1 is designed for 'cargo only, the Space Shuttle Orbiter will 
continue to provide the required personnel delivery to LEO. The derivative 
LRB's will also be used with the Shuttle Orbiter to provide a greater Orbiter 
payload delivery capability and reduced operational costs. 
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Figure 97. Space Shuttle Derivative SDV-1 
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Figure 98. SDV-1 Mission Profile 


Horizontal Takeoff Single-Spa -e-To-Orbit (HLLV) 

The next generation earth launch vehicle will employ an airline transporta- 
tion concept in order to minimize operational maintenance and turn-around times 
and overall operations cost. The need for vehicle stacking and staging, and 
recovery of booster stages at sea will be eliminated. The winged HLLV is 
designed to take-off and land on standard -j-t aircraft runways. The only 
unique facilities will be those required for cryogenic propellant servicing. 

The single-stage-to-orbit configuration utilizes a wet-wing concept and 
multi-cycle airbreathing engines from takeoff to -M = 7. Three SSKE-type 
engines- are employed from M = 6 to LEO. The vehicle has a cargo bay 6 x 6 x 30 m, 
and is capable of placing 91,000 kg in a 550-km equatorial orbit. 

The winged booster, illustrated in Figure 99, is a tri-delta flying wing, 
consisting of a multi-cell pressure vessel of tapered, intersecting cones. 

The wing contour is a supercritical Whiccomb airfoil section with the leading 
edge modified to improve supersonic and hypersonic performance with essentially 
no reduction in subsonic performance. The outer panels of the wing and vent • ’ 
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• CLOSES FOR ROCKET 
BOOST AND RE-ENTRY 


Figure 99. Winged HLLV - HTO/SSTO Concept 


system lines in the wing leading edge provide the gaseous ullage space for the 
1112 fuel located in the inner two panels of the wing. LO 2 tanks are located m 
the wing about the c.g. , over the five inboard airbreather engines in each wing 
panel. 

In the aft end of the vehicle, three uprated SSME-type rocket engines 
(thrust = 1.8 x 10^ lb) are connected to a two-cone LH 2 tank with a double-cone 
thrust structure. Approximately 50 percent of the volume of the vertical 
stabilizer is utilized as part of the gaseous ullage volume of the LH 2 tank. 

The cargo bay is located forward of the LH 2 tank. The cargo bay floor is 
designed similar to the C5-A military transport aircraft; this permits the use 
of MATS and Airlog cargo loading and retention systems. The forward end of the 
cargo bay has a circular seal/docking provision to the forebody. Cargo is 
deployed in orbit by swinging the forebody to 90 or more degrees about a verti- 
cal axis at the side of the seal, and transferring cargo from the bay on tele- 
scoping rails. Recapture and reloading of the cargo in space is the reverse 
of that procedure. A size comparison of the winged HLLV and the C5A Galaxy 
is shown in Figure 100. 

Ten high-bypass, supersonic-turbofan/airburbo exchanger /ramjet engines 
with a combined thrusc of 1.4 x 10^ lb are mounted under the wing. The inlets 
are protected by retractable ramps that close the inlets and* fair the bottom 
surface into a smooth, continuous surface suitable for Sanger skip glider or 
high angle-of-attack ballistic reentry. 
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Figure 100. Winged HLLV - HTO/SSTO C-"A Galaxy 


Unlike the ballistic HLLV, the winged vehicle is capable of cruise to the 
equatorial plane prior to injection into LEO. Therefore, there are 12 orbital 
rendezvous opportunities to a particular orbit with essentially a continuous 
launch window. 

The winged booster trajectory is presented in Figure 101. Takeoff is 
accomplished under high bypass turbofan/air-turboexchanger power, with the 
ramjet acting as a supercharged afterburner. After clearing the runway, a 
launch gear truck is jettisoned and recovered by parachute. The vehicle then 
proceeds to climb to optimum cruise altitude and Mach number under turbofar. 
power only. At cruise altitude, excess airbreathing engines are shut down .o 
provide economical cruise to the equatorial plane. A large radius turn is 
executed into the equatorial plane, the idle airbreathing engines reignited, 
and a subsonic climb to a suitable altitude is accomplished under turbofan/ 
air-turboexchanger power. A pitch-over into a constant energy, shallow-angle’ 
dive is than executed to accelerate through the high drag transonic region; 
after which, the vehicle will pitch up into a supersonic climb attitude — 
still under turbofan/air-turboexchanger power. At approximately Mach 3 and 
85,000 feet altitude, the airbreathing engines transition co the ramjet mode 
and the turbojet shutoff vanes are closed to limit turbine machinery lempera- 
tures. The rocket engines are ignited at approximately 100,000 feet and 
6200 ft/s, and bum ii. parallel with the ramjets. The ramjets are throttled 
down and the air induction system closed at Mach 1.2 and 130,000 feet. The 
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Figure '01. Winged HLLV - HTO/SSTO Trajectory 


vehicle continues ascent to an elliptic equatorial orbit of 91 x 550 km after 
which the rocket engines are shutdown. A Hohmann transfer into circular orbit 
is then executed with the auxiliary propulsion system. 


For reentry, the auxiliary propulsion system provides the AV required for 
deorbit. A lou-flight-path -angle , high-angle-of-attack decleration maneuver is 
executed to approximately Mach 6. Partial plane changes are accomplished dui ing 
this deceleration period. The angle of attack is then reduced to achieve max - 
num lift/drag for high-velocity glide to subsonic velocity. At approximately 
Mach 0.85, the inlets are opened and sufficient airb’-eathmg engines are 
ignited for powered flight to die launcn sice. and ven*cle landing. 

Chemical Orbital Trarsfer Vehicles 


A family of c emical OTV's will be required for -transfer of cargo and 
personnel from LEO to GEO for most proposed future space initiatives. These 
orbital transfer vehicles will be of tnc same basic design, but will vary in 
S’ze to maintain compatibility with the earth launch vehicle concept in use 3t 
that particular time. A common-stage concept will be employed, to simplify 
operational requirements and tai-.imize cost. 

The OTV configuration presented in rig ure jo 2 is a mature version to be 
employed with the advanced winged HLLV configuration. The overall length, 
diameter, tank structures, and docking mechanisms are identical. The only 
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H i gti i e in’, ( oinnon-st age LUj/IJlj tllA Concept 

■>ii;.iHii.juI Jilleicnne in outii stagers .ire tile number ot engines — four tor th 
1 irjt stage, and two fi.r the s ennui st ge. This apprn.icli requires three vmge 
11LLV t lights to u, liver i 91.000-kg paiload to C'll) (Figure :n.l)i The first and 
second st.iye-. and pn laid module would bo assembled or. orbit. Following the 
LLO-utO mission, the spent OlV stages would be recovered in LEO hv subsequent 
vi. od-HLeV vehicles and r.turned to earth for refueling, ref arbislitaenr and 
reuse. 


For personnal iran-fe- . the same OTV would bo enploved cifh a crew and 
resuppl> nodule (CKM). A conceptual lj\out of the CR.M is shown in Tigure 104. 

\ command module irea is reMiuirod to monitor and control OlV performance 
during crew rotat.on flights. llus lunction is .ncorporaied in the lorvard 
section of the p issonge r module as si town. Spacing and layout of the passenger 
module is comp a i nb Le to utrrem commercial airline practice. .Vnomnal pack- 
ing density ol 100 kg/m-^ (10 lb/ft^) is assumed foi resupply consumables. Tlie 
resupplv modules will be exchanged each mission. While at (JLU, the resupply 
module could be used as the consumables storage module. Thus, multiple access 
aisles are also included in Liu sizing of the resupplv module. 

The logistics profile for a 48-man contingent at geosynchronous orbit for 
90 days is presented lr Table 9. 
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L vb'^ Figure 104. Crew and Resupply Module 
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Table 9. Crew Rotation/Resupply Logistics Profile 


1 tern 

Factor 

Up Payload 

(kg) 

Down Payload 
(kg) 

Pe rsonne 1 /Pe r sona 1 
Effects 

48 Men x 110 kg/man 

5.280 

5,280 

On-Orbi t Consume* les 

3.6 kg/Man- Cay x 
(48 Men) x laC Days) 

15.550 

- 

Consumables Containers 

10c of Consumables 

1.555 

1,555 

Passenger Module 

200 kg/Man x 48 Men 

9.600 

9,600 

Resupply Module 

20. of Consumables 

3.110 

3. no 

OTV Crew Module 

Self-Sufficient - 
2 -Mar. Crew 

2.000 

2,000 

- 

TOTAL 

37.095 
(81,600 lb) 

21.545 
(47.400 lb) 

Considered as integral p. 

irt of passenger modules ' 



l.lectric Orbital l r.insit-r V ^Mn cxo^ ( CO TV) 

Die requirement for low thrust, hipu specific impulse propulsion s\stt_ms 
to tiansfer -ate 1 li tes or tlioir materials iron LI O-co-CEii stems from the pro- 
hibitive propellint demands ol chemical orbital irutister systems because of 
the limited (<4 *M'b) specific impulse of foiesoeahle chemical systems. 


fl>e nnjor techno! op. \ options for the elect. lit. OTV propulsion subsystem 
concern the thruster t\pe. size, and design operating point: the power inter- 
laces between rhe thrusters and the solar arrav or otner primari source: and 
the propellant tvpe, storage, and distribution. 


Tlie accelorator and discharge power sources are small solar arrays near 
the thrusters. This location reduces cabling mass at the low voltage involved; 
plasma discharge is negligible. because only 50 LW per thruster is generated, 
tlienr.alK Induced voltage transients can be regulated l<v voltage limiters. An 
auxiliary puwet unit (APT), charged b\ the discharge supplv solar arra> , 
lurnishes 27S W at or cent efficiencs to the thruster low’-vol age supplies. 

Tlie power sources and conditioning ai - illustrated in Figure 10S. 


The ion thruster propellant select ion criteria are availability, storabilify 
absence ol serious environmental impacts, cost, demonstrated performance, and 
technical suit.ihi li t\ . Avaiiabilitv become, a major issue when it is recognized 
that more than 10^’ kg of propellant is required tor one satellite of the SPS tyre 
Technical factor., are as follows: ‘ 




j - At a given beam voltage, T S p 1/ , 

wliere n r is tlie ion mass. 
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Figure 105. Power Source and Conditioning 

o High Thruat - At a given beam voltage and current, T ~ mf 

o Low Vaporization Temperature - Allows instantaneous thruster 

restart after solar eclipses without power storage for * 
preheating. 

a Low Firs t- Ionization Potential - Limits thruster discharge 
loss and minimizes the efficiency loss due to neutral atoms. 

o High Second- Ionization Potential - Minimizes the efficiency 
loss due to multiple ions. 

Obviously, the first two factors are mutually contradictory and are best com- 
promised by an ion of medium mass. 


The propellants for which ion bombardment thruster experimental data exist -f- 
are evaluated against the above criteria in Table 1C. The selection of argon 
is self-evident. 


Table 10. Ion Propellant Selection Criteria 


H 

AVAILA- ’ 
BiLirr 


ENVIRON* 

MENTAL 

FACTORS 

ECai 

THRUSTER 
TECHNOLOGY 
1 STATUS 

ATOMIC 
WE. 2 NT 

VAPOR 1- 

Eation 

TEMP. 

(f) 

■HCnMH 


STORABILITY 

1 1 

2 , 

ARGON ' 

SIG-t (0.9X 
Of AIR} 

CRYOGENIC 

INERT 

0.50 

GROUND 

TESTS 

35-9 

■ 9? 

■ 5.76 

27 62 

CESIUM 

PROBABLY 

INADEQUATE 

SOLID 

EXTREMELY 

REACTIVE 

300 

LABORATORY 

OEV'LOP. 

131.9 

951 

3.89 

25 1 

XEWW 

VERY 

SCARCE 

CRYOGENIC 

INERT 

1000 

LABORATORY 

DEVELOP. 

131.3 
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The electric OTV configuration shown in Figure 106 is sized to accommodate 
a payload capability of approximately 4 x 10^ kg. The structural configuration 
is essentially the same as employed for future space structures, and is sized 
to produce approximately 264 megawatts at the thruster modules. 

The thruster array is suspended by cables ar.d located at the vehicle c.g. 
The thruster array is comprised of six subarrays (6 x 30 m; , each of which is 
capable of being packaged in the winged-HLLV cargo bavi Approximately 259 
one-meter electric thrusters are required for primary thrust. Additional 
attitude cjntrol thruster packages are located at the structural extremities . 
Primary thrust vector control is accomplished by a slip ring joint identical 
to the tvpe Ui>eJ for Si’s entenna orientation. A component and pa\ load mass 
summary is presented in Table II • 


Table l). OTV Component and ,Pav load Mass Breakdowns 
(15 Percent Degradation) 


Component 

Mass ’ Kg) 

Solar Array and Reflector 

304.057 

Power Distribution 

372.109 

Thru. ter Modules 

31 ,0S0 

Propellant (tip) 

186,864 

Propellant (Down) 

60.63& 1 

Propel I jnt Tanks and Lines 

49.500 

Structure 

(>2.046 

Rotary Joint 

32 I. 8 J. 

A/C 

53.770 

OTV Mass (BOL) 

1.441.947 

Payload Mass 

3.935,053 

eOL Mass in LEO 

5.377.000 

1 * Include* a margin ot 87 J3 kg (14.4 percent) j 


Transportation bvstem Overvie w 

Typical orbital operations are depicted m Figures 10/ and 109- Figure 
shows the winged ULLV arriving at LLO base where a smaLl on-orbit tug is used 
to transfer cargo/personnel to the LLO base or chemical OTV's and/or transfer 
cargo to the electric COTV, rhe use of rhe on-orbit tug reduces the maneuver 
requirements and prob.ibil it\ of collision between oruitdl elements. Figure 
depicts an’ electric COIV arriving at CLO to support coistruction of a solar 
power satellite. Again an on-orbit tug is employed to maintain a safe separa- 
tion distance belwoi ■» the rather large space structures. 
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Figure 108. Electric COTV ior the SPS at GEO 
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RECOMMENDED PLAN PROGRAMMA1 ILS 


O 

INTRODUCTION 

A major output of Part I of this study was a list of anchor opportunities . 
In order to assess the programmatic implications (e.g., cost, time, funding, 
schedule) inherent in the selected opportunities, it is necessary to integrate 
the opportunities into evolutionary, time-phased piogram-, to estimate the 
devclopnental and the operational costs, to determine tt.e potential sources 
of the required funding, and to aggregate the costs into total funding require- 
ments. In this way, the budgetary implications of the space industrialization 
activi'-ies can be determined. In the process, improved cost data will be 
needed, Turthermore, by comparing the funding requirements witr. revenues pro- 
duced for various anchor opportunities, it will be possible to ascertain their 
cash flows, break-even periods, and overall financial merits. 

APPROACH 

B ackground Assumptions 

In implementing baseline Plan 15, 65 anchor opportunities and support pro- 
grams were identified, costed, ana Integrated 5nto the overall schedule. 

Because some opportunities may be eliminated from contention by future in-depth 
analyses or competitive terrestrial developments, while others are added to the 
list, flexibility to accommodate changes was basic to the sludy efforts. Each 
anchor opportunity was treated individually, and its impact on aggregated 
results was purposely made highly visible to facilitate potential modifica- 
tions. 

Since the validity of the aggregated programmatix_jy3&t would be 

directly dependent on the validity of the costs ascribed to the various^ anchor 
opportunities, it was necessary in many instances to generate preliminary 
designs b.ised on essential technological and economic realities governing prac- 
tical applications of the respective opportunities. Effort was focused on 
establishing costs that would b^ valid within about 150 rcrcer.t. Constant 
dollar-. (1977) were used throughout the programmatic analysis. 

The various anchor opportunities were scheduled (pnased within the .ntc- 
g rated space industrialization program) based on a balai *e of considerations. 
Among these were the strergt" of the need for the anchor opportunity, its 
technological feasibility, and the reasonableness of logical cvolutionarv 
progression of capabilities. The duration of the development period was based 
on cne experience of analogous systems adjusted for relative complexity and 
extent of inheritance from prior programs (legacy). 

Programmatic costs were estimated separately for the system accniisition 
phase (non-recurring) and for the operations phase (recurrmgj. A basic 
system life of ten years on orbit was assumed. It was further assumed that 
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charges for the system's use would bo sufficient to replace the system .after 
ten years. The acquisition costs included estimates of non-recurring costs 
of both the space segments and gro.aid segments (e.g., mission control, data 
reception center, etc.). The operational lusts were assumed to be borne by 
the "owner" of the system. I he om-time cost of transporting the space seg- 
ment to its orbit ll I in at ion 1..11 also in, lulled in the acquisition costs. If 
tin- nature of the operition was such tnat periodic revisits were required, 
then hese transport.it ion insts wen iih hided in the apnual operating costs, 
ha s 1 1 a 1 1 v , tli, nmu.i I operatin', o’sts inciudid costs of servicing t lie space 
segment (when r. qu'rnl) uul ••periling the grounJ segnent. \ grey area was 
encountiral in the cos* sir, im o f souk opportunities that wis resolved by 
arlitciaril' > 1 mu itJng insts so is to mcluik only new, aut-of-poc ket costs 
.issiu i iliil" > wil‘i i.'ipl 1 nent . 1 1. n 01 the oppm t on 1 1) . For example, the operating 
i ost s hsm 1 it*.' • • 1 1 li « rep lute ist i ni' m 1 1* t rum a ted with the data roc e 1 v 1 ng 
1 enter, flu I’., irnm lit ol \ • 1 1. u 1 1 11 1 e ' s .'ist mg, staff and computers would 
;n riuiM tin 1111I .is el I'm d'la, t hi 1 1 I ori , their annual « osts were not 
.i". s ,il 1 > mist the 1 1 eji fun 1 1st ni", oppor tun 1 ts . 

hull im t o,i|iur L1111 1 1 \ • . t in. 1 1 \ /i il te ih term 1 ne its logical soiiru of 
fundin',. ( on, 1 i;.i. ul J \ , fi.111 .,11 1 il suuii is of funding were identified 

(I) , \s,\, (') eth. r h.s. |.un 1 niii nt .i",eni us, ( 1 ) foreign gO\ e rumen t ai or 

1 nti 1 n.it 1 on 1 1 i"«.a. ics. iml ( 4 ) • eniiiu n 1 il. I In. progranm.il ic 1 osts wore 

aggii ;i!iil h> lucse lour fund mg > il 1 ",ei les. 


(u .t ill' , M. t lunlii l_ 

A gull of L lie i ost mg, im. 1 liedo lo"v '.is Lo produce estimates mat would 

fill vi tli m * >0 jnrn.nl of tlu ). tni I ..ost. Si vc r 1 1 sources of cost data and 

ippro.ii in s to 1 ost est unit. 111', wc n iiiiplmed. lor those opportunities that 
were on-going or piinutt) piograms, 1 osi d it a Win cxtricted f ro.n imdget luar- 
ings. In .1 number oT . iso, piilimm.iy disv.is had to he generated and, in 

these, p.11 imtii. costing w is 1 inplow. I. In etiur cases, studies had he 1 n pi r- 

tomiid (or weri in preiiss) aiu' 1 In 1 1 10,1 dilt i.iti us. il (illir riiiew fin 
.iccepL ih 1 1 1 1 \ ) . Finillc, the mils ol .erne opportua 1 1 1 es were detc rm 1 ned hv 
scaling from uiiilogous it. .Jj'iis. \ O.h sialin" f. 11 tor w.is 1 omul to ^ 11 lil 1 losi 
appt o\ 1111 1 1 1 011s (i.c.. It) peril nt) win o 1 1 slid lut wciu two known cost dita 
points, ind so was used to ost in 1 logons s, stilus when other data were 1 icking. 

When a par.w rn costing appro n li v.'.ts used, it was genei a I I v based on 
(ost 1 st 11u.it .r/ hi I it mn -.In ps (CIU's) fouinl-m tlu 1 SAMS" mwi inncit spuecraft 

i os 1 nio.'i I . 1 I lie s. lost est im it m; 1 , I 1 1 mash 1 ps ield. .1 - ost d it 1 m I • rms 

ol ilollirs. In several 111st uni ,, Shut t I , -del 1 Vc d 1 ost ilit.i were used. 

'VI it 11 ipp I • 1 nj; in 1 1 ogoii s cost 1 ni; to ' w s 1 1 m o I - 1 1 f f 1 r, lit c ii!'i|' I • ' 1 1 v t li.in the 

ri f eri n< . system , 1 • 'at ivc , imp 1 1 • 1 1 • Tutors tcri usi d S 1 a* 1 1 ir I • , 1 1 usi 

reduction l.utoi (if 11 (IS pi r annum w is used 111 some instances to reflect tot li- 
no logical advancement (diverse leg. u let accruing iron on-going progr ms) 


li> prh|«.cl from dirn t acquisition costs of spacecraft or mission equip- 
ment to system pro •nmn it ii -> costs (i.g., ini.ltidmg mtegr it ion, lesi, m m.ige- 
ment, etc.), 1 fm tor oi J.5J8 rimes tin- dirnt hirdware u" L was used 


1 SA'IM 1 hmii mill ! S pat 1 1 1 i f L (ost M o di I , SAMSO IK-75-J29 (Ju!> 
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(excluding transportation costs). This factor was obtained from a study 1 
which analyzed the composition of the costs of eight spacecraft programs by 
cost categories, and showed the percent of Lotal pregram cost attributable 
to each major cost category. Transportation costs and capabilities for the 
use of the Shuttle, Interim Upper Stage (IUS) or Solar Electric Propulsion^ 
System (SEPS) were based on MSFC-provided data. Costs and capabilities of 
the Heavy Lift Launch Vehicle (HLLV) were obtained from Shuttle growth studies 
performed in-house. 

Acquisition cost data were spread on a 40:60 ogive over the development 
years shown jn the schedule data. Torty percent of rhe acquisition costs 
were shown to oe incurred over the first half of the- deveJ opment time, and 
the remaining 60 percent over the second half. By thus apnartioning the 
acquisition costs and annual operating costs of each anchor opportunity to 
the corresponding years and then aggregating the costs by vear, l»y each of 
the four funding agencies (i.e., NASA, other U.S. Government, other govern- 
ments, and commercial), their annual funding requirements were developed 

Fayloads carrieu on the Geosynchronous Platform. (GP) and Polar Platform 
(PP) were assessed a pro-rated annual charge sufncient to enable recovery of 
platform costs in ten years with an annual return of 10 percent. 

The use of single source data carries with it the potential for substan- 
tial error. To preclude — or at least, dimmish-— the possibilities of such 
errors, all cost estimates were tested for reasonableness by comparison with 
cost data from other sources. 

SCOPE AND LIMITATIONS 

The basic analysis was limited to the anchor opportunities that comprised 
Plan B (SPS program termina'-ed in 1987), and primarily to those that would 
become operational prior to 1990. To project beyond 1990 would require defin- 
ition of second-generation (or even third-generation) hardware. The difficulty 
of extrapolating beyond the first generation of snace industrialization would 
. troduce uncertainties ansirg from assumptions of tcclmolog ical advaiu es and 
economic needs so as to make any conclusions highly susnecc (speculative). 
Consequently, n.ajor effort was focused on space industrialization progr lmmaLii 
iri the 1980-1990 time period, and on the initial activities essential to space 
exploitation. 

Tlie programmatic analysis was limited to the 65 anchor opportunities 
identified at the end of Part 1 of this study. Admittedly, soma of those 
eliminated may be implement < d within the next decade, while some of the 65 
may not. Developments in laser bea,,i propagation and holography could result 
m holographic TV, teleconferencing, or other applications which were not 
included m the basic 65.- The 65 anchor opportunities should he viewed as 
illustrative of the potentials of space industrialization. 


1 Ki Lciien , Lawrence D. , Manpower Cost Estimation Model: Automa t ed Planetar y 

Pro ;ects . Science Applications! Lnc., SAI 1-1 20-1 94-C1 ('larch IV7_>). 



Rockwell International 

Space Dmsmn 


TECHNICAL DATA 
V 

The following sections present programmatic and descriptive data on the 
65 recommended opportunities. 

b 

Schedule of Recommended Oppet turn t] es 

Each of the 65 archor opportunities was analyzed to determine its loca- 
tion in the orueriy, evolutionary imp! (.mentation of snace industrialisation 
Table 12 shows the resulting iropl eneiita c ion schedule by calendar year of 
the selected opportunit jus in the baseline plan. The opportunities a- e e n it- 
erated chronologi, j] ly tn tti ir order of implementation with, n the vvious 
categories. 'I In* l)'j donut i at qui si l ion p» rmj-;, whil< 0's indicate operational 
status. U * s indicate a iiseanh and development phase, and an X denotes aii- 
oppor tunity-i one 1 ml i ng dtmonstr ltion list. 

System developmi >t / it tpi i s 1 1 l on wis issmned lo begin the eh' nut eh 
quarter of the firsL ye ir designated, ami be completed at the conclusion of 
the third 'muter of the last -ear tie sign iti.d. Cost data doroaUs •-tflecrtd 
this -.tln-dul. i; issuriplion. ' 

Sum m.nr i/.ed Lest P ita l>v Ro c * mm: nded O p portuni ties 

The stminari^ed t- -.t data i ori espuml in", to ,_ac.h of the 65 reennrai'iide tl 
apportion i e s tie iiuv.il in t In. i r siluduleJ se-qui .ii i* in lable 13 I he antici- 
pated sou t«i- of landing (NASA, oilier U.S f.ove rn.T.eat agent les, otlu-i govern- 
ments or ton-.orlia, or t mnuie rc. i.i 1 ) is ui.iit i f ie .* Tor • ash opportuniti . 

Peju.ii ptions ol lie t onn;em etl opp o rtun > 1 1 1 s 

grief dost r i pt ions, along, with i o .« md funding, »prc* 1 data, are- pre- 
sented in the- following sei lion for e s Ii ol tin <>5 recommended oppor.ent ie-s. 
flu se*€|ue *k e ol p-'i se nt it ion , s in it ns. tl i-urlloi in estahll-dmig the sel.edult* 
s-'quent t s bv t.ilegories. 

1. TIME AND NAVIGATION SERVICES 

Potential 11 irke-t area - Tin iirn md Navigation Satellite (N/tVSTAI’.-Cf?) 
is tie s igncd in provith. suit ibly equipped v- ’-it l« ' with tiiree— axis positional 
data to within about IP i.icltrs at mv paint in tin world. Vnile Lor in P pro- 
vides Lwo-a\is pt-s 1 1 ’ oaa I dif-i to wlLiiio ibnul ’0 meters, it is limited to 

coastal legions covered l>\ Lor in -.lal urns. In adtlitimi to position dita, the 
system will ilso provide amir JP Li.m ufinnit tlata. Hi- s'-stem is stlu.l- 
■ ile-tl to be i nmplile-tl and opei at l"ii 1 1 in I9S5. 

de-spans 1 1) I • a ge in. v - Pi pa r tnu II l ol Pi I elisi* (PUP) 

As Suro pt i o ns/gr-mn d rn 1 ■• ->/ 1 imi tai ions - I lie system is currently un _r 

Ueve I opment . 
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Table 12. Schedule of Selected Anchor Opportunities— Plan B 


ANCHOR OPPORTUNITY 
WITHIN CATEGORY 


IMPLEMENTATION SCKEOUIE - CALENDAR YEAR 


SERVICES - INFORMATION TRANSMISSION 


TINE AND HAV * CAT I OH SERVICES 

i 

ElECTRORIC HAIL • USA 
POCKET TELEPHONES - USA 
Olfc BROADCAST COUCATION - USA 
BUSINESS SYST DATA XFIR - USA 
ELECTR TELECONFERENCING - USA 

IMPLANTED SENSOR DATA 
COLLECTOR - USA 

I 

ELECT AON 1C HAIL - EUR/AFR 
POCKET TELEFjHOME - EUR/AFR 
OiR BROADCAST (0 - EUR/AFR 
WORLD HEOICAl ADVICE CEN. (USA) 
BUS SYST DATA XFCA • EUR/AFR 
ELEC T R TELECONF - EUR/AFR 
MEDICAL AIO S INFORHAf ION, JSA 
ELECTRONIC HAIL • ASIA 
POCKET TELEPHONES - AS. A 
ELECTRONIC TELECO*W,f INC 
OIR BROADCAST EPJCATION. ASIA 
BUS SYST DATA TRANSFER, ASIA 
ELECTR TELEFjNFERENC./iG - ASIA 
, S/TIONAL 'NFORftATION SCRVICES 


■ ,<XOSAT D 
SEAS AT B 

OIL/HINERAL LOCATION 
WATER RES HAP t DYN. STS A 
TOPOGRAPHIC HAPPING 
WATER RES HAP * OYW SYS B 
CROP MEASUREMENT ABC 
GLOBAL EFFECTS HONITORING A B 
WATER RCS HAP 8 OYN SYS C 
OCEAN RES t OYN SYS ABC 
MICROWAVE RADIOMETER 
LUNAR CRSITER 
HIGH-RES RESOURCE SURVEY 
HIGK-RES RADAR HAPPING 
LUNAR UNMANNED EXPLORERS 



LRVICES - OBSERVATION 



sassssflgn 
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Table 12. Schedule of Selected Opportunities— Plan B (Cont.) 


AN£MCV OPPORTUNITY 
WITHIN CATEGORY 


)? IS0EM2THES (SPACE BASE TAC.) 

J8. UROMNASE {SPACE BASt rACILITT) 
)9. INSUHN (SPAtt BAH FACILITY) 
INORGANIC 

to t ARQl CRYSTALS 

lil. SUPER LARGE-SCALE INTEGRATED 
CIRCUITS 

U} NEW CLASSES 

Lj HI-IE^P TURBINE 81 APIS 

All m-Sl»CNCTH PC»M MAGNETS 

L5 CUTTING TOOl S 

L6 T H 1 1. - F 1 1 M ElfCfR DCVIftS 

t; continuous ribbon cryst growth 


LB SOLAR TWR SYST OEVUOrnENT (I) 
L') N!GH T IlillH (ecnetta) 


50 medical add genetic research 
(••PACE BASES 


functional 

5» SHUTtlt/SPACELAB 

52 EITCiYOEO-OURATION ARBITER/ 
25-KW POWfR MODULE 

51 AOVAHCtO TELLOPERATOR 

5L. GEOSYNCHRONOUS PLATFORM USA 

55. LOW EARTH ORBIT BASt 

56. POLAR PLATFORM A 

57. GtOSYNCN PLATFORM - EUR/ArR 

58. LUNETTA DEMONSTRATION 

t 

59. POlAR PLATFORM B 

60 POLAR PLATFCOM C 

61. GLOBAL WEATHER l RESOURCE BASE 
62 GEOSYNCHRONOUS PLATFORM - ASIA 
TRANSPORTATION 


6)1 LOW-THRUST OTV (SrPS) 

6L. HLLV-I (SHUTTLE W/0 ORBITCR) 
65 OTV (LARGE iHEMICAL) 


IMPLEMENTATION SCHEOULE - CALENDAR YEAR 
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Table 13. Summarized Coat Data— By Anchor Opportunity <1*»7 7 $M) 


ANCHOR OPPORTUNITY 
WITHIN CATEGORY 

SOURCE 

OF 

FUNDS 



NON RECURRING COST 

ANN OPER COST 

TOTAL 

5 U ACE 

OROUNO { TRAKSP 

TOTAL 

[ SPACE 

GROUND 

SERVICES - INFORMATION 7 

RANSMISS; >N | 

t TIME ANO NAVIGATION SERVICES 

OTH US 

3310 




too 


180 

2. ELECTRONIC MAIL -USA 

OTH l» 

2487:9 

248 0 

22131 

218 

404 6 

8.0 

478 8 

3 POCKET TELEPHONES - USA 

COMM 

WSJ 

312 & 

50 

2 ) a 

180 

00 

100 

« OIR BROADCAST EDUCATION - USA 

COMM 

2C55 

1384 

87 

MO 

380 

200 

IDO 

S BUSINESS SYST DATA XFFR- USA 

COMM 

1710 

155 0 

60 

MO 

ISO 

00 

100 

6 ELCCTR TELECONFERENCING - USA 

COMM 

BIB 

73 3 

110 

70 

160 

80 

100 

J IMPLANTED SENSOR DATA COLLECTOR - USA 

OTH US 

J40J 

313 8 

60 

218 

ISO 

80 

190 

B ELECTRONIC MAIL - EUR/AFR 

OTH GOV 

297 B 

188 0 

- 

218 

60 

80 


9 POCKET TELEPHONES - EUR/AFR 

OTH. COV 

781.3 

735 1 

50 

218 

180 

SO 

1QD 

10 OIR BROADCAST EO - EUR/AFR 

OTH GOV 

158 9 

139 8 

81 

110 

38 0 

280 

100 

It WORLD MEDICAL ApviCECEN (USA) 

OTH US 

1710 

1550 

60 

MO 

1b 0 

60 

10 0 

12. BUS SYST OATAXFER- EUR/AFR 

OTH GOV 

1322 

1182 

50 

MO 

18 0 

.’0 

10 0 

13 ELECTR TEIECGNF - EUR/AFR 

OTH GOV 

918 

73 6 

MO 

70 

180 

60 

100 

14 MEOICALAIC 4 INFORMATION, USA 

OTH US 

398 0 

155 0 

2300 

110 

17BG 

BO 

1200 

IS ELECTRONIC MAiL -ASIA 

UTM GOV 

7072 

138 0 

- 

216 

60 

60 


18 POCKET TELEPHONES - ASIA 

OTH COV 

2819 

235 1 

50 

718 

18 0 

6b 

ISO 

IT El ECTRQNIC TELECOMMUTING 

COMM 

188 0 

155 0 


MO 

18 0 

80 

100 

18. OiR BROAOCAST EDUCATION, ASIA 

OTH GOV 

159 9 

US 8 

81 

MO 

380 

780 

ISO 

59 BUS 8YJT DATA TRANSFER, ASIA 

OTH GOV 

122 2 

1182 

60 

MO 

<80 

GO 

100 

K FLECTR TELECONFERENCING - ASIA 

OTH GOV 

916 

735 

MO 

70 

160 

00 

100 

21 NATIONAL INFORMATION CE»virE8 

OTH 08 

428 3 

3136 

BIO 

2IJ 

80 

68 

- 


SERVICES- 

ORSPSVATION 

1 

22 LANDSATD 

NASA 

1288 


_ 


100 



22. SEASAT B 

NASA 

89 Q 

T30 

too 

110 

too 

- 

IQ Q 

34 O.JMIHERAl LOCATION 

NASA 

2Q1 0 

1800 

100 

110 

100 

- 

10 0 

25 WATER RES MAP4QYN SYS. A 

OTH US 

730 

600 

80 

MO 

170 

20 

100 

28 TOPOGRAPHIC MAPPINO 

NASA 

2010 

1600 

100 

MO 

100 


100 

27 WATER RES. MAP a OYN SYS 0 

OTH Ui 

71 Q 

600 

- 

It 0 

70 

29 

• 

28 CHOP MEASUREMENT ACC 

CTH U8 

308 0 

1800 

60 

216 

180 

60 

100 

29 OLOBAL EFFECTS MONITORING AO 

OTH US 

I48 6 

1200 

50 

210 

140 

40 

too 

30. WATER RES M4P6 0YN SYS C 

OTH US 

710 

800 

- 

MO 

20 

70 

_ 

21 OCEAN RES. » 3 YN SYIA8C 

OTH US 

2MB 

1300 

60 

218 

180 

80 

100 

32. MICROWAVE RAOIOMETEH 

NASA 

BOOT 

712 7 

100 

173 0 

100 

_ 

190 

33 LUNAR QRBITER 

NASA 

208 B 

1800 

100 

IBS 

10 0 

- 

too 

34 HIGH RES. RESOURCE SURVEY 

NASA 

201 .0 

1800 

180 

Mil 

100 

- 

too 

35. HIGH RES. RACAR MAPT1NO 

NASA 

301 B 

2700 

ISO 

215 

100 


100 

39 LUNAR UNMANNED EXPLORERS 

NASA 

3528 

3300 

too 

420 

IDO 

- 

10.0 
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Tabic 13. Summarized Cost Datu — By Anchor Opportunity (1977 $M) Cont. 


ANt HOR OPPORTUNITY 
, WITHIN CATEGORY 


oncAMc 

3? ISOENZYMES (SPACt BASE TACIUTVI 
33 UROKINASE (SPACE BASE FACILITY) 

39 INSUHN (SPACE BASE FACILITY! 

INORGANIC 

40 A LARGE CRYSTALS 40A 

40 B LARGE CRYSTALS 40B 

41 SUPER LARGE SCALE INTEGRATED CIRCUITS 
4? NEW GLASSES 

43 HI TEM' 1 tURCINE BLADES 

44 HI STRENGTH PERM MAGNETS 

45 CUTTING TOOIS 

4G THIN FILM ELECTRONIC Ur VICtS 
4J CONTINUOUS RIBBON CRYST GROWTH 


SOURCE 

Of , NON RECURRING COST 

FUNDS TO! At IsoACE IgROUNoI TRANSP [TOTAL I SPACE IGROUNO 


PRODUCTS (REPRESENTATIVE! 


60 1000 
68 7000 

77b 8 7000 

?I07 7 




48 A SOLAR PVV8SYST DEVELOPMENT 

NASA 

4fi8 

70 0 

50 

716 




48 8 SOLAR i-V.R SYST DEVELOPMENT 

OTII US 


_ 

_ 





4'J NIGliT ILIUM UUNETTA) 

OTH US 

7Jb1 0 

77V 0 

100 

500 0 

7(10 

10 0 

in 


50 MEDICAL AND GENETIC RESEARCH 
(SPACE BASE) 


functional 

51 SHUITIL /SPACE LAB 

57 EXTENOri) DURATION ORBITER/ 

75 KW POWER MODULE 

53 ADVANCED TELEOPERATOR 

>4 GEOSYNCHRONOUS PI ATFQRA USA 
55 LOW EARTH (IPBIT BASE 

58 POLAR Pi ATE ORM A 

51 GEOSYNCH PLATFORM EUR/AFR 
SR LlIF ETTA DEMONSTRATION 

59 POLAR PLAIIORMB 
(0 POLARPIATEORMC 

Cl CLOBAL WEATHER A RESOURCE BASE 
67 GEOSYNCHRONOUS PLATEORM -ASIA 
TRANSPORTATION 
G3 LOW THRUST OTVISEPSI 

54 HllV I (SHUTTLE W/OORBITERI 
65 OTV (LARGE CHEMICAL) 


PEQPltlN SPACt 


SUPPORT ELEMENTS 


NASA 

UASA 

NASA 

NASA 

OTH GOV 

NASA 

NASA 

NASA 

OTH GOV 

OTH GOV 


160 100 


7671 6 

' 





id a 

no n 

100 

710 

too 

- 

16? 0 

150 0 

100 

70 

100 


7014 

155 ? 

100 

1157 

loo 

- 

373 B 

707 0 

10 0 

718 

(17 7 

87 7 

103 5 

>1 1 

too 

718 

50 

- 

781 4 

155 7 

- 

1157 

100 

- 

III 8 

50 0 

too 

718 

- 

- 

64 8 

4 J 0 

- 

718 

50 

- 

64 8 

.43 0 

- 

718 

50 

- 

553 6 

50110 

ICO 

416 

97 7 

817 

781 4 

155 7 

- 

1)5 7 

IDO 


7>5 0 

193 7 

10 0 

71 B 

10 0 


19818 

1550 0 

100 

718 

10 0 

- 

6318 

GOO 0 

TOO 

2* 8 

■ ■ 

TOO 
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® Space operations - A network of 24 satellites la required 
^ for full operational capability. Early satellites w.ll be 
launched by conventional boosters. The firot Shuttle- 
launched satellitea will be emplaced in 19S3. 

o 

® Ground operations * A miaalon control center la assumed at 
a nominal coat of $10 million per year. 

Cost data - The basic source was modified program data. The aggregated 
data obtained for non-recurring costs were not divided into space, ground, or 
transportation categories. 

0 Non-recurring cost - $381 million 
° Annual operating cost - $’0 million 

System acquisition funding requirements r (1977 $M) 

TOTAL, 1980 1 981 1982 1983 1984 1985 

381.0 25.0 69.0 56.0 91.0 70. C 70.0 

2. ELECTRONIC MAIL—USA 

Potential market are a - This system 36 defined would be a U.S. postal 
Bystem service. Letters written on a standardized form would be physically 
transferred from one of the 30,000 local post offices to the nearest regional 
center (RC) . At the center, a facsimile of the letter would be transmitted 
via relay satellite and reproduced at the regional center nearest its destin- 
ation. The facsimile copy would be physically transposed to the local post 
office serving its destination for next-day delivery; 845 regional centers 
would need to be equipped for automated electronic nail processing. 

Responsible agency - U.S. Postal Service 

Assumptions /ground rules/ 11ml tat ion s - The system would be capable of 
handling 40 million pieces/day, "Electronic Mail" was defined as facsimile 
reproduced material processed and delivered by the postul service, hxcluded 
were word processors or private facsimile transmission. A aescriptlon of th«- 
concept was presented in an earlier section of this report. 

® Space operations - Antennas and electronic packages were as burned 
to be emplaced on e geosynchronous platform, 

• Ground operations All 845 regional centers were assumed to he 
7 equipped with highly automated equipment for processing the elec- 

tronic mail . 

Cost data - Cost estimates were derived primarily from cost estimating 
relationships as applied to preliminary design specifications. 
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0 Non-re. urn ivj co -,1 (j')77 fM) 

Space aeymiT.t 
0 round segment 
Transporter Ion 
to l.io 

lot. 1 1 ’ 187.9 

9 Annin J cost 

-> S|I.U C bOj't'irlll (Cl’) {'.0 

(•’roiiinl segment 4 78. 5 

’lot. i '« H 't . ’> 

Sv st rm i. <|" lilt Ion Im u lini; uip i 1 1 m u nt (<i|«) 7 7 $m) 

« 

roTAI. 198') 198 1 )‘I8J [4H3 1984 | <)8 f* 

!'i 87.9 17.9) 399. J i HU. Hi' 779.04 378 . 1 , 73.37 

3. POCKET '"F.LCPHONES— USA 

5 

I nt rill (. 1 1 rii.il ko l .‘rAl - A p, I ‘•<• 11 . 1 1 , pniLahle pocket ti 1 epliune that oper- 

.Ui'i via relay l Unmv.li a p,' >sym Urumms orh'l satel’Jti uiiim i Lutes the essence 
of tills ■ oin i pi , Calls won 1,1 lie relay. tl fi<mi the jiU.Uite to . onveni ion.i 1 
telephone net wo i k stations fn, transmission t liroi pji the regular telephone sys- 
tem or, attain, via satellite telay to pottahl, ;,«i »ne dost l,.atic ns. Dec. nine of 
hat t ery and antenn.i vl/e i eipi i r emeu t s, the pin amal units were tomparahle to 
po, hel i a I cn ! atm s in nl/e. This , mu > pt removes the i urrenL fanj»e anil top- 
t'Kf-tphy I Imi t it Inns t in mini el t'd hy exlstlp), mobile tel epHnncn . 

Ues piins 1 hi ,• apciic y - Comiet la I 

A^siimpt lans/ tirom iil rnlis /1 1 m l tat Ions - I he liable dcsij-.n would enable 
proci^blnn of ipprnx Im.itely 4 5,0(10 simultaneous t a 1 is. A description of Lite 
com opt was present ,d In an earl It r section of this riport, 

* Up- ico operations - The antiim.is and electronic packages were 
ilsSlltla d to lie eliipl.lt id on the j*el» .yin hronon.s platfonn. 

* ti/'iu nd <»;•»•/ it mils - ( nuveul Inna | t< I, phone systems would he 
eiupluveil for sail piopipatlon ami hi 1 I luj-. C’enbeipieni I y , no 
new pr, mid la, ilittis weic assumed to lu ie«|ulred beyond those 
(lirtently In In Inj; or planned (i.e., satellite relay of con- 
vent Inna I tel epltone , ills. 

\ 

.‘■i'L.U 1 - estimates were thrived primarily from Cl It’s applied 

In pr, I lmiii.it y deslp.n spe, I f loot Ion t. 


348.0 

2218. 1 (for 8)5 tfC’sl 
21.8 
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9 Non-recurring coat ($M) 

Space aegraent 313.5 

Ground segment 5.0 

Transportation to LEO 31.8 

Total 340.3 


9 Annual operating coat ($N) 

Space segment tGP) 6.0 

Cround segment 

(mission control, etc.) 1J3.0 - 
Total 16.0 


I 

The Initial coHt of the ground unit la $650, reducing down 85-percent 
learning curve to 1» ss than $100. 


System acquisition funding requirement (1977 $M) 

TOTAL 1983 1982 1983 1984 1985 

340.3 3.82 83.35 151.96 84.75 16.42 

4. DIRECT BROADCAST EDUCATION 


Potential market area -All homes in the U.S. equipped with TV sets could 
receive five channels of direct broadcast educational TV upon installation of 
a one-meter-diameter antenna and TV adapter. 

Responsible agency •• Commercial (e.g., j <blic broadcasting service) 

Assumptions /ground rulon/ limit at ions - Five channels of specialized 
broadcasts would be transmitted via the satellite directly to homes. Four 
transmitting stations—- one in each time zone — would be used. A description 
o? the concept may be found in an earlier auction. 

9 Space operations - Antennaa and electronic packages were 
assumed to be emplaced on the geosynchronous platform. 

0 Ground operations - A roof-mounted and accurately pointed 
parabolic antenna would be required. Tho received signal 
would need to be processed through an- electronic adapter 
for compatibility with conventional TV seta. 

Cost data - Cost estimates were derived primarily from OCR's applleo to 
preliminary design specifications. 

® Non- recurring coat ($H) 

Space segment 186.4 

Ground segment 8.1 

Transportation to LEO (1/2 Shuttle) , 11.0 ' - 


Total 


205.5 
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* Am iuai opera l i tuj cost f >‘w; 

y 

Space segment 26.0 

Ground segment 1 0. 0 

0 Tot. 'il 36.0 

Coats of development of edur.ii ion 1 1 IV programs arc* not Included. Tin* 
initial cost of tin* rv antenna and aJapler la estimated to be $200. 

Sysccm .i< gulsl t Ion funding i eguln r.ent s (197/ $M ) 

T OTAL 1 93 1 1982 1983 1 984 198 5 

205.5 2.10 50.54 91.77 51.17 9.97 

5. BUSINESS SYSTEMS DATA TRANSFER— USA 

Pot ent ial mar ket ar ei - 'l In ant it 1 paled proliferation of word-prot es.wr 
and facsimile nulls In tompaniei. will likely it quire dedicated satellites. 

Data would bo transmitted via t ompxinv antennas to a satellite that would relay 
the data to the appropi lnl«. rot el v in.* station. This i encopt would be competi- 
tive with telephane lines curier.tly used lor smh appl 1 at Iona, but which arc 
be tom I nf; Increasingly sat urn; <1. 

Rt s poil-. lb 1 . ag ency - Connie re. l.rl 

Ashunipt l on s/p round ml us/ 1 Inn tat i ons - Usui s of this system would -have 
equipment for transmuting and re e<vin>>, hlgh-denslty data via the relay 
satellite. / 

® S/i aco operations - Antennas and flu ironic packages were 
assumed to be empl.ned on tin* gensvnt hronous platfortn. 

0 Ground o/.eratjons - Data would be formatted and complied , 
within comp my computt t s lor transmission via relay satel- 
lite to other computers where the data would be reconsti- 
tuted for human use. A computerised system 1 h envisioned 
for monitoring system use and lor customer billing. 

Cos t dat i - Cost estimates were* generated by analogy to key elements of 
No, 3, Personal Conrmmii at Ions,. 

® Non - 1 oc'urrj t*j cost ($tt) 


Spat e segment 
Ground segment 
Transport at Ion l o 1.1 0 

( 1 / 2 Shut Lie) 

155.0 
5.0 
1 1 .0 



lot al 

171.0 


Annuo J ofKTotjntj o<>*. t ($H) 




Spat e segment 
Ground segment 

Tot al 

h.O 

HK0 

16.0 

original pages 
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Initial cpst of the ground units (i.e., antenna plus electronics for 
computer interface) la assumed to be $30,000. 

System acquisition funding requirements (1977 $M) 

TOTAL 1981 1982 1983 1904 1985 

171.0 1.92 41.88 46.37 42.58 B.25 

6. ELECTRONIC TELECONFERENCING— USA 

P otential market area - Travel to conferences or business meetings can be 
substantially reduced through teleconferencing with a resultant reduction in 
fuel consumption and saving of time. In this concept, real- 1 ime views of the 
groups participai lag in the conference are televised via relay satellite ami 
displayed to 1 1. _ i r coun'erparts on giant-screen TV’s. 

Responsible agency - Commercial 

Assumptions /ground rules/ 11ml tat i ons - Approximately 80 to 100 teleconfer 
ences could be broadcast sirialtanecusly by the defined system. This number 
could be expanded by use of stop-frame techniques. Details of the system may b 
found in previous set t ions of this report. 

0 Space operations - The space segment was assumed to be mounted 
on the geosynchronous nlatform, 

0 Ground operations - Each facility utilising this concept would 
require a one-meter antenna for communication with the relay 
satellite in geosynchronous orbit. OostB of TV cameras, elec- 
tronic packages, giant-screen TV, etc., per installation were 
estimated to be $60,000: these costs were not included. Costs 
for decorating conference rooms and equipping them with conven- 
tional furniture were also excluded. 

Cost data - Coat estimates were derived primarily from CER's applied to 
preliminary design specifications. 


® Non-recurring cost ($M) 

Space segment 73.6 

Ground segment J1.0 

Transportation to LEO (J /2 Shuttle) 7 . 0 

Total 91.6 

® Annual opera ti/jj cost ($M) 

' Space segment 6.0 

Ground segment 10.0 

Total 16.0 


Initial cost of electronics for a teleconferencing facility was esti- 
mated to be $60,000, 
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Sys tem acquisition funding requirements (1977 ?M ) 

TOTAL 1931 1 982 1983 1984 1985 

91.6 1.03 22.43 40.91 22.81 4.42 

7. IMPLANTED SENSOR DATA COLLECTOR— USA 

Potential market area - In this anchor opportunity, data gathered by 
diverse, remote sensors are transmitted to a relay satellite which rt— transmits 
them to the appropriate ground teceiving station. Thla system may be viewed as 
closely related to the personal i ommunlcal ions concent Inasmuch ns data from 
thousands of smsors (phone calls) will need to he relayed to data reception 
centers. 

Responsible agency - U.S. Government (e.g., Department of Interior) agency, 

Assumpl lo n s/grouiul nil es/ 1 lm 1 ta t Ion s - Data from 45,000 sensors can be 
received and relayed s Inn I taneous I \ by the space segemunt . The ar r *a of cov- 
erage Is limited to the contiguous 48 stales. 

* Space operations - Antennas and elestronli packages were assumed 
to be emplaced on the geosynchronous platform. 

0 (tcoun-l opci.itions - Costs of tin data receiving giound stations 
were not inclmktl ht cause, in ui’iiy ia.taiues, they woteid be sub- 
stituted for existing d.na tnlli.it inn networks. Cost of space 
payload mission control was Lm luded. 

Cost data - Cost data were estimated by analogy to No. 3, Personal Com- 
municul Ions. 


® Non-reuur/ j ivj c. or. t ($U) 

Space segment 

313.5 

Ground segment 

5.0 

Transportation to 1.P.0 

2J .8 

Total 

340.3 

0 Annual opL'rating cost ($H) 

Spate segment 

n . 0 

Ground segment 

10.0 

Total 

1 b .'6 


The Ini' lal cost of sensor data transmission unitH would vary widely, 
depending on the application, life, frequency of trans.misslon , etc. 

System acquisition funding requirements (1977 $M) , 


TOTAL 

]98J. 

1982 

1983 1984 

19*5 


340.3 

3.82 

83.35 

151.96 84.75 

16.42 
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8. ELECTRONIC MAIL — EUROPE/ AFRICA 

V" 

Potential market area - If electronic nail is implemented in the U.S., 
then it. will likely be expanded to foreign countries. Ai*- mail from the U.S. 
to Rio de Janeiro taxes at least seven days — frequently, 11 u ays. In this 
anchor opportunity electronic mail is implemented among countries in the 
longitude of Europe/Africa and between these countries and the U.S. 

Responsible agency - Foreign government agency/consortium 

Assumptlons/ground rules/llraltntlons - (See No. 2, Electronic Mail — USA) 
The non-recurring and annual operating cost oF ground installations was not 
estimated Decause of uncertainty in the number of stations required. A normal 
ized estimate for the non-recurring cost of each m3il station would be on the 
order of $3.0 million. The annual operating tost per mall station would be* on 
the order of $0.5 million. 


Cost dat a - Cost estimates were derived by analogy to No. 2, Electronic 
Mail— U.S. 


• Non-rccurring cost 

($M) 


Space segment 


186.0 

C round segment 


- 

Transportation 

lo LEO 

21.8 


Total 

207.8 

® Annual operating cost ($H) 


Space segment 


6.0 

Ground segment 


~~ - 


Total 

6.0 


($3.0M each) 


($0.5M each) 


System acquisition finding requirements (1977 $M) — space segment only 

T OTAL 1982 1983 1984 1985 198b 1987 

207.8 1.50 33.36 69.99 65.06 31.60 6.29 

9. POCKET TELEPHONES — EUROPE/ AFRICA 

Potential market are a - This anchor opportunity is the application of 
No. 3, Pocket Telephones — USA to the European/African areaJ 

Responsible agency - Foreign government consortium 

Assumptlons/ground rules/ 11ml tat ions - See No. 3, Pocket Telephones 
—USA. 


Cost data - Cost estimates were derived by analog to No. 3, Pocket 
Telephones — USA. 
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° Non-rocun j rig cost ($VJ 


Space segment 235.1 
Cround segment 5.0 
Transportation o 21 .8 


Total 261.9 


° Annual operating cost ((M) 

Space segment b.O 

Ground segment J 0. 0 

■* Total 16.0 

System aequl si t ton funding rc<u : i tunents (1977 $M) 

10TA I. 1 98 3 1984 1 985 1 986 1987 

261.9 2.94 64.14 IK, .96 65.22 12.64 


10. DIRECT BROADCAST EDUCATION— EUROPE/ AFRICA 

Poten ti al mirlo t are a - In this anchor opportunity, the U.S. developed 
system is in u tal led In the I uropean/Af r u an area to provide a similar service 
there. 

Responsible agency - Foreign government consortium 

) Assumpt Ions /ground rul os/ 1 im i ta t Ions - See No. 4, Direct Broadcast 
Education — USA. 'Ihe five- H. -channel capacity would be allocated among the 
nations procuring the system. 

Cost data - Cost estimates were derived bv analogy to No. 4, Direct 
Broadcast Education — USA. 


0 Non- recur n ng cost ($/l) 

Spare segment 139.8 

Ground segment 8.1 

Transportation to 1X0 (1/2 Shuttle) 11.0 

Total 158. 9 

Q 

Annual operating cost ($N) 

Space segment 26.0 

Ground segment 10.0 

Total 36.0 


Ccst of developing the educational TV- programs is not Included. The 
initia. cost of TV antenna and adapter is estimated to be $200. 

Syst'Ti n * gu i s i t Ion funding requiremen ts ( 1 977 SM) 

TO 1 AL 19IT 1984 1983 1986 1987 

158.9 1.78 38.93 70.96 39.56 7.67 ORIGINAL PAGE IS 
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11. WORLD MEDICAL ADVICE CENTER— USA 

Potential market area - Jn this anchor opportunity, diverse medical data 
such as statistical Incidence of diseases, clinical analyses, diagnostics, 
treatment, pharmacology, etc , are all rapidly available from ? medical center 
data bank via satellite relay. While the medical center was assumed to be 
located in the United States, its data would be accessible worldwide. 

Responsible agency - U.S. Government (e.g.. Department of HEW) agency. 

Assumptions/giound rules/ limitations - The key goal of this anchor oppor- 
tunity It. rapid and accurate diagnosis of patients afflicted by obscure tiiseasis 
or by several diseases simultaneously which nay result in unconventional symp- 
toms, thus taxing the ability ot even highly capable physicians. It focuses 
on lesser I known diseases aloig with the most recent findings of their symptoms, 
laboratory tests, and treatment. 

® Space operations - The antennas ar.d electronic packages were assumed 
•■o be emplaced on the geosynchronous platform. 

9 Ground operations - Real-time color TV (stop-frame node) pictures of 
patients and their afflictions can be relayed between the users and the medical 
advice center. 

Cost data - Cost estimates of the space segment were ucr ived b> analogy 
to No. 5, Business Systems Data Transfer. Cost of the ground segment wu,, 
limited to mission control operations because of lack of potential market data. 

° Von- recur ring cost ($[1) 

Space segment 155.0 

Ground segment 5.0 

Transportation to LEO (1/2 Shuttle) 11.0 

Total 171.0 

• Annual operation cost ($M) 

Space segment 6.0 

Ground segment 10.0 

P Total 16.0 

The initial cost of a ground terminal was estimated to be on the order 
of $30,000. 

System acquisition funding requirement (1977 $M) 

TOTAL 1983 1984 1985 1986 1987 

171.0 1.92 41.88 76.37 42.58 8.25 
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12. BUSINESS SYSTEMS DATA TRANSFER— EUROPE/AFRICA 

Potential market a rea - Multi-national corporations vrJll desire to exchange 
data among their facilities and subsidiary companies. This anchor opportunity 
is an application of No. 5, fyisiness Systems Data Transfer to the European/Afri- 
can region, including the Middle East. 


P.esponsible agency - Because communication systems^are nationalized in most 
foreign countries, the responsible agency for this anchor opportunity will likely 
he a foreign government consortium. 


Assmipt ion s /ground rules/ 1 imitations - Sec No. 5, Business Systems Data 
Transfer — USA. 


Cost d3~t n~- cost estimates were genera Fed - by analogy to No. 5, Business 
Systems Data Transfer — USA. 


0 Won-rewm i mg cost ( 

Space- segment 116.2 


l. round segment 5.0 

Transport.it ion to l.Frt (1/2 SliuttTilt. 11.0 

Total 132.2 

® Annua 2 ojx'ratmg co- t (SH) 

Space segment 6.0 

Ground segment J 0 . 0 

Total 16.0 


System ncquisi Lion funding rupiin 'mei its (1977 $M) 


TOTAh 

132.2 


1984 1985 1 Q8 6 1987 

2.62 55.30 (.2.58 11.70 


13. ELECTRONIC TELECONFERENCING — EUROPE/AFRICA 

Pot ential m arket are l - /he same heaefiLs that would accrue from domestic 
(U.S.) teleconferencing would also result from teleconferencing among European/ 
African companies and between U.S. and I uropean/Af rii .in facilities. 

Responsible agency - Foreign government consortium 

Assunptio.i s/g ronnd r nles /linn it ions - See No. 6, Electronic Teleconfer- 
encing — USA. 

\ 

Cost data - Cost estimates were derived by analogy to No. 6, Electronic 
Tcli conferencing — USA. 
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9 Non-recurring cost ($M) 


Space segment 73.6 

Cround segmenc 11,0 

Transportation to LEO (1/3 Shuttle) 7.0 

Total 91.6 

® Annual operating cost ($M) 

Space segment 6.0 

Cround segment 10. 0 

IoljI 16.0 


Initial cost for a teleconferencing facility was estimated to be 
$60,000. 

Sistom acquisition funding requirements (1977 $M) 

if 

TOTAL 1984 1985 1986 1087 

91.6 1.81 38.31 43.36 8.12 

14 MEDICAL AID AND INFORMATION — USA 

Potential market are a - Two kinds of medical data are provided in this 
anchor opportunity. Patient medical histories are provided to paramedics so 
that aporopr utc treatment can be quickly initiated. The system also links 
paramedics with a .ctors and specialists who can participate In the diagnosis 
and guide the emergency • treatment bv proxy. The second aspei t of this am hor 
oppori unity links doctors, medical clinics, and hospitals with a diagnostic 
c onipu l er . 

Responsihle agency - U.S. Government (e.g.. Department of HEW) agency. 

Assumpt lons/ground rules/1 imitations - A description of this concept is 
presented in an earlier section of this report. The basic system may be com- 
pared to No. 3, Business Systems Data Transfer — USA. 

® Space operations - The antennas and electronic packages were 
assumed to be emplaced on the geosynchronous platform, 

9 Ground operations - Communication terminals are located in 
doctors' offices, medical clinics, and hospitals in addition 
to being mounted on emergency medical vehicles. A single 
- diagnostic computer is located at a national fa lity, where 
its progiams ar° continuously updated to incorpi rate the most 
recent medical findings. 

Cost data - Cost estimates of the space segment were derived bv analogy 
to Na. 5, Business Systems Data Transfer — USA. Costs ot the ground segment 
wore generated primarily by parametric costing. 
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o 

Von- rt'cui ring cost 

(.‘*•.93 

V 

Span* segment 

155.0 


(i round sop.mont 

330.0 


Tr.msport.it ion 

1 1.0 


a 

Total 

19ft. 0 

o 

/limit i J ()/i> j.it ir j ci' 

*.t (8.93 


Sp.u o sop, men t 

(..() 


( roan,, ‘.ipmont 

1 JO.O 


Total 

1 ’(,.0 


I no .iver.tp.o initial « oxt ol .i j*,i omul tomural was ootim.itod to bo $51/10, 
based on ,i buy of 10,000. 

S > s t om i. gills it Ion fu ndi up i ogu i i ouiotil js (1977 $M) 

10 1 Al. !|W 1 985 pi8n 1 os 7 1988 

J9n.O '*.'.4 9u.99 170.87 98. (u) 19.10 

r> ELECTRONIC MAIL — ASIA 

Pi'tnii i il mark, t .iro.i - inis ,uu lioi oppori mi 1 1 v extends o’.xtronie mall 
to t ho Asian tin it or. .in,! |,,-t w, on Asli/ll.S. .uni Ax J i/I uropo/Al r i i a . 

Uo.po.ixihlo o 1 , om y: loroip.n p.ovoi union L ( l.ip.in) or consort lum 

Ax-.nmpt i oii*./; , , t omul m 1 , x/ 1 1 m 1 1 it Ions - Soo No. 8, l'leit ionic N.ill — 

I uropo/Al i io i . 

<*ost ,l.i 1 . 1 - Cost d.it.i worx oxt Imitcd bv enlop.v to No. 2 , Tloitionii 
'l.i i I — USA, A*. In No. 8, f I 1 1 on ! , M.i 1 1 — I in opo/Af i io.i, the i out of p.round 
st.it ion-, was not os t im.it o,l. So,* No. S tor lost d.it.i. 

SyxUm ,n ip.i i s 1 1 loll fund l ap r o«|n 1 1 ■ mont s (1977 $'l) 

Tt >fAI. 1 984 1 98 r > J9St> 1 98 7 1988 1989 

J07.8 1.30 33 . lb (.9.99 (>5.0h 31 . hO ft. .19 

16 . POCKET TELEPHONES— ASIA 

I’ot .m ill mark, t tro t - This .m, her opportunity is .in extension ot No. i, 
^Pocket role phono — USA; anil No. 9, Pocket telephones — Luropo/Af rica to the 
‘Aslan area. It also connects Asian countries and countries served by the two 
former opportunities. 

Kesponx j b I o np.oiu y - Foreign p.ovornmont (.tap, in)" or consort lum 

Axxnm pt ionx/p. reiiud i n 1 ox/ 1 i m i t .i I i *n *. - Soo No. 3, Pocket ''Vlephonca 

—USA. " ’ ' ' ~~ 
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Cost data - Cost estimates were derived by analogy to No. 3, Pocket 
Telephones — USA. See No. 9, Pocket Telephones— Europe/Africa for cost data. 

System acquisition funding requirements (1977 $M) 

TOTAL 1985 1986 1987 3988 1989 

261.9 2.94 64.14 116. 9fr «.22 12.64 

17. ELECTRONIC TELECOMMUTING 

P otential market area - In a number of service Industries, form (paper) 
piocesslng Is the major activity. In this anchor opportunity , the paper 
processing operation would be decentralized Into neighborhood centers that are 
electronically linked to a central computer. Thereby, paper-processing employees 
would not need to travel to central (downtown) office futilities with resultant 
savings in time and gasoline.. The service companies would also benefit by having 
the work done in lower-cost facilities. Widospiead implementation of tt lecommu- 
ting would necessitate a dedlcute space payload to link toe form-processing 
centers with the central computer (s). 

R esponsible agency - Commercial 

Assumptions/g r ound rules/ 1 Imitations - A description of this concept may 
be found in an earlier section. Service companies employing telecommuting 
would lease capacity on a continuing, permanent basis. 

0 S/wcc operations - The antenna and electronic package? were 
assumed to be emplaced on the geosynchronous platform. 

° Giound operations - Both the paper processing centers and the 
computer centers would have antennas and interfacing electnn- 
lcs. Each paper-processing center would have many CRT terminals 
— all connected to a remote computer via satellite relay. 

Co st data - Cost estimates of the space segment were derived by analogy to 
No. 5, Business Systems Data Transfer — USA. The ground segment cobl data apply 
only to the mission control/system management center. 

8 Ncn-rcrurnr.g cc;t ($M) 

Space segment 150.0 

Ground segment 5.0 

Transportation to LEO (1/2 Shuttle) 11.0 


Total L66.0 1 


0 Annual operating exists ($H) 

Space segment 
Ground segment 


/ 

— L.. 

/ 

/ 

/ 
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Initial cost of CRT consoles was estimated at 51000 each. The cost of 
interfacing electronics at the processing center wns estimated to be $50,000 
and at the computer center, $30,000, 

1 

System acquisition funding requirements (1977 $M) 

» 

TOTAL 1985 1986 1987 1988 1989 1990 

166.0 1.20 26.65 55.90 51.98 25.24 5.03 

18. DIRECT BROADCAST EDUCATION— ASIA 

Potential market .110 1 - Tills anchor’ opportunity Is an extension of 
No. 4, Direct Broadcast I'lluc.iiion — USA, to the Asian area. 

I 

Responsible agency - Foreign government (Japnn/Chinn/Ind ia) or consortium 

As sump t tons/g round rules/ 1 lmlt.it Ions - See No. 4, Direct Broadcast Educa- 
tion — USA. Iho five TV channels would be allocated among the nations procuring 
the system. 


Post tl.it.) - See No. 10, Direct Biundcast Education — Europe/AfrU a, for 
cost dati. 

System mqtiisltl on funding requiremen t s (1977 $M) 

TOTAL 1986 1987 ) 988 1989 

168.9 J . 14 66.45 75.23 14.08 

19. BUSINESS SYSTEMS DATA TRANSFER— ASIA 

Po’entla l markut area - The same drivers which justified the U.S. and 
Europe. ui/Af r U an versions ot tills anchor opportunity would mandate Its instal- 
lation into < he Asian area. 

Responsible agency - Foreign government consortium 

Assumpt ions/ground rules/l iml tat Ions - See No, 5, Business Systems Data 


Transfi r— USA. 




Cost data - 
for cost data. 

See No. 

12, Business Systems Data Transfer — Furope/Afrlca 

System ncqu 

Is it Ion 

t muling reqii 1 1 ime.its (1977 $M) 

TOTAL 

1986 

1987 J_98H 

1999 

132.2 

2.62 

55.10 62.58 

1 1.70 

9 

- 
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<!0. ELECTRONIC TELECONFERENCING— ASIA 

y 

Potential market area - Much of the time and coat required for travel to 
the Orient for business meetings could be saved by n teleconferencing link to 
the Asian area. Furthermore, intra-Asian teleconferencing would likely be 
justified by 3.990. This anchor opportunity would complete a world-wide relccon- 
fere.ncing network through Numbers 6 and 13, Electronic Teleconferencing — USA 
end — Europe/Africa, resptctiwely. 

Responsible agency - Foreign government consortium 

Aasumpt Ions /ground rules/llml tat Ion s - See No. 6, Electronic Teleconfer- 
encing — USA. 

Cost data - See No. 13, Electronic Teleconferencing — Europe/Africa for 
eos t data. 

System acquisition funding requirements (1977 $M) 

TOTAL 1986 1987 1988 3_989 

91 . b 1.81 38.31 A3. 36 8.12 

21. NATIONAL INFORMATION SERVICES 

Poten ti al market area - The cost or storing data electronically is rapidly 
approaching the cosu of storage on a printed page. Extrapolation of this trend, 
coupled with the problem of providing space in .Libraries for the hooks and 
Journals printed every year, indicates a possible solution in electronic storage 
of boohs and journals. This storage mode would enable computer search and 
retrieval of data from a major repository, such as the Library of Congress. 

Expet ienee with the more than 200 computer-based commercial data tiles that 
can be remotely searched will facilitate design and development of a nutionnl 
data retrieval system. 

Responsibl e agency - l).S. Government (e.g.. Department of HEW) agency. 

Assumptions/ground ru l cs/ limit at ions - A home CRT terminal or the equiva- 
lent would be required for interactive dialogue with the data searching computer. 
Charges would be baaed on the duration uf the hookup. 

0 Sjaoe operations - Antennas and electronics for relay were assumed 
tj be emplaced on the geosynchronous platform. 

° Jround operations, - Either '-oinmerciul telephone lines, cable to a 
transmitting facility, or home antennas for satellite lelay, could 
be used to link the home units with the computer. 

Cost data - Coat estimates were derived primarily through CFR's applied 
to system specifications and by analogy to No. 3, Personal Communications — USA. 
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® Non-recurring cost ($H) 

Space segment 

313.5 

Cround segment 

91.0* 

Transported icn to 


LEO o 

21.8 

Total 

426.3 

° Annual operating cost 

($H) 

Space segment 

6.0 

Cround segment 

** 


Tlu' initial c( 8t of the interactive I'oinc Urminals was estimated to he on 
thf order of 5600. 

S ystem .tcguisit Icuv funding requiremen t \ ( 1977 $M) 

TOTAL 1987 J988 _19R9 1990 1991 1992 

'*26,1 3.07 68. A 2 143.59 133. '(9 64.82 12.91 

22. LANDSAT D 

Potent lal market area - Lands, it 1), scheduled to be launched In 1981, was 
included as an anchor opportunity because ot the highly beneficial (ecmmerci- 
ally) data anticipated from Its advanced sensors. 

Responsible agen cy - NASA 

As sump t Ion s/r round rules/ 11 mi tat Ions - Although designed for a seven-year 
life, a ten-year operational life was assumed because of the extended lifetimes 
of its predecessors. Furthermore, It was assumed that Landsat D would not be 
rf'laced because ihe several speclaL-function satellites would be routinely 
providing earth surface data in approximately 28 spectral frequencies, which 
is several times the capability of I.andsat D. 

• Space operations - landsat I) is a single, dedicated spacecraft, 
and will provide an 18-day repeat overflight cycle, 

® C round operations - Facilities, currently being expanded, for 
receiving and processing I.andsat data were assumed to be ade- 
quate for Landsut 0. 

^Includes lost of computer and conversion of high-use items to electronic 
storage and development of author royalty reimbursement system, 

**Annual operating costs of Library of Congress facility were not Included 
because a detailed analysis would "he required to determine whether the 
proposed system would result in increased costs. 
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Coat data - The basic source of the cost data was budget hearings. 
Because the hearings data were not divided into space segment and ground seg- 
ment, only the lumped sum was used. 

® Non-recurring cost ($M) - 128,8 

o Annua 1 equating cost ($M) - 10.0 

System acquisition funding requirements (1977 $M) 

TOTAL I960 1981 

123. P 97.5 31.3 

23. SEASAT B 

Potential market area - If the substantial benefits anticipated from 
Seasat A materialize, then a more frequent overflight cycle will be rlesited. 
Seasat B was Included because its addition would result in doubling the fre- 
quency of sea condition observations. 

Respo n sible ege.'.cy - NASA 

Assumptlona/gencral rules/limi rations - Acquisition of SeaBat B was 
assumed to begin in 1980. The satellite was assumed to have a lC-year life. 

® Space operations - Seasat B was assumed to be a single, dedi- 
cated spacecraft. Seasat B would use Seasat A'a mission control. 

0 Ground operations - Attainment of maximum commercial benefits 
from the Seasat A and B system was assumed to require expanded 
ground facilities for more rapid data analysis and dissemination. 

Cost data - The source of Seasat B cost data was Seasat A budget 
hearings. 1 


n Non-recurring cost ($M) 


Space segment 

73.0 

Ground segmen- 

10.0 

Transportation (non-Shuttl e) 

13.0 

Total 

96.0 

• Annual operating cost (SM) 


Space segment 

— 

Ground segment 

10.0 

Total 

10.0 


System acquisition funding requirements (1977 $M) 
TOTAL 1980 1981 1982 1983 

96.0 1.90 40. 16 A5.AA 8.50 
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24. OIL/MINERAL LOCATION 

V 

Potent Lit market area - This anchor opportunity constats of a dedicated 
satellite similar to Lands. it D, hut with sensors especially selected for the 
detection of nil ugd/or mineral deposits (i.o., tar sands, lignite, peat, etc.). 
Oil deposits might be sought by detecting oll-i jvctling slicks floating on sur- 
face water after rains in sparsely Inhabited regions 

Respons i ble agenc y - NASA; this would be a developmental satellite to test 
feasibility of com opt. 

Assumpt I ons /genera 1 nt l o s/ 1 i'a l tat Io ns - The spacecraft Is assumed to have 
a ten-year life. Although total earth * overage should be attainable (with minor 
exceptions) within several years, the occurrence of unique conditions essential 
to mineral detection wmld take longer (e.g.. oil sllckH on snow melt runoff). 

• Space ojst.Tiitions - The spacecraft w.ib assumed to be a single, 
dedicated satellite. 

® Ground rtperatjons - Additional data processing and mission 
control facilities were assumed to be required. 

Cost data - The cost estimates were derived by analogy to l.andsat 1). 

I 

® A'on-rocurritn co\ t- (?M) 

Space segment 180.0 

Ground segment 10.0 

Transportation (Polar — 1/2 SluitLle) 11,0 

Total 201.0 

® Annual opera ti ;m cost ($M) 

Space segment — 


Ground segment ' 10.0 

Total 10.0 

System acquisition fmnll ig reqiilreinn its (1977 $M) 
TOTA L 1981 1982 198J 1984 1985 

201,0 2.25 '.9.22 S9.7o 50.0f> 9.69 


25 WATER .RESOURCE MAPPING AMD DYNAMIC SYSTEMS — A 

, Potential m ar ket area - Water management Is becomirg increasingly recog- 
nised as a critical government function. Demands on water resourres need to 
be balanced for optimal benefit. Ibis anchor opportunity would provide basic 
data for water management on national, regional, state, and local levels. 

Responsible agen. y - W.S. Government (e.g., Deportment of Agriculture 
or Depirtment o f Interior) agency. 
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Aasumptlona/g round rules/ limitations - Approximately seven sensors, sensi- 
tive to spectral frequencies related to water detection and flow monitoring, 
were assumed to be carried on the space payload. The payload was assumed to be 
mounted on a common polar platform (Platform A — No. 56 — would give 18-day repeat 
coverage) along with several similar payloads that are obtaining data on identi- 
cal target areas, buc in other spectral frequencies. A description of the polar 
platform can be found in another section of this report. The "A" in the title 
signifies the first of three Identical payloads (A, B, and C), spaced to give 
six-day repeat coverage. 

® Space operations - The pavioad antennas, sensors, and electronic 
package would be emplaced (prior to launch or by the Shuttle) on 
a polar (sun-synchronous) platform. Data would be relayed via 
TDRS tc a ground receiving station or to an orbital data process- 
ing facility (see No. 55, Low Earth Orbit Base). 

® Ground operations - Dedicated gic u nJ facilities were assumed for 
data analysis and rapid dissemination. 

Co st data - Cost estimates were generated by analogy to the I.andsat D 
costs. 

® Non-recurring cost ($M) 

Space segment 60.0 

Cround segment 5.0 

Transportation to polar orbit (1/2 Shuttle) 11.0 

Total 76.0 

® Annual operating cost ($N) 

Space segment (Platform A) _ 2.0 

Cround segment 10.0 

Total 12.0 

System acquisition funding requirements (1977 $M) 

TOTAL 1982 1983 1984 1985 1986 

76.0 0.85 18.61 33.94 18.93 3.67 

26. TOPOGRAPHIC MAPPING 

I 

Potential market are a - Planning for efficient transportation, irrigation, 
and resource development requires accurate topographic data. Conventional means 
for acquiring these data are many '.imes more expensive than their acquisition 
via satellite. The Stereooai , described in the February 21, 1978 issue ot 
D ef enae/Space Daily (p. 273), is similar in many respects to the concept envis- 
ioned in this anenor opportunity 

Responsible agency - NASA (because satellite is basically developmental 
rather than operatioriul) . 
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As sump L irns/g round ni ) es/ 1 iwi ta t ions - The spacecraft was assumed to be a 
single-purpose, dedicated satellite. Data from the satellite would be relayed 
via TDRS to a ground station or to a data processing station In low earth orbit 
(see No. 55, low Lurth Orbit Base). Techniques are being refined lor direct 
development of topographic maps through computer processing ol the data. 

° Space operations - A ten-year life was assumed for the satellite, 

Stereosi op Jr data would be obtained for predetermined areas by 
programming of the satellite operations. 

° Ground oporu 1 1 ons - Automated i omputer-« ontrol led, topographic 
map-making machines would be used to produce maps from the 
natei I tie data. 

I 

Cost da i.i - Cost estimates were derived b\ analogy to hand sat cost da La . 

0 Non-rci-urrjihj cost ($H) 


Spate segment 180.0 

(•round segment 10. 0 

Trunsiiort.it ion to polar orbit (1/2 Shuttle) II . 0 

Total 201.0 

® Annual upojatjtig cost ($:i) 


Spai e segment — 

0 round segment 10.0 

Total 10.0 

System acq ui sition fundin g re quire m ents ( 1077 S v l) 

TO’IAL 1982 1981 1984 198 5 1987 

201.0 1.45 J2 . 2h 67.70 62.93 .10.57 6.09 

I 

27. WATER RESOURCE MAPPING AND DYNAMIC SYSTEMS— B 

Potential market ar ea - This anchor opportunity is an adjunct to No. 25, 
Water Resource Mapping and Dvnamic Systems — A. This is the second of three 
payloads spaced so as to give six-day repeat i overage. It follows Platform A 
by -two years. 

Responsibl e a getu v - See No. 25. 

A ssump tions' /ground rules/ 11m l ta t Ions - See No. 25. Ground segments estab- 
lished for No. 24 ate used he.e without any additional cost. Polar Platform B 
Is No. 59. 


Cost data - Cost estimates are generated by analogy to Landsat D costb. 
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l son-recurring cost ($M) 

Space segnent 


60.0 

Ground segment 


— 

Transportation to polar orbit 

(1/2 Shuttle) 

11.0 


Total 

71.0 

® Annual operating cost ($M) 

Space segment (Platform B) 


2.0 

Ground segment 


— 


Total 

2.0 


System acquisition funding requirements (1977 $M) 

TOTAL 198 3 1984 1985 1986 1987 

71.0 0.80 17.40 31.69 17.68 3.43 

28. CROP MEASUREMENT— A. B, C 

Potential market area - Attempts at forecasting key crop harvests based 
on Landsat A and B data have been very encouraging. Large Area Crop Inventory 
Experiment (1ACIE) and other programs are verifying the feasibility of crop 
measurement by satellite. This anchor opportunity produces worldwide fore- 
casts o f crop yields — thus facilitating generation of prudent agricultural 
policies . 

, / 

Responsible agency - U.S. Government (e.g., Department of Agriculture) agency . 

I 

Assumptions /ground iules/1 imitations - approximately seven crop detecting/ 
resolvirg sensors are integrated in each of tnree identical payloads. The 
three payloads are mounted on Polar Platforms A, b, and C (Numbers 56, 59, and 
60, respectively). A description of the polar platform can be found in another 
section of this report. 

® Space operations - The three payloads are equally spaced in a 
common sun-synchronous orbit so that repeat coverage is obtained 
every six days. 

® Ground operations - The acquired data would be analyzed by com- 
puter and crop forecast 1- , developed and updated for key crops? on 
a worldwide basis; the data would be disseminated internationally. 

' Cost data - Cost estimates were obtained by analogy to the Landsat D 
cost data. 


Non-recurring cost ($M) 



Space segment 


180.0 

Ground segment 


5.0 

Transportation "to polar orbit 

(1 Shuttle) 

_2K8 


Total 

206.8 
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• Annual operating cost ($'l) 

Space segment (for three pnylonds) 

Cround segment 

Total 

System acquisition funding requirements (1977 $M) 

TOTAL 1983 1984 1985 1986 1987 

^ 206.8 2.32 50.65 92.36 51.49 9.96 

29 GLOBAL EFFECTS MONITORING— A , B 

Potential market area - The U.S. Weather Bureau is gradually increasing 
the accuracy >nu range of its forecasts. Aiquisition and interpretation of 
key data are essential to tne continuation of this trend. In this anchor oppor- 
tunity, magnetospher ic data plus other data are acquired by payloads attached 
to Polar Platforms A and B in sun-synchronous orbit. These data are integrated 
with data from other sensors (e.p., in geosynchronous orbit and on space sta- 
tions) to enjhle improved longer ’ju h c weather forecasts. 

Responsible agenc y - U.S. Government (e.g., Department of Commerce) 
agency. 

As sump t lons/gi omul rnl es/ l i mitations - These payloads are in a grey area 
between scientific research and commercial applications and are included as an 
anchor opportunity beinujc of the highly beneficial impacts that would result 
from oven a marginally improver, weather Eorecast’ng capability. 

• Space operations - Data acquired bv Lho two payloads (120 degrees 
apart)- are relayed via TDRS to ground stations or to a space base 
in low earth orbit (see No. 55) for processing prior to earth 
relay 

° Ground operations - Data would he fed into a weather modeling 
computer. Because weather modeling computers already exist, 
neither haidwnre nor softwaie costs were included. 

Cost da ta - Cost estimates were derived bv analogy to Landsat D cost 

data. 


° Non- recur ring cost ($M) 

Space segment (two pa*'Joads) 120.0 
x Cround segment 5.0 

Transportation to polar orbit 21.8 

Total 146.8 

0 Annual operating cost ($M) 

Space segment (two platforms) 4.0 
Ground segment 10. 0 

Total 14,0 



6.0 

10.0 

16.0 
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System acquisition funding requirements (19/7 SM) 

TOTAL 1983 1984 1985 1986 1937 

146.8 1.65 35.95 65 06 3d. 55 7.09 

30. WATER RESOURCE MAPPING AND DYNAMIC SYSTEM— C 

Potential market area - This anchor opportunity is part of Numbers 25 
and 27, 1 Water Resource Mapping anil Dynamic Systems — A and — B, respectively. 

It is the third o£ three payloads spaced 120 degrees apart in a common sun- 
synchronous oroit so c.s to pro/idc six-day repeat coverage. Its acquisition 
follows the B-payload acquisition tv oie year. 

I 

Resgo - "Stye -No.” 25. 

Assumptions/groend rules/] imitations - See Numbers 25 and 27. 

Cost data - See No. 27. 

, I 

System acquisition funding re q uirem ents (1977 SM) 

TOTA L 1984 1985 l9?o 1987 

71.0 1.4C 29.69 3 j 62 b.29 

31. OCEAN RESOURCES AND DYNAMIC SYSTEMS— A, B, C 

r otential market area - Based on dsca acquired from Seasats A and B, 

Landsat D, and other satellites, inf oraiar loo Will be available for the develop- 
ment of payloads designed to detect major schools of fish and krill-rich areas. 
Compilation and analysis of oceanic data will enable more efficient fishing 
and, possibly, management of fish resource?. 

t 

I 

Responsible agency - U.S. Government (e.g., Department of Commerce) agency. 

Assumptions/ground rules/1 imitations - L’ach of the three identical payloads 
was assumed to contain approximately seven sensors that operate at spectral fre- 
quencies selected so as to provide discriminatory data to enable detection of 
schools of fish and krill. 

° Space opeiacion-; - The three oayloads are mounted on platforms spiced 
120 degrees apart in a polar (sun-synchronous) orbit, so as to provide 
repeat coverage every six days. Data are relayed via TDRS to ground 
stations, or to a data processing facility in low earth orbit (see 
No. 55), for relay *o earth. 

• Ground operations - fhe Ley function to the ground operations is to 
Jisseminate data to fishing fleets that have contracted for the 
service. _ « 

C ost data - Cost estimates were generated by analogy to Landsat D dara. 


SSSSSSS 
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° Non-recurring cost ($M) 


Space segment (three payloads) 

180.0 

Ground segment 

5.0 

Transportation 

21 .a 

o Total 

206.8 

* Annual operating cost ($H) 


Space segment (three plat forms) 

6.0 

Ground segment 

10.0 

Total 

16.0 

System acquisition funding ri qui regents (1977 ?M) 


. TOTAL 1984 1985 1986 1987 1988 

206.8 2.32-_ 50.65 92.36 51.49 — 


32. MICROWAVE RADIOMETER 

Potential marke t area - A large microwave radiometer will provide data 
which, when analysed and combined wien da.... fra - " ■■Hw-r sources, will yield 
unique clues to potentially valuable rcsc..i‘cer.. 

Responsible agency - NASA 

Assumptions /ground rules/ limitations - ine spacecraft was assumed to be 
a single, dedicated satellite. Because of the ground resolution desired, it 
would' be very large. Design data and specifications of the satellite are 
described “irT another section of the report. 

° Space operations - Hie satellite would be m a relatively low- 
altitude, high-.' ncl mat ion (polar) orbit. Data would be 
relayed via TDRS lo a ground station, or to a data processing 
station in low earth orbit (see No. 55). The satellite would 
provide repeated ground coverage every 18 to 20 days. 

• Ground operations - Time-sensitive f.ata, such as iceberg loca- 
tion, would be quickly foiwurd^-J the U.S. Coast Guard. Data 
not time-sensitive would be analyzed and results provided to 
requesting agencies and/or customers. 

Cos t data - Cost estimates were derived primarily from CER’s applied to 
preliminary design specxticatio”h. 

° Non-rocurrmg cost ($M) 

Sga< c segment 717.7 

Ground segment 10.0 

Transportation >73 0 

Total 900.7 
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• Annual operating cost f$M) 

Space segment — 

Ground segment 1 0.0 

Total 10.0 

System .-icgcisition funding requirement s (1977 $M) 

TOTAL 1984 1935 1986 1987 19S8 1989 

900.7 6.49 144.57 303.35 282.04 136.96 27.29 

33. LUNAR ORBITER 

1‘otontinl narket area - The lunar orbitoi is a forerunner ot missions 
■Wai ending to the possible establishment of a manned lunar colony after the 
turn of the century. 

Responsible agency - NASA 

Assnmpl lons/gro u nd rules/1 imitations - Tito lunar orbiter was assumed to 
be similar to l~indsat l). It would be placed In a polar lunar uro:t from 
which it would map lunar resources. Sufficient data storage capacity would 
be provided so that data acquired while on the back side cf the moon could 
be compressed, staic-G, ' sent to earth simultaneously with the transmission 
of data beinr acquired on the tront-side pass. 1 he payload would carry about 
seven sensors, each .responsive to a diffe-;nt spectral frequency. 

® Space operations - The lunar orbiter was assumed to draw ..pop 
hardware developed for the 1960's lunar orbiter, the Viking 
orbiter, and the Landsnts. Its RCS system would enable it to 
lower its orbit altitude and go Into an alternative (high- 
speed, narrower width) scar. oikU* m order to provide substan- 
tially higher resolution of sites of interest. 

® Ground operations - Data would be relayed '*ia IDRS to a ground 
station for processing and analysis. j 

Cost dat a - Cost estimates were generated by analogy to Lanusat D cost 

data. 

° Non- recurring cost (PM) 

SpacC segmi-PL 180.0 

Ground segment 0.0 

Transportation (Hl.LV + l IUS's) 18.6 

Ta* at 708.6 

• Annual OfKrrating cuJt ( 

Space segment ' — 

Ground- segnent 1 0.0 

1 otal 10.0 
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Sys tem lcgulsition funding - ego. I rements (1 977 $M) 

TOTAL '» 985 1986 1 987 1J)88 1989 

208.6 2.34 51.09 93.17 51.94 10.06 


34 HIGH- RESOLUTION RESOURCE SURVEY 

. utcntlal . .uirkot atea - Resource surveys by Einusnt D arc limited by a 
lesoli.cfon c.ip.ibl l i t v on the order of iOO feet. Certain mineral onto ropp inn*", 
or ijtlu r resontie indicators may be overlooked at that resolution. Tills 
anchor opportunity incot pot at os a sitellite with a resolving capability on 
the ordet ut 25 feet to seat » it tot exploitable rcsoti'oes. 



Re .pons i hi e ap.en ey - NASA , 

Assnmpt .'in ./r round i o I i*s / limi t it i o n*-- - Hie sitelllte was assumed to be a i 

sine, It , dedicat. *il spaces rat l plated .nto sun-syni hronou*, orbit, and equipped 1 

with approximately seven sensors. ' 

j 

® ‘.('.ire ojH'/at Jf'/i*. - A 7- to lO-veur satellite lifetime was assumed. 

Rope it ground covotago was assumed to occur every 18 days. Tbe 
data rate would In* about 1 b times that of Lund sat D. Com e iv.ib ly, 
laser iommunie.il ions would ho used. Data would be relayed via 
TORS (or a laser version bv >‘ ! 9li) to a data processing station in 
low eat tli orbit (si'c No. 541. 

e uioumi o/<*f.it;oa. - Hi suon C’onliol was assumed to prop, ram the 
said 1 lies' operational imIcs. Data would he processed by 
l.nilitie. added to those of the UindsJts. Dedicated tomputers 
would bi* requited lot the analyses. 

Cost dull - Tost estimates were derived In analogy to Landsat D cost t 

data. [ 


° Non- r-'cu r rj ng cost ( 


Space segment 

180.0 

r 

Gruuni segment 

10.0 

i 

Tr.msport.il ion to polar orh't 


it 

» 1 

(1/ > Shuttle) 

11.0 

'* 

Total 

201.0 

r 

• Annul 1 ofvTitiibi cast ($M) 


1 

■Space segment 

— 


Ground segment 

10.0 


Total 

10.0 

■ 

Svsl.c*m acquisition funding requ ii ements 

(1977 $M' 



TQ i AL 1 986 1987 1**88 1989 1990 

201.0 2.24 49.22 <?.?? 40.06 9.u9 
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35. HIGH-RESOLUTION RADAR MAPPING 

Potential market area - Those regions that are usually cloud-covered, or 
which were impossible to map by satellite or airborne systems, would be mapped 
y> r’dar in this anchor opportunity. An imaging radar (synthetic aperture) 
with some on-Ooa.'d processing o was assumed which would provide ground resolution 
on the order of 50 feet. 

R esponsible agency - NASA (because of the developmental nature of the 
satellite) . 

As sumptions /ground rules/ limitations - The radar-mapping satellite was 
assumed to be a single, dedicated spacecraft in polar orbit. 

0 Sulci' operjtions - During pi c— programmed operational periodb, data 
would be transmitted i- leal time via I DRS to a ground station or 
to a data processing station in low earth orbit (see No. 55). 

® Giound operations - Because of a large degree of staudardizat ion 
in tile received data, gmund computers would readily analyze the 
dat i and generate maps. 

Cost da ta - Cost data were generated by extrapolation from other sati 1- 
lltu vBHs. 


° lOll-l iV,u. r r >*K7 CO^t ($y) 

Space segment 270.0 

Grounn segment 10.0 

Transport it ion to polar orbit 21.8 

Total 301.8 

° Annual Oi>erJLtsi,g cost f $M) 

Space segment — 

Ground Segment 10.0 

Total 10.0 


System acquisition funding requirements ( 1*177 $M ) 

TOTAL i 986 1987 1988 J_9H4i 1 990 1991 

301.8 2.18 a 8 . 4 5 101.63 «a.S0 4 5.90 9. 14 

36 LUNAR UNMANNED EXPLORERS 

Potential market area - Pol lowing tie lunar orbiter (Mo. 93), lunar 
unmanned explorers (rovers) would be sent to the lunar surface to confirm 
lunar arbiter data and to explore likely sites for manned scientific and 
mineral-processing colonies that might he established Jn the laic 1990’s ot 
early 2000’ s. 

R esponsible aeency - NASA 
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Assumptions/ground rules/1 Icilta.. ion s - The Inmr explorers were c. 03 umed 
to be a combination of the lunar roving "chluie (LRV) from the Apollo program 
and the Viking with some tele->pc...acion-type capability. 

0 Lur*z operations - A traverse distance on the order of 50 miles 
(per battery set) was assumed. Two additional battery seta 
were assumed to be stored at the landing site. 

0 Ground operations - Communications with the unmanned explorers 
woulo be maintained through ground stations linked by earth 
satellite relay to a central Mission control. 

Cost data - Cost estimates were obtained by analogy to former space pro- 
grams and assumed a substantial legacy from them. 

i 

® Non-recurring cost 

Lunar segment 300.0 

Ground segment 10.0 

Transportation (HLLV + OTV) 42.8 

Total 352.8 

9 Annual operating cost (I'M) 

Lunar segment — 

Ground segment 10.0 

Total 10.0 

System acquisition f ending requirements (1977 4 m) 

TOTAL 1989 1990 1991 1992 1993 1994 

352.8 2.54 56.63 118.83 110.47 53.65 10.69 

37. ISOENZYMES (SPACE BASE FACILITY) 

Potential market area - This anchor opportunity is rr.preac-ntative of 
pharmaceuticals to be produced in an orbiting soace base facility. 

I 

Responsible agency - Commercial 

Assumptions /ground rules/ llmltat Ions. - This anchor opportunity was ar Burned 
to be representative of pharmaceuticals that* while life-saving, would ne> v to 
be produced in relatively small quantities. Consequently, it was assumed na*. 
the product(s) would be produced at the medical and genetic research fact' .ty 
^see No. 50) by its general-purpose equipment. Consequently, the cost of 
acquiring the facility was assumed tc be divided equally between this anchor 
opportunity and No. 50, Medical and Genetic Research. 

® Space operations - Costs of space opera*! or.a include transporta- 
tion of. materials for processing plus costs thjt are reflective 
of the man-hours required and equipment vise charges. Less than 
12,000 lb of pharmaceuticals were assumed to he produced per year. 


i t 


i i 
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® Ground operations - Upon return to earth, the processed 
pharmaceuticals were assumed to enter conventional product 
Streams; therefore, no additional out-of-pocket costs 
assessable to space processing were assumed. 

Cost data -«Cost estimates were derived from recent spnce base and 
laboratory studies. 

® Non-recurring costs, $M (1/2 of actual total— see No. 50) 


Space segment 

100.0 

Ground segment - 

5.0 

Transportation 

11. 0 

Total 

116.0 

Annual operating cost 

($M) 

Space segment 

7.0 

Ground segment 

— 

Total 

7.0 


System acquisition funding requirements (1977 $11) 

TOTAL 1982 1983 1934 1983 1986 

116.0 1.30 28.42 51.80 23.88 5.60 

38 . UROKINASE 
39.. INSULIN 

Potential market area - These two opportunities were assumed uo be 
repr. 'intatroe of those pharmaceuticals that would be required in targe quanti- 
ties .-nd therefore would be produced In dedicated facilities (modules) attached 
to a space base. 

Responsible agency - Commercial 

Assumptlor. s/ ground rules /] Imi tations - Approximately 50,000 lb of eacli 
of the two products were assumed to be produced par year. Logistics missions 
that would require one fourth of the Shuttle capacity for each product weie 
assumed to occur every Lhree months. ' 

® Space operations - Periodic maintenance by space station 
personnel was assumed to be required, and man-hour charges 
for these services are include 1 in the cost data as are 
, the charges for energy consumed. 

® Giound operations - No charges for ground operations were 
assessed because, upon return to eartn, the processed 
pharmactut ical s were assumed to enter conventional product 
streams . 
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Cost data - Cost estimates wore derived from space station studies which 
included data on space processing modules. The following data are applicable 
to both No. 38 (Urokinase) and No. 39 (Insulin). 

® ..o/i-roc urnng cost ( $M) 

Space segment 200.0 
Ground segment ®5.0 
Transportal ion 21,8 

Total 226.8 

» Annual Ofvratimj cos® 

Space segment 
Grout. ■ segment 

To t a ! 7.0 

Syst em ac . nil s it ten fun. lin g re<|n I ren u. *u s (19/7 ?H) 

lOTAl 1983 1 984 198 ') 1986 1987 

226.8 2.54 55.55 101.29 56.48 10.94 

dOA LARCH CRYSTALS (NASA PROCESSING FACILITY DEVELOPMENT)’*' 

Potentia l m irket area - This am her opportunity is divided into the NASA- 
funded devel opru ut of a geiutic spate protossing facility (No. 40\) and the 
actual production anti equipment of proio.slng facilities with unique proposing 
hardware (Numbers 40B through 47). The economic merits of processing the eight 
inorganic products shown have not been proven. The products should be viewed 
as representative of those whose economic just 1 f J cat Ion will he established by 
Space tab c-xpor uuei.ts. 

Kespona i b I e igent y - NASA 

..Bsu mpt iotts/g rou nd rules/1 lnita t I ons - Tlu space processing facility was 
assumed to be a tree-flying satellite const nn Led around a ground-modified 
expended Shuttle extern. ll tank (ITT). Design data and specifications ere dis- 
cussed in another set t Ion ot this reperc. 

o s/uee operations - See following space processing opport ani ty. 

© crouiul w/v'f aciwtis - See followu* spate processing opportunity. 

t\>st__ilata - Cost -htlmites foi tlu development of the facility were 
derived primarily from Grit's applied to prt l inunary design specifications. 

© SCii-ri'Currntg e< >s t: ($M) 

Space segner t 
C rountl segnunt 

Transportation (not applicable) 

Total 218.2 

•In this study NASA funds were assumed, however, in this or any of 
tuniti.es, coT.jiiCTcial tunding be forthcoming, and precipitate a 
strictly commercial ventuio. 


the oppor- 
joint ox 


/ 


213.2 

5.0 
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° Annual operating cost - Not applicable 

System acquisition funding requirements (1977 $M) 
TOTAL 1981 1982 1983 1984 1985 

218.2 2.45 53.44 97.43 54.34 10.54 


40B. LARGE CRYSTALS 

41. SUPER-L/TGE-SCALE INTEGRATED CIRCUITS 

42. NEW GLASSES 

43 HIGH-TEMPERATURE TURBINE BLADES 

44. HIGH -STRENGTH PERMANENT MAGNETS 

45. CUTTING TOOLS 

46. THIN -FILM ELECTRONIC DEVICES 

47. CONTINUOUS RIBBON CRYSTAL GROWTH 


p »rer.tial market area - These anchor opportunities are considered typical 
of those whose on-orbit production will be found to be economically viable 
based on Spacelab experiments. Of the 150 space processing experiments com- 
piled by the West German government, it was considered reasonable that five 
percent would result in the establishment of full-scale processing facilities 
in orbit. 


Re sponsible agency - Commercial — corporations or consortia would fund 
production and operation of the facilities. 


Assuii.ntions/g round rules/limications - Each manufacturing facility would 
be a demented f Iyer , based on the external tank. All of the anchor 
opportunities would require large amounts of ene-gy, even assuming significant 
recapture of waste heat. Approximately 50,000 lb of material was assumed to 
be processed annually by each facility. 

® Spac'c operations - The facilities were assumed to be located in 
low-inclination earth orbit. Batteries (charged by over-sized 
solar panels during sunlit passages) were assumed to provide 
power during earth-shadow passage. Logistics flights were 
assumed to occur every three months. 

• (.round operations - A centralized mission control and sate 11 ire 
monitoiing facility was assumed. Its costs would be shared b> 
the users. No ground processing costs were assessed against 
ground operations because it was assumed that the material would 
enter conventional product streams. 


C ost data - Cost estimates were derived primarily by CEK’s applied to 
design data. The following cost data apply to each of cm- e.'gbt opportunities: 


° Non-rocurnng cost ($M) 

Space segment 126.5 

Ground segment 10 6 

Transportation (9ix Shuttle flights) 130.8 

Total 267.3 
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9 Annual operating cos*- ( $!t) 
V 

Space segment 21.8 

Ground segment 2 ■ 0 


Total 23.8 

System acquisition funding roqu I remonts (1977 $M) 


opportunity 

NUMBER 

10TAL 

1981 

1982 

JJ83 

1984 

1985 

1986 

1987 

40B 

262.3 

2.94 

64.24 

117.14 

65.32 

12.66 

_ 



43 ) 

267.3 

3.00 

65.47 

119.36 

66.57 

12.90 

— 

— 

44 \ 

45 i 

267.3 

— 

3.00 

65.47 

119.36 

66.57 

12.50 


46 l 

47 / 

267.3 

— 

— 

3.00 

65.47 

119.36 

66.57 

12.90 


48A. SOLAR POL'ER SYSTB-1 DEVELOPMENT (NASA PORTION) 

P otential market area - Relatively large amounts of solar-derived energy 
will be required by a number of NASA programs. In addition, several NASA 
programs will entail the construction of large space structures. Therefore, the 
cost of development of that portion (minor) of this anchor opportunity, which 
substantially applies to other NASA programs, was assumed to be borne by NASA. 
The major portion wouid be borne by the Department of Energy (sec No. 48B). 

Responsible agency - NASA 

Assumptions/ground ruies/limitatlons - Developments related to the beam 
machine, which wc >ld be required for the construed o l of several NASA large 
space structures, were assumed in this anchor opportunity. 

® Space operations - The space operations consisted of a Shuttle 
tost demenstrat ion flight (assumed to be successful). 

• Cround operations - No continuing ground operations beyond the 
development ohaso were assumed. 

Cost data - Cost estimates were derived by analogy to system/costs from 
in-house studies of the construction of large space structures. 
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° Non-recurring Cost ($M) 


Space segment 20.0 
Ground segment 5.0 
Transportation 8 21 . 8 


Total 46.8 


° Annual operating cost - Not applicable 

System acquisition funding requirements (1977 $M) 

TOTAL 198C 1981 1982 1983 

, 46.8 0.93 19.57 22.16 4.14 

<*8B . SOLAR POWER SYSTEM DEVELOPMENT (DOE PORTION) 

Potential market are a - The purpose of this anchor opportunity is to 
develop and demonstrate all of the key technology that would be required in 
the construction of large solar power systems in geosynchronous orbit. Under 
the baseline Plan B, this activity needs to be completed before 1987 in order 
that the decision whether to proceed wi :h the construction of an GPS cjn be 
made on sound economic data in 1987. 

R esponsible agenc y - U.S. Government agency (Department ot Energy) 

A ssunptlons/ground rules/limit - -1 1 .ons - The SPS was assumed to be photo- 
voltaic and based on the design generated in the Rockwell SPS study. The 
developmental activities were those identified in that study. 

• Space operations - Key issues regarding the technical feasi- 
bility of constructing an SPS will be resolved by demonstrations 
on orbit. 

0 Ground operations - Technical and economic feasibility of the 
microwave-receiving ground station will be demonstrated. 

Cost dat a - Cost estimates were derived from the Rockwell SPS study. The 
total non-recurring cost of $3000 million was not categorized by space and 
ground elements; therefore, the breakout js not shown. The "annual operating 
cost" does not apply because this is essentially a developmental program. 

Development funding requirements (1977 $M) 

TOTAL 1980 1981 1982 1983 1984 1935 1986 

3000' 15.04 339.68 726.56 930.24 619.36 306.88 62.24 
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49. NIGHT ILLUMINATION (LUNETTA) 

Potential market area - This anchor opportunity results in the night 
illumination of a large number of cities. As a result, large amounts of .. 
terrestrial energy (principally oil tor electricity generation} are saved and 
night-time illunination of cities is improved. 

Responsible agency - U.S. Government agency (Department of Energy) 

Assumptions/ground rulc-s/limitat ions - The primary justification would 
be the saving of energy in the U.S. However, once a network or Lunettas is 
established, it can service foreign cities with little or no additional cost. 
The basic concept is that presented by Dr. krafft Ehricke in his Hay, 1977, 
paper titled Space and i'nrvnij Source:: and presented at the World Electromechan 
ical Congress in Moscow in June, 1977. 

• Space operations - The m iwork consists of 24 reflectors in 
each of five orbits. These would be revisited occasionally 
for refurbistiment and maintenance. 

® Ground operations - A ground station foi network monitoring 
and control was assumed. 


Cost data - Cost estimates used were basically those presented in the 
paper referenced above. 

® Non-rccurring cost ( $M) 


Space segment 
Ground segment 
Transportation 

2,237.0 

10.0 

500.0 



Total 

2.747.0 



• Annual of* -rating cost ($M) 




Space segment 
Ground segment 

10.0 

10.0 



Total 

20.0 



System acquisition funding requirements (1977 

_JM) 

TOTAI, 1987 1988 

1989 

1990 

1991 

2747.0 3i . 24 472.70 

1224.53 

683.96 

132.55 


50. MEDICAL AND GENETIC RESEARCH (SPACE BASE) 

Poten tial market area - A large variety of unique pharmaceuticals need 
to be produced (isolated or purified) in relatively snail quantities to meet 
highly specialized demand. These could be produced in what is basically a 
research facility. 

R esponsible agency •- U.S. Government agency (department of HEW) 
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Assumpt i ons/ground rules/limications - Isoenzymes (see No. 37) were 
assumed to be produced on this facility which is attached to the low earth 
orbit babe (sec No. 55). 

o 

* Space operations - The scientists conducting research would 
likely discover new biological and genetic (recombinant DNA) 
processes unique to the zero-g environment . In addition, 
they would process (extract, purify, synthesize) pharmaceuti- 
cals such as isoenzymes that are desired by nodical researchers 
on earth. Transportation costs of materials were assumed to be 
minimal. On-orbit man-hour costs were a major cost element. 

° Ground operations - A "mission control" center that would direct 
the research program, prepare materials for space processing, 
and analyze results was assumed . , 

Cost data - Costs weie estimated by analogy to space base facilities, 
described and costed in recent space station studies. 

9 Non-recurring costs ($M) (1/2 of actual total — sec No. 37) 


Space segment 

100.0 

Ground segment 

5.0 

Transportation to LEO 

11.0 

Total 

116.0 

9 Annual operating cost ($M) 


Space segment 

10.0 

Ground segment 

5.0 

Total 

15.0 


System acquisition funding requirements (1977 $M) 


TOTAL 1982 1983 1984 

116.0 1.30 28.42 51.80 


1985 

23.88 


1986 

5.60 


51. SHUTTLE/ SPACELAB 


Potential market area - T.ie Shuttle and Spacelab will be the initial 
source .of a number of space benefits. Potential space appl ications/opportun- 
ities will be tested and verified prior to their full implementation on dedi- 
cated spacecraft. Space-produced materials required In small quantities nay 
be produced indefinitely on Shuttle/Spacelab flights. 


Responsible agency - NASA 

Asaumptions/g round rules/ 1 imitations - The Shuttle was assumed to be the 
basic space logistics vehicle until the development of the HLLV and even then • 
it would remain the basic personnel transporter. 
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® Space operations/ground operations - The cost of Shuttle 
operations was assessed against the users. 

Cost data - Cost estimates were based or data extracted from NASA budget 
hearings. These did not break cut the costs into space and ground segments 
or transpo} tation. The total non-recurring cost (through 1983) was $2621. o 
million. 

System acquisition funding requirements (1977 $M ) 

T OTAL 1980 1981 1982 1983 

2621.6 1127.9 777.9 446 9 268.9 

52. EXTENDED-DURATION 0R3ITER/25-kW POWER MODULE 

Potential market area - The baste Shuttle has an on-orbit staytime on the 
order of seven days because of power limitations. Thin time period is too 
short for some of the contemplated mission payloads such as those associated 
with the development of space processing hardware which, m addition, will' 
also require substantial electrical energy. This opportunity focuses on the 
development oT a 25-kVJ power module that would provide energy for extended- 
duration Shuttle missions. 

Respons i ble agenrv - NASA 

Assumptions/ground ru les / limiL. n tons - The 25-kW pover module, once 
deployed, was assumed to remain in orbit as a free-flying satellite or mated 
to a payload. 

* Space operations - 'l he Shuttle would rendezvous and dock with the 
25-kW power module for extended missions. 

® Ground operations - The module would have its own mission control 
center. 

Cos t data - Cost estimates were based primarily on NASA budget hearing 

data. 


° Non-recurring cost ($H) 

Space segment 130.0 

Ground segment 10.0 

Transportation 21.8 

Total 161.8 

® Annual operating cost ($M) 

Space segment — 

Cround segment 10.0 

Total 10.0 
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System acquisition funding requirements (1977 $H) 

TOTAL 1980 1981 1982 1983 

161.8 3.20 67.67 76.61 14.32 

I 

53. ADVANCED TELEOPERATOR 

Potortial market area - An advanced teleoperator would be required to 
emplace and service payloads on the geosynchronous platforms. It would also 
be highly desirable for construction of the large solar array structures on 
thi se platforms. 

Responsible agency - NASA 

Assumptions/ground rule c V limitations - The advanced teleoperator is 
assumed to have a small propulsion package and be capable of rendezvousing, 
docking, and emplacing or servicing various payloads while under grounn, 
Shuttle, or space base control. Three teleoperators were assumed to be 
required . 

8 Space operations - The teleoperator could be recovered by 
the Shuttle for return to earth. 

J 

8 Cround operations - Mission control would be linked to the 
teleoperators via TDRS. 

Cost data - Cost estimates were derived primarily from teleoperator 
studies . 

0 Non-recurring cost ($N) 

Space segment 150.0 

Ground segment 10.0 

Transportation (test flight, 1/3 Shuttle) 7.0 

Total 167.0 

8 Annual operating cost ($M) 

Space segment — 

Ground segment 10.0 

Total 10.0 

System acquisition funding requirements (1977 $M) 

TOTAL 1981 1982 1983 1984 1985 


167.0 1.87 40.89 74.58 41.60 8.06 


217 


Rockwell International 

Space Omsnn 


54. GEOSYNCLRDNOUS PLATFORil — USA 

Pote~ tial market iron - A geosynchronous platform (CP) is required for 
housing and suppo'ting up to eight service category payloads It would be 
capable of producing 300 kW; m case thu 500-kW capability were not attainable 
by 1986 — when the CP is scheduled to become operational — conceptual designs of 
a smaller (100 tv) piriform were generated (see figure ). However, analyses 
of this platform indicated that its severely reduced capability to support 
what are considered to be ncar-rain i.u i operational payloads, when coupled with 
a significant loss in tie economics of stale, make the approach of questionable 
merit. For ex.imple, while • he 100-I.W version would have only 20 percent of 
the capability of the basic i.'P, n would we.gb 40 percent as much, resulting 
ip the cost of, its support sen ices per unit of energy delivered being almost 
three times that of the 5C0-KU <.P. Consequently, the 100-kVl version was not 
considered, in the progrnmmntu analysis. 

Responsible agency - HAS/ 

Assumptions /ground ru les/l imi tat Lon s - Because common technology would be 
requited Cor both the geosynchronous platform and for the SPS feasibility 
demonstratons , it was assumed that the Department of Energy cost-shared this 
development (see No. 48b). The DOC portion was assumed to cover the DDT&E 
costs of the platform. A description and specifications of the platform arc 
presented in another section of this report. ' 

° Space operations - The platform wn* assumed to be constructed 
in low earth orbit, initial h ay loads attached, and the platform 
transported to geosynenronous orbit !•> three solar electric pro- 
pulsion systems (SITS). It was assumed m cc •.tain laser-powered 
data transmission systems for c ommunica tions with the Iki.opean/ 

African GP and with the Asian (.1’ miL arc* assumed to Eollow in 
several vours. Each piyloid housed would be assessed an amount 
sufficient to recovi r the cost of the OP within 10 years, plus 
yield a 10-percent annual return. Several CP’s might be required 
to accommodate all of the payloads. 

9 Ground operations - Mission Control would monitor and regulate the 
platform performance. 

Cost data - Cost estimates were derived primarily from CER’s applied to 
design specification data. 


° Non-recm i mg costs ($M) 

Space segment 
Ground segment 


135.7 

10.0 

Transportation (4 Shuttles, 

3 SEPS, 1 IUS +) 

ILL? 

\ 

a Annual operating cost (I'M) 

Total 

281.4 

Space segment 

- 

— 

Ground segment 

Total 

10.0 
10 0 
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System acquisition funding requirements (1977 $M) 

TOTAL 1981 1932 198 1 1984 1985 

281.4 3.15 68.92 125.58 70.08 13.57 

55 . LOW EARTH ORBIT BASE 

Potential marWec area - A low earth orbic bsae would be the focal site 
for (1) orbital construction of large structures, (2) medical and genetic 
research (see No. 50), (3) space processing and materials research, and 
(4) processing of data from polar satellites prior to transmission to eartn. 

Responsible agency - NASA 

l| 

Ass umptions /ground rules/1 imitation s - The lo" earth orbit base was 
assumed to be similar to the spare station design generated in the McDonnell 
Douglas a n d Grumman space station studies completed in 1977. 

® Space operations - The initial base was assumed to consist of a 
habitation module with accommodations for up to nine personnel 
and with on-board computers for data processing. Considerable 
legacy was assumed from Skylao and Spacelab. Additional niwdules 

were assumed to be appended to the initial base as their needs 

and justifications evolved. 

9 Ground operations - Existing facilities for nission control of 
manned space operations were assumed to be modified for support 
of the space base. Four Shuttle flights per year wore assumed 
to be required for crew rotation and material exchangt/resupply . 

Cost data - Cost estimates were derived from data in the McDonnell Douglas 
and Grumman space stdtion studies. 

• Hon- recur ring cost ($M) 

Space segment 292.0 

Cround segment 10.0 

Transportation 21.8 

Total 323.8 

9 Annual operating cost (SM) 

Space segment 87.2 

Ground segment 5.0 

Total 92.2 

System acquisition funding requirements (1977 $M) 

l 

TOTAL 1981 1982 1983 1984 1985 

323.8 2.3? 51.97 109.07 101.39 49.24 


1986 
9 80 
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56. POLAR PLATFORM A 

Potential market area -Tie polar platform provides comnioi housekeeping 
functions to several payloads at a considerable cost saving. The platform is 
stationed in a sun-sync'Toncus arbic. By having several operational payloaas, 
each operating in a different ccmbination of spectral frequencies while viewing 
a given area simultaneously, s> n :rg is 1 i c benefits can result. Unique combina- 
tions of spectral responses can be extracted from the various payloads to yield 
data on resources other than thosj lu-ing surveyed. 

R esponsible agency - NASA 

Assumptions/ground rulcs/1 imitations - The pintforn was assumed to be-in 
an orbit that repeats every 18 days. This repetition interval i.as too long 
for many operational missions (e.g., crop forecasting). Two other platforms 
(see No. 59 and No. (>5) were assum'd to be emp! ed at ane-yeai Intervals— 
thereby achieving n s!\-day repeat coverage. A Len-yer-r life was assumed. 

The platform users would be assessed a t barge sufficient to recover all costs 
In titi ; cj:‘ plus a 1 O-nvri i nt annul I return. 

• •iji.ico ojH'r.it torn, - Uat. i frc .i the polar platform was assented tc 
bo relayed via tl)RS Lo grcuind stations initially anu, eventually, 
to the space base tor pri i i.nin.n> pro- os slip . The Shuttle coaid 
deliver pay loads ducctly to the platform. 

I 

® Ground i.peratjors - IM.it form operations were assumed to be >”0111- 
Lored and regulated by a dedicated mission continl. 

t'osr data - Cost ost imates were generated by analogy to the geosynchronous 
platfor.n sub.. > stem costs. 

9 pJon-rr^'itrring’ cost ($N) 

Space segment 71.7 

Ground segment 10.0 

Transport.it ion ~ 21.8 

Total 103.5 

° Annual oi**tatiny cost ( fM) 

Sp ice segment — 

Ground segment 5 . 0 

Total 5.0 

System acquisition funding requirements (1977 $M) . . 

TOTAL 1983 1984 1985 1 98(> 

l 103.5 2.05 43.28 49.01 9.16 
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57. GEOSYNCHRONOUS PLATFORM — EUROPE AFRICA 


Potential market area - This is n Europeun/Af ricsn version of the geo- 
sync <ronous platform thar was developed to service the U.S. (see No. 54). 

desponsihle agency - Foreign government consortium. 

O 

t % sum P t-lons/ ground rules/ 11ml tat ions - See No . 54 . 

Cc ~.t data - See Mo. 54. 

Sys tern acquisition funding requirement s (1977 $i l) 

TO TAM 1985 1984 1985 1 986 1987 

281.4 3.15 68.92 125.63 70.08 13.57 

58. LUNET r A DEMONSTRATION • 


Potent 'al Market area - 1’rlor to the acquisition of the Lunetta, a 
demonstrate u version will be tested to vilidate * ts teciinological feasibility, 
generate efllciox.cy data, and to ascertain public reaction. 


Respons ble agency - NASA 

I Assumr* ions/ground rules/ 2 Lm « i .it iwa - The ic m er.s*Tati on version of 
Lunetta i c . transnortable anti deploy Vole by one Shuttle flight. It was assumed 
to be a 'uH-scale version of a single orbital teflector and would be 800 leet 

on a side. 

I 

i 

9 Space operations - A stabilisation and control package (off the 
shelf) was assumed to permit ground control during the tent, 
period. A Low-thrush propulsion package (also off the shelf) 
was assumed to be an Integral part ot the reflector. The pro-' 
pulsion unit (approximately 5500 kg) would raise the 3000-kg 
reflector unit from low earth orbit to Its contemplated oper- 
ational altitude of 4200 km (3-hour orbit). Performance tests 
would be performed at Intermediate altitudes. 

° Ground operations - The demonstration Lunetta would be oriented 
by ground control. 

Cost data - Cost estimates were derived by analogy *n other spacecraft 
cost data. 


• Non-recuriing cost ($M) 

Spree segment 50.0 

Ground segment 10.0 

Transportation 21.8 

Total 81.8 


° Annual operating cost - Not applicable (test program) 


I 


\ 
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System acquisition funulng requirements (1177 $M) 

TOTAL 1984 1985 19So 1987 

81.8 1.62 34.22 38.71 7.25 

V 

■>9. POLAR PLATFORM B 
bO. POLAR PLATFORM C 

Po tential m arket . in-.i - l’heao two platforms .ire identic. .1 with Polar 
Platlorm A (see No. 56). ‘lhey re Jut .* the Interval between repeat overflights 
from 18 days to 6 days. 

Responsible agency - NASA 

'I 

Assumpt t ons/ g rend rules/ 1 1m 1 1 at urns - Platforms B and C were assumed to 
follow Platform A b) one and two years, respectively (see No. 56). 

lost data - Cost estimates were derived bv analogy to the geosynchronous 
pla'jorm cost data. The following data apply to Platform B ns well as C. 

° yo/t-nvui nn9 cost (>H) 

Spare segment 

Gro.md .segment (acquirer in No, 

Transporiat Ion 

To La L 

° A/uiuai operatann ro 1 ' t (i-M) 

Space segment 
Ground segment 

Total 


Syste m acquis i L ion funding requirements (1977 $M) 


TOTAL 

1 984 

1985 

1 986 

1987 

1988 

° PJ at form H - 64.8 

1.2S 

27.10 

30.68 

5.74 

1 

• Platfmr C - 64.8 

— 

1 .2S 

27.10 

30.68 

5.74 


61. GLOBAL WEATHER AND RESOURCE BASE - 

Poten ti al market area - Fvon margin il improvements in weather forecast- 
ing i.'ipabllity could yield sizable benefits. lne Global Weather and Resource 
Base operates in conjunction with the Global rffects Monitoring payloads 
(No. 29;- and with data from other sensors to furnish a basis for longer 
range and more accurate weather forecasts. 7 

Responsi b le agency - ll.S. Government ij.ency (Department »of Commerce) 


43. 0 


56) 


21.8 


5.0 

5.0 



) . 
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Assumptions/ground nilcs/1 i*"! r.» t ion s - The base was assumed to consist 
of two modules — a habitation module and ar equipment module. Under normal 
conditions, it would not be manned continuously but, rather ,, visited periodi- 
cally. While some data would be telemetered to earth, other data would be 
physically recovered and returned to earth for analysis (c.g., high-energy 
solar proton-detecting emulsions). 

® Space operations - The base was assumed to be in a 400 to 600 km 
altitude, 55-degree inclination orbit. Its variety of sensors 
and frequency of overflight vculd enable it to tie together data 
from other sources. Its telemetered data were assumed to be 
relayed via TDRS to a ground station or to the space base tor 
processing. The base was assumed to be revisited via the Shuttle 
four limes per year. 

0 Ground operations - A ground facility would be required For 
control oi the base during its unmanned periods. 

Co st data - Cost estimates were derived by analogy to modules described 
and costed in the McDonnell Pong Las' and Orcmman space st.it Ion studies which 
were completed in 1977. 

u h’en-rt ;<- erring cost ($H) 

bpaca segment 500,0 

(.round segment 10.0 

'’V' ,r "=partation 43 . b 1 

Total 533.6 

1 

® Annual opoiatmg cost ($M) 

Space segment 87.2 

Ground segment 10.0 

Tot il 97.2 

S ysrem a c quisition funding, requi rem ents (1977 $M) 

TOTAL 1985 1986 jd>hj_ 1 7Go 1989 

553.6 6.21 H5. 59 >47 .22 137.86 26.72 

6 ? CZOSYNCHRONOUS PLATF0RF — ASIA 

Potent 1 i l market area - This platform is similar^to the U.S. (No. 56) 
ayd Europcan/Af rican (NO. 57) platforms, but services the Aslan area. 

Kcsnon* ih le agency - Foreign government consortium 

Assumptions/ground rules/ 1 1ml tat ions - See No . 54 . 


Cost 1 data - See No. 54. 
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System acquisition funding requirements (1977 $M) 

TOTAL 1935 1986 T 987 1988 1989 

281. A 3.15 68.92 125.68 70.08 13.57 

0 

63. LOW-THRUST OTV (SEPS) 

Potential market area - A low-thrust orbital transfer vehicle (OTV) 
will be required to propel large, relatively fragile structures that have 
been erected or deployed in low earth orbit to their destinations in geosynch- 
ronous orbit. The Solar Electric Propulsion Stage (SEPS) is one of the leading 
candidates for the low-thrust OTV. 

Responsible agency - NASA 

Ass n mptions/ground roles/limltatlons - The SFPS configuration was assumed 
to be basically that generated by the Space Division of Rockwell International 
and documented in Concept Definition and Systems Analysis Study for a Sclav 
Electric Pi'opulaion Stajc (Contract NAS8-30920), February 3, 1975. 

Cost data - Cost estimates were based on data from the SEPS studies. 

9 Non-rccumng cost ( $M) 

Space segment 193.2 

Ground segment 10.0 

Transportation 21.8 

Total 225.0 

® Annual operating cost ( 

Space segment (borne by user) — 

Ground segment 10.0 

Total 10.0 

System acquisition funding requirements (1977 $M) 

TOTAL 1980 i981 1932 1983 1 984 

225.0 2.52 55.10 100.50 56.03 10.85 

64. HLLV-1 (SHUTTLE WITHOUT ORBITER) 

Potential market area - A pavl uad-to-orbi t capability exceeding that of 
the Shuttle wi LI be required in the late 1980's. The Heavy-Lift Launch 
Vehicle (liI.LV) is based on evolutionary growth of the Shuttle hardware, and 
consists of a' cargo pod in place of the orbiter. 

Responsible agency - NASA 
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Assumptions /ground rules/limi tationa - The data assumed — both performance 
and cost — were extracted from the Space Division's S)atttle GrcnJth Study (Con- 
tract NAS8-32015) , May 1977, Volume V. 

a Space operations - The HLLV design selected would have a 
payload-to-orbit (300 km, 28.5 degrees) capability of 
233,000 lb (106,000 kg), at a cost of $12.83 million per 
flight, or $55 per pound ($121 per kilogram). 

0 Ground operations - A mission control facility would be required. 
Flights would be unmanned. 

Cost data - Cost estimates were derived from data in the aforementioned 
study report and from the study costing personnel. 

i 

0 Non-recu r nng cost ($M) 

Space segment 1950.0 

Ground segment 10.0 

Transportation (test flight) 21,8 

Total 1981.8 

9 Annual operating cost ($N) 

Space segment (borne by users) — 

Ground segment 10.0 

Total 10.0 

System acquisition funding requirements (1977 $M) 

TOTAL 1985 1986 1987 1988 1989 

1981.8 22.22 485.39 885.05 493.51 95.63 

65. OTV (Large CHEMICAL) 

Potential market area - Substantial payloads will need to be delivered 
more quici ly to geosynchronous orbit than is possible with the SEPS. 

Responsible agency - NASA 

Assumptions /ground rules/limitations - The OTV specification and costs 
assumed were based on data obtained f^om the NASA Technical Memorandum, 

NASA Th X-73394, Orbit Transfer Systens with Errphaais on Shuttle Appli&rr\.iono 
— 1936-1001 (April 1977). 

e Space operations - The all-propulsive version was assumed. It 
would have a geosynchronous orbit round-trip capability of up 
to 3600 kg (8000 lb) in the dual-stage-per-Shuttle mode; this 
might be sufficient for transporting a manned module tc geo- 
synchronous orbit and back. , 

® Ground operations - A mission control facility would be required. The 
OTV would be recovered for ground refurbishment. 
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Cost data - Cost estimates were derived from data extracted from the 
aforementioned report. 

y 

® Non-rccurring cost ($H) 


Space segment 600.0 
Ground segment 10.0 
Transportation (test flight) 21.8 


Total 631.8 


° Annua] operating costs (?MJ 

Space segment (borne by users) — 

Ground segment 10.0 

Total 10.0 

System acquisition funding requiiements (1977 $M) 

i 

TOTAL 1981 1982 i 983 19S4 19S5 1986 

631.8 (19.14) 4.S5 101.42 212.77 197.8. 96.08 

R&D 


KHCOMMrNDCD WAN SUMMARY AND CONCLUSIONS 

Anrual fur.d.-g requirements developed for each recommended opportunity 
were aggregated by year for each of the four funding source categories; these 
data are shown m Figure 1C9. Shuttle/Spacelab funding was omitted to permit 

focusing on new opportunities. The l°83 peak m other U S. Government funding 

l ' / 



Figure, 109. Cumulative expenditures for Space Industrialization 
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is due primarily to No. 2, Electronic Mail ($779.04 million); and No. 48B, 
Solar Power Systeri development ($930.24 million). The Sa funding require- 
ment peak in 1987 is due largely to n?. I'a.LV-1 ($885.05 million); and 
to No. 32, Microwave Radiometer ($282.04 million) acquisitions. 

Although NASA may not be directly funding a major portion of the oppor- 
tunities described, it could be responsible for managing most of the develop- 
ment programs for the non-NASA opportunities. NASA alread/ has experienced 
personnel; other agencies would have to acquire space hardware development 
teams for what are essentially single developments. Substantial savings and 
increased efficiencies would result from the use of existing NASA personnel 
and teams. Immediate action should be initiated to alert other government 
agencies of the potential benefits from many of these opportunities in order 
to preclude foreign inroads into the advanced technology of the aerospace 
market. If foreign agencies capture a significant technological lead and 
demonstrate proficiency in the development of space hardware, it will become 
increasingly difficult to direct foreign space business to the United States. 

No crecience should be placed in the downward slope of the funding curves 
in 1988, 1939, and 1990. This results because no second-generation develop- 
ments were included. They would have required highly speculative assumptions 
and funding requirements that wouid have compromised the validity of the 
funding aggregates shown. The recommended opportunities will spawr addi- 
tional space ventures, unforeseen today, that will reverse the downward 
slopes. Moreover, the ten-year on-orbit lifetimes of many opportunties will 
be nearing termination and therefore will necessitate system replacement or 
refurbishment. 

The 65 recommended opportunities were analyzed to determine the Shuttle 
traffic to be generated annually by space industrialization . Figure 110 shows 
the number of Shuttle flights (by year) that would be necessary to implement 
the recommended opportunities. The data are conservative because they assume 
all-success programs. They show that in the second half of the 1980's, 
approximately 40 flights per year will be required to support just the recom- 
mended Space ir.cjstr uar^a opportunities. 

While the actual, cost of some of the service opportunities may appear 
high, the number of persons that could benefit from the service is very lafge 
Consequently, the annual per capita "opportunity availability" cost is low. 
For (example, the annual per capita cost of having the opportunity to make use 
of t ic service offered by a pocket telephone or direct-broadcast TV is on the 
order of $U.3^. The annual per capita costs of some representative opportun- 
ities are shown in Table l-». These are opportunity availability costs, and 
do not include the costs ol actually using the service if desired. 


\ 
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Anchor Opportuir tv 


Cost Per Capita 
Per Year (USA) 1 


3 

Pocket telephones 

$ 

0.33 

4 

Direct broudeasL educ. tion (5 channels) 

$ 

0.32 

11 

World medical advice < enter 

$ 

0.20 

14 

Medical jid and inforration 

< 

n 37 

21 

National information service (Library 
of Congress) 

$ 

0.39 

28 

Crop measurement 

$ 

0.23 


*Coscs shown are systoi costs and do not include user 
charges. 
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PROCRAM!IATIC ANALYSIS OF ALTERNATIVE PLANS 

O 

INTRODUCTION 


During Part I of the study, four distinct program plans (scenarios) were 
developed. Plan A assumed that in 19.17 the decision would be made to proceed 
with the immediate acquisition of an S^S by one of two alternative approaches. 
In Plan Ai a lunar bass and material urocessing facility would be constructed 
and the SPS* produced from basically lu lar materials. In Plan A 2 , the SPS 
would be constructed from terrestrial materials. Plan B assumed that in 1987 
the decision was made not to build aa SPS. Under Plans Aj , A 2 , and B it was 
assumed that the Department of Energy would fund those aspects of the geosynch- 
ronous platform development that were directly applicable to the SPS technology 
development program. Plan C assumed that all SPS activity would be halted in 
1982, and that NASA would bear the full cost of developirg the geosynchronous 
platform. A drawing of such a platform is shown in Figure 111 (Dwg. 78255- 902). 

At the conclusion of Part I, Plan B was chosen as the baseline recommended 
plan for derailed analysis during ParL II. The previous section reported' on 
the analysis and findings pertaining to Plan B. In this section the program- 
matics of Plans Ai , A 2 , and C will be examined. 

SCOPE AND LIMITATIONS /APPROACH 

The 65 recommended opportunities are essentially common to all plans. A 
cursory analysis was made to determine key incremental programs necessary to 
implement Plans Ai and A 2 , and gross cost estimates were generated on these 
items. The cost estimates for the initial years of SPS acquisition were spread 
from 1983 through 1990. Plan C was basically a re-allocation of resources. 

TECHNICAL DATA 


Plan Ai (Lunar) 


The major programs included in this plan werejil) a.lunai base, (2; luiur 
industrial (material processing) facilities, (3) an earth-to-moon transport 
vehicle with a manned capability, (4) a lunar orbit-to-surface-to-orh i t Shuttl. , 
and fS'' the SPS construction including a ground station. The toLal non- 
recurring cost resulting in the consciuiLior. of one SPS was estimated lo be 
on the order of $47 billion (1977 $) . During the initial three years, the 
funding requirements would be (1977 $M): 



1988 

1989 

1 1990 

NASA 

629.0 

2943.0 

4488.5 

U.5. Government 
(Department of 

agency 

Energy) 

121.5 

742.5 

I 

1816.2 
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Plan A 2 (Terrestrial) 


The key programs included in this plan were (1) a large, manned orbital 
transfer vehicle, (2) a single-stage-to-orbit heavy-lift vehicle (Star-Raker), 
and (3) the SPS itself including a controlling ground station. The total non- 
recurring cost for buildirg one SPS was estimated to be $41.5 billion. The 
funding requirements for the initial three years (1977 $M) would De: 



1988 ' 

1989 

1990 

NASA 

175.2 

944.3 

1831 4 

U.s'. Government agency (DOE) 

I 

135.0 

815.0 

1878.0 


Plan C 

In this plan, NASA funding was increased to cover the share of th-> cost 
of the geosynchronous platform development, assumed bort-e by DOE in Plan B 
($187 . 5 million) . 

A comparison cf the funding requirements under eiu'n of thp four plane i r 
shown in Figure 112. SPS funding (DOE) is shown added ro the Plan B NASA 
funding. Shuttle arc! Spacclab funding has been omitted in order to focus or 
the other space industrialization funding requirements from 1981 thiough 
1984. The recommended opportunities were found to be common- to all plans 
until 1987; therefore, the bottom curve applies to Plans Ai , Az , and 15 ~ 
between 1980 and 1987. 

PROGRAMMATIC ANALYSIS SUMMARY AND CONCLUSIONS 

The SPS support level and technological success constitutes the Ley 
determinant governing implementation of the alternative plais. Several indi- 
cators should be monitored to trai k. the likelihood of implementation of SPS. 
Among these are the SPS development funding levels, success of fusion research, 
foreign interest in SI’S (potential for cost sharing), and exacerbation of 
pollution from fossile fuels along with deleterious climatic impacts. 

Conceivably, events could accelerate the 1987 SPS decision by one or 
even ten years. Recently reported findings of metallic titanium, silicon, 
and aluminum in the Soviet Luna 24 core sample could favor earlier schedules 
for lunar missions than those shown in the baseline plan. Confirmation of 
metallic deposits from these missions would favor implementation of Pirn Ai . 

On the other hand, UN decisions strongly opposing utilizat on of lunar resources 
for naticuai purposes would tend to favor Plan Az . Reduct on in SPS development 
funding or cancellation of Lhe currently planned SPS activities would favor 
adoption of Plan C. 

Events during the next three to five years will strongly indicate what 
the 1987 decision will be. - ■ , 
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Figure 112, Comparative Annual Funding Schedule (NASA) 
(Space Industrialization Only) 
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SUPPORTING RESEARCH AND TECHNOLOGY 
V 

The following are items of supporting research and technology recommenda- 
tions per Data Requirement SE-243B. The nature of this study is such that the 
3RT items are generally system studies or technology area studies which would, 
in turn, yield specific items of technology needed to support that particular 
objective. 

GEOSYNCHRONOUS PLATFORM 

i 

Status 


A quantiura jump (ovar current exponential expansion) in communication 
services is provided by the Geosynchronous Platform. A vigorous pace of 
technology development is indicated, but no breakthroughs are required. 

Justification 


The use of communications satellites at GSO is expanding expotentialiy 
world wide. The beneficiaries on earth can proliferate as the size and cost 
of ground stations comes down. If major services ouch as pocket tfiepho'nes 
and direct broadcast TV can be provided with ground units of a few hundred 
dollars each or less, than a great number of people would benefit. I 

Te chn leal .Plan 


Objective 

To develop a design for a large, general purpose platform located at GSO 
that provides a dramatic increase in benefits to earth at a lower overall cost. 

Technical Approach 


In tnc next few years, communication satellites in GSO will proliferate, 
providing many services to businesses and countries with moderately priced 
ground stations. The quantum jump beyond that is to provide services directly 
to individuals via ground units that are affordable by virtually everybody in 
developed countries and to a large number of people (millions) in developing 
countries. There are many unresolved questions, the mosc important of which 
are: 

1. Since £he easiest frequencies get used up first by those 
who can afford to be first, what is the proper approach 
to frequency allocation where the objective is major 
l benefits tc millions or billions of people? 


2. Since the services provided will become increasingly vital, 
what is the beut approach to reliability, updating, etc.: 
small satellites with an on-orbit spare designed for no 
maintenance; a large GP with sophisticated teleoperators ' 
(Telecommunicated Astronaut) on board; or manned sortie 
maintenance and updating? 
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3. What is the optic ’.-m transition from current practice and 
when should this transition occur? 

In the study of a Geosynchronous Platform the following specific task 
subjects should be considered: 

e 

a uesign 
o Sizing 

e Maintenance and Updating Methods 
® Services Provided 
©> Growth Policy 

a International Usage and Financing Policy 
o Services Provided 
o RF Band and Bandw'.dth Utilization 
o Ground Systems Costs 
• CownercLal Pe venues 

® Advantages over Proliferation of Small Satellites 

e Synergism oith Otner Space and Ground Systems 
o Overall Benefits 
© PioDiens and Opposition Expected 
© Cost , 

Resource Requirements 

An initial study o.f approximately $500K is warranted. Beyond that, a 
major Geosynchronous Platform would cost approximately $600M through the first 
operational amount. 

Target Schedule 

Our study indicated that this is the best investment for mankind of all 
opportunities considered. Therefore, it should proceed at a rapid pace with 
operational status by about 1986. 

INFORMATION SYSTEMS MARKET ANALYSIS 
Status 


The original NACA and the NASA has had the charter to conduct research 
and development in specific areas benefiting the national interest. In the 
information systems area, the NASA tendency has been to withdraw rather than 
lead. It could well be that tnis withdrawal comes from an expanding market of 
unprecidented importance and at a time of unprecidented need for the United, 
States to find areas of relief in balance of payment deficits. 

p ageJS 
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Justification 

For the first time in this centurj , the U.S. finds itself with no clear 
world marketplace leadership in any area (except perhaps for agriculture) . 

Our balance of ( payments deficits are gigantic and the old proud term sound, as 
a dollar is now a jol'a. With imaginative leadersuip, we could do mucn toward 
satisfying world needs and at the same tine improve our own future by becter 
penetration of the world market in information management. Space nas a na’or 
role in such an endeavor. 

Technical Plan 


Objective 

To determine if NASA should re-enter the information systems technology 
development field in a big enough way to be a major factor in the ability of 
United States companies to penetrate this market. 

Technical Approach 

This would be an in-house effort bv a flue ribbon NhSA committee, aided 
by consultation with industry. 


POLAR PLATFORM 
Status 


Individual payloads not necessarily associated with the primary mission 
of the spacecraft rre routinely integrated into* satellites and placed into 
orbit. However, the piggybacked payloads are usuairy simple in tetros of power 
requirements, size and data generated. The polar platform would need to be 
capable of housing several large, primary payloads. A significant portion of_ 
the technology would have been developed in support of the geosynchronous 
platform that would precede the polar platform by approximately one year. 

Justification 


Several operational (as opposed to developmental) missions have been 
identified that require acquisition of data from multiple sensors in a sun 
synchronous orbit. By incorporating these payloads on a common platform, the 
cost of the housekeeping functions can be shared by the payloads and each can 
participate in the economics of scale. Additionally, an important benefit 
would be tne availability of data from a combined total of several dozen 
sensors, all recording simultaneous impressions of a common scene. Extrapolat- 
ing from results achieved by computer manipulation of Landsat A and B data, 
the synergism thus created would undoubtedly provide unanticipated data on 
other valuable earth resources than those being surveyed. Tne simultaneous 
relay. large amounts of data (via TORS) would require tecnnological advances. 
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Technical Plan 

7 

Objective 

To develop ij, design for a general purpose polar platform that would be 
placed in sun-synchronous orbit and provide housekeeping support to several 
discrete ooservational payloads at a substantial cost savings over using an 
independent satellite per payload. 

Technical Approach 

Several different observational (sun-synchrenous) missions appear 
meritorious. Each could be implemented independently. However, the use of a 
common platform would provide two major benefits. First, economics of scale 
would enable several payloads of sensors to be supported at a lower cost. 
Second, by having all of the sensors in the various payloads simultaneously 
viewing the idertical scene, analyses of the synergiacic results could enable 
the extraction of data well beyond thac which would be furnished by the sum 
of the individual, unsvr.uhronized Day loads. Acquisition of data from diverse 
sensois in the various payloads could eliminate the need for additional 
dedicated payloads. 

Key emphjsis in the proposed work should focus on three interrelated 
technology issues: 


1 . 


2 . 


3 . 


Level of Modularization - Should entire payloads be designed as 
single, detachable modules or should individual sensors be 
modularized. 


Data C >mpaction and Transmission - How should the copious data 
generated be handled? It will need to be .relayed via TDRS. C«»n 
radio frequencies handle it or would laser frequencies be required? 

If radio, then at what frequencies? If laser - to where? Space base? 
Earth station 9 Laser alteration/distortion through clouds? 


Sensor Coolin g - Certain sensors need to be cooled to cozogenic 
temperatures tor efficient operation. Should cooling be a house- 
keeping (i.e., pJatform) function or should eacli payload satisfy 
its own sensor cooling requirements. 


Analysis and resolution of the above interrelated issues would constitute 
the initial task of the proposed effort. The second task would focus on pre- 
liminary design of a typical platform, with particular emphasis on weight 
because of the limited Shuttle vei£ it capability to sun-synchronous orbit. 
Included in the design task would b.- considerations of payload/sensor replace- 
ment, platform growth, and on-orbit maintenance. In the third and final task 
an economic evaluation would be mace chat would compare thp merits of the 
general purpose platform over the conventional individual, dedicated satellite 
approach. Also in this task, various methods would be devised for assessing 
the platform users for the platform acquisition and operating costs. 
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Resource Requirements 

The preliminary design study described would require approximately 
$350,000 and one year to perform. To develop and construct the Polar Platform 
would require' an estimated $70 million (plus ground facilities and launch costs) 
and would require approximately three years to build (excluding payloads) . 

Target Schedule 

If the anticipated benefits of a general purpose polar platform are con- 
firmed by the proposed study, then its construction should receive high priority. 
The data to be generated by the several earth observational payloads that would 
be carried aboard the polar platform has an urgency that carries o”er to the 
uoascruction of the payloads and, hence, to the platform for carrying the 
payloads. Consequently, the polar platform should be scheduled Co be operational 
by 1987. 

GLOBAL SPACE BENEFITS FORECASTING 
Status 

The creation of wealth and betterment of mankind's fortune, using space, is 
widely accepted in principle, but confusing in specifics. 

Justification 


There is increasing public dialogue and interest in the high frontier of 
space. Evidences of this interest range from pure fiction, like Star Wars, 
through colonization on down to the ’-eality of operational COMSATS. This public 
dialogue extends into the Office of Management and Budget and Congress, who are 
trying to separate real and beneficial possibilities from unrealistic dreams. 

Technical Flan 


Objectives 

Conduct continuing study that encompasses a global multi-discipline and 
futuristic outlook complied with realistic knowledge of technology, systems, 
schedules, an-J costs. 

Technical Approach 

Conduct studies that go across the board of future possibilities to keep 
valid data flowing to an interested public media, congress, etc. The study 
should attempt to balance near and far objectives and emphasize people oiici.ted 
benefits. Realistic costs should be developed for specific, promising alterna- 
tives and communicated in terms of percentage of GNP, expendatures m other 
areas, etc. Wide participation of experts bofh within the aerospace field and 
outside, but potentially related fields should be developed using consultants, ; 
working groups, symposium participation, etc. Results should be freely dis- - 
seminated to both national and world audiences and the resulting dialogue made 
available to NASA m formulating NASA policy. - 


239 



/ 

1 


Rockwell International 

Space Otvtsan 


LUNETTA 

Status 

There has been vir‘ ..ally no disciplined, funded studies to either confirm 
the promise of beneficial uses on reflected light or dispute their practicality 
It is a major technological step, but r.it a giant one, i.e., more like another 
of the century series aircraft (F-100, 101, etc.), rather than an Apollo sized 
endeavor. 

Justification 

» 

As the population expands, the major metropolitan areas of the world will 
A' '■hough energy is scarce and e> pensive rnese cities must have light. 

It is possible that major savings in conventional energy usage and lighting 
system costs c«n occur by using Lunett. s rather than conventional lighting 
techniques. 

Technical Plan 

Objective 

To develop a design for a set of orbiting reflectors that provide the 
lighting needs of most of the major cities of the world. 

Technical Approach 

As we develop large space structures for a multitude of reasons, we want 
to move toward systems that work witn cheaper and cheaper ground units"so that 
even larger segments of the population can directly benefit. The Lunette is 
nearly the ultimate of this appioach — nothing is required of the recipients 
except their eyes. The best utility of Lunetta is also its drawback: The more 
the service is provided around the globe the more cost effective it becomes, 
but the more difficult it is to implement. Certainly the system would be 
designed to not provide light where it is not wanted by the majority in that 
location, but there will undoubtedly be people there also that' object to it. 
Also, the shaiing of cost between rich and poor cities and the value of light 
being globally available for major emergencies makes the funding arrangements 
difficult. Therefore, the key task that should be undertaken is the overall 
merit of the idea versus its cost and social problems. Specific tasks would 
include: 

a Design 

o Size Optimization 
a Construction and Repair Methods 
e Effectiveness 
o Public Acceptance 

• Economics - , 
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^ o Relacionship co SPS and Other Large 

Structures Developments 

o International Financing 

• o Environmental Effects 

• Cost 

Resource Requirements 

An initial merit study would cost approximately $300K. Implementation 
of a global system would cost about $2.7B. 

Target Schedule 

An initial demonstration should be about 1990, with a fully operational 
system within five years of that date. 



LEO OPERATIONS BASE 
Status 

No significant tech 'cel barriers stand in the way of permanent manned 
occupancy of space. 

Justification 


Space stations have been studied since at least 1961, but have never been 
fully justified. There is no technical barrier to such a facility, but it must 
be fully justified in terms of both science and direct benefits to human needs. 

i 

Technical Plan 


Objective 

To define the appropriate evolution from long duration Shuttle/Spacelab 
missions to permanent presence of man m space. 

Technical Approach ' — „ 


The problem is not really technical in nature, but rather economic, 
political and social. Studies should be initiated that provide contractors to 
participate 1 fully in the growing public iuterest in space and the young people's 
dream of personal involvement. Tasks should include: 

n 

a International Involvement 
o Mission Requirements 
e Man's Role 

Z © Relationship to Orbiter/Spacelab 
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o Evolutionary Growth 
o Modular Versus Utilization of ET 
e Spacelab Based Versus Original Design 
o Sizing 
e Timing 

Resource Requirements 

A 12-man space base could be placed into operation for less than $1E 
] 978 dollar^ 

Target Schedule 

Any program of this magnitude takes at least five years from serious 
commitment to initial operating capability. This space base should be in 
operation either in 1986 or wait until about 1989, depending on how mucn 
on-orbit extensions of time and power we decide to add to Shuttle/Spacelab 
and our decisions on the overall pace of the space program.' 


SOLAR ELECTRIC PROPULSION 

Status 
. 

Solar Electric Propulsion (SEP) systems have been studied for more than 
a decade. It is clear that small extensions of current technology coiild 
quickly result in a low technology SEP. However, it may be more prudent to 
gp immediately to a higher technology level m full synergistic cooperation 
with overall solar power system developments including SPS. 

Justification 


Energy is abundant in space and is getting increasingly limited on the 
earth. Therefore, the use of space energy for space propulsion purposes is 
desirable and prudent. 

Technical Plan 

\ 

Objective 

To accomplish inter-orbit logistics and planetary exploration with a solar 
powered spacecraft having low thrust, but extremely high specific impulse. 

Technical Approach 

\ 

The question of a two step (i.e., current solar cells, arrays, etc., and 
mercury engines versus SPS-type solar cells, SPS array construction and argon 
engines) approach versus one more advanced' STfep is unresolved. The results of 
this study suggest the latter, due to the synergism between SEP, power for use 
in space and SPS. However, both one-step and two-step approaches have valid 
merits. A prc-Phase A study is suggested, concentrating on this question, but; 
considering other tasks as follows: 
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• Design 

© Mission Analysis 

o Propellant- Selection 
o Solar Cell Type 

» Solar Cell Array Configuration, 

o Trip Times 

0 Ion Engines 

a Eclipse Effects 

o Loading, Unloading, Refueling, Etc. 

• Lifetime, Reliability and Maintenance 

o Cost 


Resource Requirements 

The small study suggested v< ild cost approximately $300K. Total program 
costs depend on the approach chosen and the cost sharing of technology aspects 
with ether programs. 


Target Schedule 

With either approach, the SEP should be operational in the mid to later 

l^O's. 


HIGH TECHNOLOGY CRYOGENIC OTV 
Status 


The technology state of OTV's reflects decisions by NASA, DoD and ESA, 
several years ago not to pursue the high technology upper stages, but rather 
postpone that vorh and get by with interim technology and intermediate 
performance. 

Justification 


The space transportation svs*"em (STS) is incomplete without the theme of 
high performance, manned rel’ ability , and reusability being mcorpo . .ted xn all 
transportation elements. Many (even most) of the Shuttle payloads and payloads 
of even larger boosters in the future need to be in high energy orbits. 

Technical Plan 


Objective 

To define a new generation LH 2 , LO 2 Orbit Transfer Vehicle £hat meets a 
wide spectrum cf future needs including manned missions to GSO. 
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Technical Approach 

The basic technologies o£ cryogenics, hydrogen oxygen engines, composites, 
electronics, etc., would allow the development of an OTV that fills a wide 
variety of needs well into the next century. It should, therefore, be developed 
with key future requirements in mind, i.e., both low and high thrust modes, 
fully recoverable, capable of being man-rated, ano Shuttle compatible. Key 
tasks include: 

• Missions 
a Sizing 

9 Design 

• When Needed 
9 Reliability 

o Use of RCS as Lou Thrust Back-Up to the 
Main Engine 

o Refueling 

e Maintenance 

9 Payload Installation 

a Cos c 

Resourc e Requirements 

‘ Thi a program should follow the classic phased program development steps 
and be 'shared in cost between all users, particularly NASA, DoD and DoE It 
is expected to cost about $1B in 1978 dollars. 

Target Schedule 

The OTV should be operational in an unmanned model ir. 1987. The addition 
of a manned module payload would be subsequent to that by three to ten years, 
depending on mission requirements and manned versus unmanned operations in GSO. 



MADE- IN-SPACE PRODUCTS 
Status 

The current demonstrated technology tor space processing is generally not 
sufficient for private investors to risk large capital on a specific producL. 

Justification 


The promise of a major industrial harvest from space has been supported 
by numerous studies and a few actual experiments that were conducted on space- 
flights and sounding rockets. None of these appear to yet have the technical ’ 
and financial basis to justify the commercial investment of large sums of money 
before more experiments and demonstrations are conducted. 
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Technical Plan 
Objective 

To set the stage for an avalanche of new products that are uniquely 
derived from utilization of the enviornment of space. 

Technical Approach 


Continue the cn-going work in space processing with particular emphasis 
on developing hardware to conduct numerous experiments on early Shuttle flights'. 
Develop a precedent understanding between government and industry that will 
provide government support for the early, high-risk phases, but let industry 
bring in investments and retain proprietary rights appropriate to traditional 
research and development operations in their competitive industrial environments. 


Resource Requirements 


1 


Refer to iHSFC long-range plans in this area. 


Target Schedule 


It is vital that space processing experiments be carried out on a broad 
basis m the early 1980's. As the results become available, significant plans 
for commercialization should be developed on a product-by-product basis. 


LARGE SPACE STRUCTURES 
Status 

Studies, ground subsystems development space experiments have been carried 
along for most technology areas necessary for large, manned facilities in space. 
These were aimeJ toward the concept of a laboratory in space. It seems certain 
now that space construction is a more significant program driver than space 
experiments. This recent shift spotlights emphasis on the key area that was 
left out of the previous on-going work, that of Large Space Structures. 

J ustification 

The main justification for large space structures comes from: (1) SPS, 

(2) complexity inversion, end (3} power needs for on-orb' t activities. Sclar 
Power Satellites (and to some extent Lunettas or Solettas) are the most 
ambitious, but also most important of the long range space utilization oppor- 
tunities since they relate to the critical issue of terrestrial ene.gs. 
Complexity inversion (with the goal of making ground segments of a system so 
small and inexpensive that millions of units will be directly interfacing with 
the satellite) also takes large space structures, both for" antennas and power. 
Finally, many of Che attractive made- in-space candidates would texe multi- 
hundred kW of power in space if hunareds of tons per year were to be processed 
in space and utilized on earrh. This requirement, plus a potential need for 
solar electric , propulsion (SEP) makes large solar energv needed in space for 
in-space power. All ot these require large space structure technology. 
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Technical Plait 
Objectivfe 

*«. - • »— '»»«. -»-!»■ 

Technical Approach 

.it»0 1 ,!!^ O l P ^S i ; rC '“- t0,:lmol ° s >- k - •"-•1-1^ in the large space 

o bpaco Fabrication 

• Model Hi); and bed ling Laws 

• Ground Test Validation Procedures? 

•- Orel ter Assembly Operations 

• AssembU and Fabrication Aids and Machinery 
© hole o£ Man/Space Cybernetics 

° L),r>;o (Flexible) Platform Attitude lontrol 

• Long Life Films and Reflector surfaces 
Long Lile locpositos 


bcro_._ur tng figure Control and RF Pattern Control 


Resource Roqui r> men l s 


so be determined IReler to Langlox Research Center ATLAS program). 

Target .schedule 

5 n °^° J aS S °° n JS P ractlc<l l- The recommended 

tranmi = • " W P call:> 1 or 3 quantlm jump in the information 

transmission and observation areas bv l‘»87, and multi-hundred kW power sxstemh 

ear , 1 ,U,r ° tUr r- th ° >*>"■ structures techno logv "should be 

t .‘•‘ lOU - 1 ’ Cu ^ rt operational systems and progress from there 

touai I an operational sl’.s by tlie turn of the centurv. - 1 

bOLAK .HUiOVULlAlC bPACfc, PcjWl K S\ S TI.Ms 
Status 


, Soiai pnotovo 1 taic . nave prohibly tin most public support of all ot the 
space and terrestrial enemy options, however, this support is largely 

romantic rather than tcuucal and tar r-ae.ung advancements in techno logv are 
neevssary to make these Jt earns a real it' . ' 
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Jus tifi cation 


Abundance of power and energy has been one of the traditional hallmarks 
of successful industrialization on earth and the indications point to a similar 
requirement for space industrialization . 

o 

Technical Plan 


Objective 

To develop a set of evolutionary designs for thousands, millions, and 
billions of watts generated in space for in-space use — in full cooperation 
with corresponding -studies of even larger amounts of power generated in space 
for terrestrial use. 

Technical Approach 

For both terrestrial and space power systems, the cost per watt of solar 
photovoltaic systems needs to be reduced by about two orders of magnitude from 
current prices. In addition, the space systems need to become much thinner 
and lighter and to maintain high efficiency over several decades of operation 
in the space environment. Ga A1 As cells offer a reasonable possibility f 
achieving these goals for SPS. For terrestrial applications, silicon and ~ther - 
materials show some promise of meeting tne cost goals set by DoE. The basic 
technology of solar photovoltaics , possibly in conjunction with solar heating 
and cooling (terrestrial), should be vigorously pursued. Tasks should incluih’: 

• Similarity to SPS Development Program 

• Requirements and Timing of Requirements 

• Overall Designs 

• Solar Cell Materials 

6 Cascaded Systems 

a Array Structures 

• Energy Storage 

• Lifetime/Degradation/Reliability 
o Methods of Construction 

• Cost 

Resource Requirements 

Refer to DoE plans for terrestrial applications and NASA SPS plans for 
space application. 

\ 

Target Schedule 

Progress is incremental and related to funding level. A technology readi- 
ness level should be achieved by 1982 that would be a significant step toward 
later goals and usable in the mid 1980's as operational systems. 
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SOLAR PHOTOVOLTAIC TECHNOLOGY 
Status 

v 

Recent advances in the Ga A1 As solar cell technology have shown that cells 
can be manufactured that have an operating efficiency of 17.5 percent at AMO 
and 28°c. The cells produced to date are laboratory-type cells and the largest 
cell fabricated is 2- x 2 cm. The cell lias the potential of obtaining a 20 
percent operating efficiency, but continued development work is required in 
order to meet this goal. 

Justification 


The Ga A1 As solar cell appears to be suoenor to the Si-type cell that is 
presently m use. The C*. A1 As cell lias the potential for higher efficiency, 
lower weight, icu teased performance at elevated temperatures and nore resistant 
to ionized radiation compared to Si cells. The use of Ga A1 As cells in 
advanced spacecraft will result in a higher power capability with reduced 
degradation from thespece environment. 

Technical Flan 


Objective 

Develop advance Ga A1 As cells and demonstrate tneir performance and 
reliability for space application. Analyze the manufacturing processes and 
design improved technique and equipment that will result in the manufacture of 
hign efficiency and low cost and weight cells. Test and characterize the cells 
to the space radiation environment. 

Technical Approach 

Analyze, design and fabricate prototype cells. Determine characteristics, 
materials, and tolerances that affect the performance of cells and upgrade to 
improve power output and voltage rating. Measure a and * of cell, covers and 
cell stack. Determine effects and assess impact .of reducing junct ion , thickness 
on cell performance, manufacturing cost and gallium availability. Investigate 
and develop improved cell interconnects for large production rate. Assess 
optimum cell size based on cost, production array, blanket fabrication techniques 
and stowage and deployment constraints. 

Mass production of the cells will require a review of the manufacturing 
concepts and selection of the concept which appears to offer a high manufactur- 
ing capability with low cost such as the metal oxide — chemical vapor deposition 
(CVD) process. The process variables, tolerances and the equipment size have to 
be defined. Establish production yields, process times, manufacturing costs 
and plant size which ace necessary to determine production rates. Define 
facility requirements and cell costs. Analyze the gallium cycle for recycling, 
minimizing losses and reduction m gallium contenc for cell performance. 

* t 

Conduct detailed analyses of the cell structure to determine methods and 
designs to increase'^ the radiation resistance of Ga A1 As cells. Perform 
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analyses and computer modeling of the devices to determine their pertormance 
in the radiation environment. Conduct radiation tests on space-type cells 
and reflector specimens and correlate and compare data with math models. 
Develop and evaluate techniques to minimize radiation degradation such as 
thermal annealing of .cells, increased thickness of ref lector ; coating, develop- 
ment of increased radiation hardened solar cells, etc. 

Resources Requirements 

To be determined. 

Target Schedule 

To be determined. 


? 
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